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Introduction. The aim of the study was to investig#te effect
of the functional mixture Macgel MT 100 on the thermoa
denaturation of whey proteins.

Materials and methods.Rennet whey and the functional mixtu
Macgel MT 100 were used in this study. The yield of prot
concentrates, sensoryattributes, moisture content, moistu
evaporation dynamics determined by thermogravimetric analysis
the watetholding capacity of the protein concentrates were evalu:

Results and discussion.The use of the functional mixtur
Macgel MT 100 inten§ied the production of protein concentrai
Addition of 0.5% Macgel MT 100 to native whey reduced coagula
time by 20Nl min compared with the control under identic
processing conditions and increased protein concentrate yield |
average of 16/0.2%. The shortened duration of whey prote
denaturation was associated with reduced energy consumptiol
promoted faster and more efficient unfolding of polypeptide chain
well as the formation of new intermolecular cris&s. These effects
resultedn the development of a denser and more stable protein m
The protein concentrate obtained with the addition of the functi
mixture Macgel MT 100 exhibited greater structural homogeneity
a slightly spreadable consistency, along with lower tagéscontent,
higher wateh ol di ng capacity (52.1
proportion of bound water compared with the contfbhe moisture
evaporation dynamics of model protein concentrate samples
investigated. In the control sample, most of thestooe was remove
within 7.0/ 8.0 min, whereas in the sample containing Macgel MT
process occurred within 9.00.0 min. The delayed moistur
evaporation observed for the Macgel Mhriched sample indicate
an increased watdrolding capacity and therimation of a more stabl
protein matrix with a higher proportion of bound water. The us:
Macgel MT 100 to accelerate the process of thermoacid coagul
contributes to solving technological and raw material probl
associated with the need for compleecovery of valuable whe
proteins. The obtained protein concentrate is recommended for t
a milk-protein component of thermized multicomponent albur
products, serfinished products, etc.

Conclusions.The effectiveness of the functional mixturebgel
MT 100 in intensifying the thermoacid denaturation process of w
proteins was confirmed.
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Introduction

For dairy processing enterprises, the problem of rational utilization of whey remains
relevant. Standard processing approaches, including drying and membrane technologies,
cannot bamplemented at enterprises, including craft and artisanal ones, due to the lack of
appropriate production capacities or insignificant volumes of raw material (Mirzakulova et
al., 2025; Puryhin et al., 2025).

In Ukraine, due to insufficient implementatiohexzonomically feasible, lovgost, and
technologically simple solutions that do not require the installation of additional equipment,
whey at some enterprises is still not considered dl&dbed dairy raw material. Most often,
after pasteurization, itsisent to bakery and confectionery enterprises or used for feed
purposes in animal husbandry (Besediuk et al., 2024; Kocluybeinenko et al., 2022;
Sychevskyi et al., 2019).

The average chemical composition of whey is (%): total sélid<i 7.2; protens i
0.511.1; lactosé 3.914.9; milk fati 0.3/0.5; mineralg 0.3/ 0.8 (CzarnieckaSkubinaet al.,

2025; Mirzakulovaet al.,2025. At the same time, whey proteins are characterized by a
uniquely balanced amino acid composition and are a valuable rawiahdie food
production(KochubeiLytvynenkoet al.,, 2023shevchenko et al ., 2022
Their biological value is 104%, which exceeds the corresponding values of egg protein and
casein (Escobedblonge et al., 2025).

Whey proteins do nobfm micelles, do not coagulate under the action of enzymes, and
do not precipitate when acidified to pH 4.7. Conventionally, whey proteins are divided into
thermolabile and thermostable fractions. Thermolabile fractions precipitate in an acidic
environmenturing boiling for 2832 min, whereas thermostable proteins remain in solution
but undergo denaturation under the influence of acids (Minj et al., 2020).

Improvement of methods for recovering concentrates from whey and their use in
various product technafjies, including serdiinished products, as a base or fortifier is
relevant. Thermoacid denaturation, as a classical processing method, involves treating whey
at temperatures abovei®5 A C f 0i©2 minbtabpiH t4.848 8which results in high
energy itensity of the process. Under such conditions, the degree of protein fraction recovery
is approximately 40% (Sukmana et al., 2025).

Incomplete protein recovery is explained by the protective effect of electrolytes present
in whey, as well as the dominanakthe electrical charge of protein particles as a factor of
their colloidal stability (Freire et al., 2022). To intensify the process of thermal denaturation,
coagulant reagents are added to rennet whey, in particular whey with an acidity b5§3.45
A TThe optimal pH range for the process isi 4.8, which corresponds to a titratable acidity
of 36035 AT and the isoelectric point of t he
lactoalbumin fraction (Chen J. et al., 2023).

Tsygankov et al. (2018) havesha t hat the wuse of the foo
440206 in the production of albumin mass fr
whey increases product yield and improves quality characteristics. Improvement of the
thermoacid coagulation proceséwhey proteins requires additional scientific research to
reduce denaturation time and increase protein recovery efficiency. In this context, the
possibility of using the functional mixture Macgel MT 100 to intensify the denaturation
process of whey preins was considered.

Macgel MT 100is used in the food industry to regulate consistency and increase product
yield. It allows control of viscosity, texture, water retention, and product stability. In meat
systems, such technological ingredients contriboieompaction of consistency, formation
of gel structures, and reduction of syneresis, which increases product quality and yield (Bao
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et al., 2025). In dairy products, it provides a smooth surface, increased yogurt viscosity and
cheese yield, and improvéextural and rheological properties of fermented dairy products
(Alam et al., 2025). According to the manufacturer FOODTECH, the recommended addition
level of Macgel MT 100 is 0i®.7 g/kg of mixture. The functional additive consists of
maltodextrin and th enzyme transglutaminase, which determine its functional properties and
affect the rheological characteristics and stability of food systems.

Recent scientific studies confirm that the use of transglutaminase in cheese production
significantly increasesverall cheese yield (El Kiyat et al., 2021; Ilvanov et al., 2021). The
application of transglutaminase in combination with ultrasonic treatment in the production
of soft cheeses from camel milk increased product yield while maintaining appropriate
physicohemical and sensory characteristics -fayed et al., 2025). In addition,
transglutaminase contributes to an increase in the degree of protein and milk solids utilization
in soft cheese production, which reduces protein losses in whey and increasesi¢ine \eff
of the technological process (Velazgugaminguez et al., 2023). Thus, Macgel MT 100 can
be an effective technological ingredient for increasing cheese yield, improving consistency,
rheological characteristics, and the nutritional value of chessgugts. The aim of the
present study was to investigate the effect of the functional mixture Macgel MT 100 on the
process of thermoacid denaturation of whey proteins.

Materials and methods
Materials

The raw material used for protein concentrateduction was rennet whey with the
following physicochemical characteristics: total solids content oN®BG3R6, including
protein 1.0N0.05%, fat 0.[0.01%, milk sugar (lactose) 418.2%, and minerals 0\5.02%.
The whey had a titratable acidityof B Affd a density of 1018 kg/
ingredient, the functional mixture Macgel MT 100, was a powder ranging in colour from
white to light beige, with a taste and odour characteristic of the product, and a moisture
content not exceeding 14%.

Method for obtaining whey protein concentrate

The study of the duration of the thermoacid coagulation process of native rennet whey
was carried out as follows. From 4 | of milk whey, after reaching the optimal pHicf.8.4
and a temperature of @ 5 A Qroceds was conducted until protein flocs were formed.
Every 10 min, the protein concentrate was removed using the same method. The duration of
thermal treatment was 82 min.

The technological ingredient (functional mixture) Macgel MT 100 was addeceto th
milk whey at the initial stage of thermal treatment in the form of a hydromodule (additive
and milk whey in a ratio of 1:12) with holding for 0 min. Compliance with the above
conditions is necessary for uniform distribution of the ingredient througthau entire
volume of whey. For research purposes, the application range of Macgel was expanded from
0.2% to 0.6%.

Methods for determining the quality parameters of protein concentrates

The yield of protein concentratess determined by the formula:
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j =L g

mc

where B is the yield of concentrates, %;

Mmcgis the mass of protein concentrate with Macgel MT 100, g;

Mmc is the mass of protein concentrate without the functional mixture, g.

The amount of protein concentrat@y obtained from 4 | of rennet whey under the
corresponding conditions was determined by the gravimetric method.

The organoleptic propertiedf protein concentrates were evaluated in accordance with
the requirements of regulatory and technical documientaAppearance and color were
assessed visually; taste and odor, as well as consistency, were evaluated organoleptically at
a sample temperature ofitBO A C.

The mass fraction of moistusnd the dynamics of moisture evaporation of protein
concentrates we measured by the thermogravimetric method using laboratory electronic
moistureanalyzer scales of the ADS series manufactured by AXIS (Poland).

The watetholding capacityof protein concentrates was determined by the mass of
water released from the sarapinder slight pressing and absorbed by filter paper (Chubenko
et al., 2025).

Results and discussion
Effect of functional mixture Macgel MT 100 on yield of protein concentrates

The change in the yield of protein concentrate depending on the amotim¢ of
functional mixture Macgel MT 100 added is shown in Figure 1. The control was a protein
concentrate obtained by classical technology without the use of a functional mixture. The
obtained results regarding the yield of protein concentrate were adjegteddihg on the
amount of dry matter of the added functional mixture.

According to the results (Fige 1), the addition of the functional mixture Macgel MT
100 to rennet whey in an amount of 0.5 % increases the yield of protein concentrate by an
average of16.4\0.2% compared to the control under the same conditions of thermoacid
coagulation. This can be explained by the fact that transglutaminase in rennet whey forms
strong chemical bonds between individual whey protein molecules, combining them into a
stab e net wor k - acnt opgalr a-laaieliiimia, bathfwdth dach other and with
casein residues, which results in the formation of a stable-dimemnsional protein matrix
(Ceren Akal, 2023; El Kiyat et al., 2021). Such enzymatic modificatidnaes protein losses
in whey and increases the watmiding capacity of the protein concentrate, which leads to
a significant increase in its yield and improvement of the rheological and structural
characteristics of the product (Kim et al., 2023).

Thus the use of the functional mixture Macgel MT 100 ensures more efficient
incorporation of whey proteins into the total volume of the concentrate and increases the
technological and economic efficiency of production. The addition of the functional mixture
Macgel MT 100 in an amount of 0@24% increases the yield of protein concentrate to a
lesser extent, while the addition of 0067% is irrational, since only a 0.8.6% increase in
mass yield is observed.
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Figure 1. Effect of functional mixture Macgel MT 100 on yield of protein concentrate
Protein concentrate accumulation depending on the duration of protein
denaturation
Figure 2 presents the dynamics of protein concentrate accumulation depending on

process duration under constant conditionsq0i0 5 A C, 144 The amouns of the
functional mixture Macgel MT 100 added was 0.5%.
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Figure 2. Protein concentrate accumulation depending on the duration of protein denaturation
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An increase in denaturation time led to a marked rise in protginentrate yield for
both samples; however, the rate of product accumulation was significantly higher in whey
supplemented with Macgel MT 100hus, after 582 min of thermal treatment, the yield of
concentrate in the sample with the additive reached7d¥&@ g, after which a further
increase in heating duration was not accompanied by a significant increase in product mass.

For the control sample, the maximum effective increase in concentrate yield was
observed up to W2 min of denaturation, while the sdiute yield was 38781 g. Further
thermal treatment was inefficient and resulted only in a slight increase in concentrate mass.

The effective denaturation time for whey with Macgel MT 100 i25in, whereas
for the control it is (782) min. Furthertiermal treatment up to 80 min is impractical, since
the additional product yield is insignificant and amounts to only 48318y for the sample
with Macgel and 38918L.0 g for the control.

The obtained data are consistent with scientific studies imtticatsignificant effect of
time and thermal treatment conditions on whey protein denaturation. Modification of protein
systems through the addition of specific protein or functional components can change the
kinetics of denaturation and aggregation, dfferthe technological parameters of the final
product (Pu et al., 2024; Wang et al., 2024). This is consistent with the experimental values
obtained, where the introduction of Macgel MT 100 leads to faster denaturation and higher
product yield at a shomtéeating time.

Therefore the use of the functional mixture Macgel MT 100 makes it possible to reduce
the duration ofeffective thermal treatment BONL min compared to the control, while
simultaneously ensuring a significantly higher absolute yielatatiein concentrate.

Quiality parameters of protein concentrates

Table 1 presents the results of the effect of the functional mixture Macgel MT 100 on
the quality parameters of the protein concentrate.

Table 1
Quality parameters of protein concentratewith the functional mixture Macgel MT 100
Parameters Characteristics of protein concentrate
Control With the addition of
Macgel MT 100
Organoleptic parameters
Consistency Homogeneous, delicate Homogeneous, delicate,
slightly buttery
Taste and odor Clean, fresh with an albumin aftertaste
Color White
Physicochemicabarameters
Titratable 4 93. 0N1. 7 81.0N1.1
Mass fraction of moisture 77. 4N1. 5 74.8N0. 8
%
Waterholding capacity, % 48. 8N1. J 52. 1N1. 3

The control sample of the concentrate was characterized by a homogeneous, delicate
consistency, a clean and fresh taste with a characteristic albumin aftertaste, and a white color.
The taste, odor, and color of the product remained appropriate for anproteientrate,
without foreign flavors.
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The introduction of Macgel MT 100 contributed to the formation of a more
homogeneous structure and a slightly buttery consistency. These results are likely related to
the fact that the enzyme transglutaminase, witgtalyzes the formation of crelaks
between amino acids of proteins, is able to modify the structure of whey proteins, improving
their physicochemical properties such as gel formation, emulsion stability, and
microstructure of products after thermaatment (Chen J. et al., 2025). Similarly, enzymatic
modification of whey proteins using transglutaminase improves the mechanical properties
and microstructure of protein gels, indicating strengthening of intermolecular bonds in
protein aggregates (Zhangas., 2023).

Analysis of physicochemical indicators showed that the use of the functional mixture
Macgel MT 100 significantly affects the acidity and moisture content of the concentrate. The
mass fraction of moisture in the concentrate with Macgel MT de@eased by 28.3%
compared to the control sample. Titratable acidity in the sample with the additive was
81t . 1 AT, whidh. 1isATowempayed2to the contro

The decrease in acidity may be associated with stabilization gidbein matrix and
changes in the course of denaturataggregation processes during thermal treatment of
proteins in the presence of modifying agents, which corresponds to general patterns of
changes in protein properties under the influence of enzymmatitifications (Ma et al.,

2025).

It was found that the watdrolding capacity of the protein concentrate sample in the
presence of Macgel MT 100 increased bykB.3% compared to the control. This is likely
related to the mechanism of action of transghitease, which is a component of Macgel MT
100 and <catal yzes t-b-sglutamghysme bandsrbetwedn proteinv al e n
chains, strengthening the thrdienensional gel structure and limiting water mobility within
the protein matrix (Chen X. et.aR025).

Modern studies confirm that the use of transglutaminase increases the density of protein
gels and improves water retention capacity in protein systems, in particular iri steath
composite gels (Wu et al., 2023) and in plant protein isoldas €t al., 2025), as well as
forms a homogeneous and compact network that promotes molecular water retention (Zhan
et al., 2022).

The sample with Macgel MT 100 is characterized by increased-tvaliding capacity.

This is explained by the fact that theotein matrix effectively retains water inside the gel,
which potentially improves the structural properties of the product.

The use of the functional mixture Macgel MT 100 makes it possible not only to preserve
high sensory paramenters of the protein eotrate but also to improve its structural
characteristics, reduce acidity, and optimize moisture content, which is important from the
standpoint of technological stability and quality of the final product.

Effect of the functional mixture Macgel MT 100 a, the dynamics of moisture
evaporation from protein concentrates

The dynamics of moisture evaporation from model samples of protein concentrates are
shown in Figure 3.

Measurements showed that the main portion of moisture (free water) was removed
faster fom the protein concentrate without the functional mixturé&®min than from the
sample with Macgel MT 100 (9.20.0 min). This slower moisture evaporation in the
Macgetcontaining sample indicates a higher wdtelding capacity, likely due to the
formation of more stable gébrming protein structures that bind water within the matrix (Liu
et al., 2025).
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Figure 3. Moisture evaporation dynamics of model protein concentrate samples
with and without Macgel MT 100

At the molecular level, thermoaciteatment of whey protein causes unfolding of
polypeptide chains that were folded in the native molecule, resulting in the exposure of
hydrophobic and charged polar groups on the surface (Freire et al., 2022). This allows the
formation of new crosinks between protein molecules and with water, creating a dense,
partially getforming matrix (Seddiek et al., 2025). As a result of these structural changes,
free water partially transitions into a bound form, being firmly retained in the protein matrix,
which slows its evaporation (Ozel et al., 2021).

In the initial evaporation phase (up to 2 min), removal of free water is observed, with
the difference between samples being abd& rhin. In the middle phase 3 min, the
sample with Macgel MT 100 shows a moreormmounced lag compared to the control
(difference up to 10 min). This indicates delayed diffusion of water within the protein
structure and a higher proportion of bound water. By the end of the experinidnmi,
the mass fraction of moisture stabilizéghe level of 7678 % for both samples, indicating
the achievement of equilibrium moisture content.

Thus, the addition of Macgel MT 100 promotes the formation of a more stable and dense
protein matrix that retains moisture and slows the evaporationgsto€his confirms the
prospects of using the functional additive to enhance the -walding and textural
properties of protein concentrate under thermoacid treatment conditions.

Conclusions

It was established that the addition of 0.5% offthectional mixture Macgel MT 100
to milk whey increased the yield of protein concentrate by an average dcf0IB/
compared to the control under the same thermoacid coagulation conditions and shortened the
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process duration. The effective coagulation tiorewhey with Macgel MT 100 was $2

min, whereas for the control it wasRmin. Quality indicators of protein concentrates were
also investigated, showing that the addition of Macgel MT 100 contributed to more
pronounced structural homogeneity and ghdly buttery consistency of the product. The
mass fraction of moisture and titratable acidity of the experimental sample decreased by
2.600.3%and1B1 . 1 AT, respectivel vy, c-badipgcapadty t o
increased by 3K0D.7%. Thermogravimetric analysis revealed that during the middle phase

of evaporation, the difference between the experimental and control samples reached 10 min,

and at the end of the process, the moisture content of the concentrates remainégat 76
These esults confirm the formation of a denser and more stable protein matrix in the protein
concentrate.
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Introduction . A mathematical model is developed to describe
unsteady flow in the gap between the rotating and stationary eleme
a rotoil pulsation apparatus. The model accounts for pressure puls:
and the norNewtonian behavior of the processed material.

Materials and methods This study investigates the unsteady flc
of a nonNewtonian curd mass in the rdtstator gap of a rotopulsation
apparatus using an axisymmetric model in cylindrical coordinates.
flow is governed by the continuity and NaviStdkes equations, while
rheology is described by the Hersdtigllkley law with a structural
parameter accounting for sheaduced breakdown and recover
Pressure pulsations due to rétstator interaction are represented b
harmonic pressurdrop function and the equations are solved using
finite-volume method in SolidWorks Flow Simulation with local me
refinement in the rotéistator gap.

Results and discussionThe numerical results show that, in tl
rotor speed range of 2008600 revolutions per imute, an unsteady flov
develops in the rotostator gap with a dominant tangential motion. O
a 3.5 s operating cycle, the mean tangential velocity increases with ¢
whereas axial transport remains strongly pulsatory. Tangential vel
pulsationsare about 3%, axial oscillations reach ~10% of the mean v
and the radial component remains secondafB%d). A systematic
reduction in throughput is observed with increasing rotor speed
mean fl ow rate decreases frhe
processed volume per cycle frc
rate exhibits periodic oscillations due to résiator interaction; for &
twelve-channel rotor, the pulsation frequency increases f
approximately 400 to 700 Hz with an amplitude5b10% of the mear
value. Energy demand increases with speed: the calculated torqu
from 1.13 to 1.98 NLm and p
nondimensional axial contribution decreases from 0.212 to O.
indicating a shift toward a predominantly ¢@mtial regime anc
explaining the reduced throughput. Comparison with experimental
confirms model adequacy, with discrepancies below 10% for powe
below 20% for torque.

Conclusions An integrated unsteadiow model for the rotdr
stator gap was deloped. The model captures the twethannel
pressure pulsations in the frequency range of 400 Hz and predicts
power consumption with an accuracy better than 10%. The prog
model can be used for hydrodynamic analysis and optimization of r
pulsation apparatus operating conditions.
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Introduction

Hydrodynamic rotopulsation apparatuses (RPAs) are increasingly recognised as
effective tools for dispersion, homogenization, emulsification, and the intensification of heat
and mass transfer (Samoichuk et al.,£220Pheir performancarises from the combined action
of turbulent mixing, periodic pressure pulsations, and cavitation within the working chamber,
creating a highly dynamic flow environment that is difficult to capture with conventional
modelling approaches (Voroshchuk, @P1Despite notable advances in studying RPA
operation, existing mathematical models remain incompgtete kK a n s s ;0/ashisthz{all, 8
2027). Most assume Newtonian fluid behaviour, which does not represent the complex
rheology typical of many food syster{shmed et al., 201,8Vashisth et al., 2031 Current
modelling efforts can be broadly grouped into three directidns k a n s s ;ovashisth2eD 1 8
al., 202): rheological models describing viscous and structured media (Barnes, 1999); models
based on dimenznless criteria and similarity analysis (John et al., 2019); and CFD
(Computational Fluid Dynamics) approaches capable of resolving detailed flow fields, pressure
distributions, and turbulence characteristMinfick et al., 2023; Mortensen et al., 2018

However, each of the existing modelling strategies captures only a limited part of the
hydrodynamic behaviour (Mortensen et al., 2018). Rheological models typically neglect the
spatial and temporal structure of the flow, whereas CFD approaches, despiteghbilities,
rarely incorporate sufficiently accurate descriptions of-Nemtonian behaviourAhmed et
al., 2018 Minnick et al., 2023 Methods based on dimensionless groups reveal general trends
but are unable to resolve local effects associaid cavitation development or pulsation
induced instabilities (Zheng et al., 2022). These limitations create a clear need for more
integrated modelling frameworks that combine rheological and hydrodynamic representations
to enhance the predictability oPR performance under real processing conditions (Samoichuk
etal., 202).

In computational fluid dynamics analyses of rettator systems, the Reynoldgeraged
Navier-Stokes formulation is widely used, decomposing velocity and pressure into mean and
fuc uating components (Zemanov8 and Rudol f,
performed using the-Wand k¥ models, which may differ in accuracy when predicting energy
dissipation and the localization of higinadient zoned/ilcox, 2006 (Table 1) The kUmodel
is often selected for its robustness and computational efficiency (Adanta, 2020) Tinadel,
particularly its SST modification (Table 1), provides a more reliable description efivatar
behavior and flow separation (Adanta, 2020). \Bation results supported by experimental
observations, including velocifield validation using particle image velocimetry, have
confirmed the applicability of these approaches to +siaor mixing flows and to estimating
energy dissipation characteits (Mortensen et al., 2018). These findings also indicate that the
geometry of the apparatus can strongly influence mixing efficiency and hydrodynamic behavior
(Wang et al., 2023). This effect is consistent with broader analyses of hydrodynamic reactor
design and performance trends (Zheng et al., 2022).

Additional insights into flow structure and energy dissipation were presentgtbmd
2008), where velocity fields and turbulent energy characteristics were successfully reproduced.
For rotorpulsation apparatuses with axial discharge, the L&ESrge Eddy Simulation
approach was applied ifM{nnick et al., 2@3), yielding detailed predictions of velocity
profiles, turbulence statistics, pressure distribution, particle transport, and energy dissipation
patterns. Other studies focused on energetic aspects governed by tegtotaonfiguration
(Badveetal.,@13) | i nked the tur bul e rsthatordap,wsilé (Bhergi on
et al., 2022) examined the relationship between power consumption and flow hydrodynamics.
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Table 1
Comparison of RANSbased turbulence models

Model type Advantages Limita tions Ty_plcgl
applications
k-U Suitable for evaluating| Inaccurate in regions Numerical studies
(turbulence energyrelated with flow separation;| of energy
model) characteristics; simple| large deviations from| dissipation and
in formulation; experimental data design
accurate for turbulent | may occur. improvement
flows. (Utomo and Pacek,
2009).
k-¥ More accurate near Sensitive to boundar] Analysis of
(turbulence wall predictions; and initial conditions; hydrodynamics in
model) improved evaluation of numerical stbility rotor-stator gaps
energy dissipation may vary. (Zemanov§
zones. Rudolf, 2019).
SST ky Combines advantages| Requires extensg/ CFD model
(shearstress | ofk-U a+rd I e| inputdata for proper| validation (aunder
transport performance for setup. et al 1974) and
model) separated flows and model comparison
adverse pressure (Mortensen et al.,
gradients. 2018).
RNG kU Better representation d Limited applicability | Studies of rotor
(renormalizati | mediumscale turbulent for highly turbulent | based mixing
on-group fluctuations than the | or strongly devices Yashisth et
variant) standard ) mo d €| anisotropic flows. al., 202).

As noted earlier, many existing stud{&adve et al., 28; Ranade, 2022Vang et al.,
2023; Zheng et al., 2022ddess Newtonian fluids, underscoring the need for modelling
approaches suitable for ndtewtonian media and for capturing the geometric specifics of
RPAs. In response to this, the present study develops a hydrodynamic model that incorporates
both apparatuslesign features and experimentally observed rheology. The model is then
evaluated through comparison with published data, followed by the formulation of practical
recommendations based on the numerical findings.

This study aims to develop an integratedteady hydrodynamic model of a rotor
pulsation apparatus that incorporates-iNmwtonian rheology and pressure pulsations, and
to assess its adequacy by comparing it with published torque and power data.

Materials and methods

Rotor-pulsation apparatus

The study was performed for a rofoulsation apparatus (RPA) comprising a rotor and
a stator equipped with a system of radial channels, with an annular clearance (gap) formed
between the interacting surfaces (Figure 1).
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Figure 1. Schematic diagram of
the rotor-pulsation apparatus
(RPA):

17 rotor;

271 stator;

371 adjustment shim;
47 pump element;

51 shaft;

61 circulation channel;
71 inlet chamber;

81 outlet chamber.

The following parameters were used in the calculations: rotor rBH0$938m rotor
stator gapi = 1 . Shwomber of radial channets12 The rotor speed range was 208500
rpm, and the computational cycle duration was 3.5 s. The flow in thestator clearance
was interpreted as the motion of a fidewtonian medium inraannular gap between two
coaxial cylinders. During rotor rotation, the curd mass is sheared in a Cypetteegime;
the resulting tangential stresses govern the rotor torque and, consequently, the mechanical
power demand (John et al., 2019; Mortenseal.e2018; Utomo and Pacek, 2009).

Modelling approach and numerical implementation

Hydrodynamic characteristics of the RPA working zone were determined by numerical
simulation of unsteady flow in the rotstator gap. In addition to circumferential shen
oscillatory axial component driven by a pulsating pressure drop along the channel axis was
considered. The modelling framework was formulated based on the conservation of mass and
momentum, while accounting for the nblewtonian rheological responséthe curd mass
(Adanta, 2020Wilcox, 2006 Voroshchuk, 20Q; Zemanovs§8 and Rudol f,
Newtonian behaviour of the medium was represented using a HeBdkigy-type
rheological description with a structural parameter. To repr@sdsdtions, a harmonic time
dependence of the imposed pressure drop was prescribed and characterised by its mean value,
amplitude, angular frequency, and phase shift. The simulations were carried out using the
finite-volume method with seniimplicit time integration in SolidWorks Flow Simulation.

Local mesh refinement was applied in the retimtor gap.

Processed material (curd mass)

A laboratoryprepared curd mass was used as the working medium. The sample was
obtained by thoroughly mixing the comporenntil a homogeneous mass was formed. The
formulation (mass fractions) was: curd baser.4 wt%, watei 23.0 wt%, and flavor 9.6
wt%. This curd mass was then used in the simulations and subsequent analysis of
hydrodynamic parameters in the RPA workiape.
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Results and discussion

Governing equations and mathematical model of the flow

The continuity equation ensuring mass conservation for an axisymmetric flow is written as
(Bird et al., 2002White, 2006Zemanog and Rudolf2019)

1r(v)

: )
rw u
wherev, is the radial velocityy, the axial velocity, and the radial coordinate (m).
rv v
The termM represents the radial derivative of mass fI&)M expresses the
ropr

relative variation of the radial flux per unit radius; A4 describes the axial change of velocity
yz

(1/s). According tothis equation, any variation in axial velocity is compensated by the
corresponding distribution of radial velocities, ensuring a steady flow in the gap.

To describe the flow dynamics, the Nax&tokes equations with three velocity components
are appliedEach equation governs momentum in the corresponding diréBtronet al., 2002
White, 2006.

In the radial direction, inertial forces, the centrifugal telj'dir , the pressure gradient

Up/ p, @d viscous stressese taken intoaccoutvh i t e, 2006; Zemanov§ a
a 2 B rt tut
A, Mo w8 1) g, @
c Kt B Zpr - rpwp r gz g

whereu, is the tangential velocityr the fluid density;p the pressuret, the radial normal

stress;t, , the tangential normal stress; ahg the shear stress in thre- z plane.

In the tangential direction, momentum transfer from the rotor to the working fluid is
dominant(Hop et al., 2023; John et al., 2019; Utomo et al., 2008

2
Py, b, g LA) ®
C Mt H Zn ro o+
wheret , the shear stress indr - g plane; and ,, the shear stress in tige- z plane.
The lefthand side represents inertial transport of tangential momentum, while tHearght
side represents viscous fordesthe axial direction, a pressure drop is needed to drive the product
through the channe{fitomo and Pacek, 2009; Utomo et al., 2008):

o 0 l‘
PO W, VO EM 3 @)
Qwut [Vl Zu = Z Ur r u z

wheret ,, is the axial normal stress

Since the equations involve stresses, the rheological behaviour of the curd mass must be
considereqBarnes, 1999
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The HerscheBulkley model (Barnes, 1999; Voroshchuk, @0is used

t=¢ K A ®)

wheret is shear stress (Pa), the yield stress (Pa{ t he consi stencyw coeff

the flow index; and’ p)

, the shearate intensity (1/sHeren is the flow index of the

Herschél Bulkley model; the rotor rotational speed is denotet,gspm)in the Results section.
Unlike Newtonian fluids, curd mass undergoes structural breakdown under shear, reducing
effective viscosity, while partial recovery occurs in rest. To account for this behaviour, a structural
parameter/ | [OJ] is introduced, modifying, and K depending on structural integrity. Its
evolution follows:
d/ _1- /
dt T

* (¢ (6)

whereT, is the recovery time ankl, “ [  with temperature correction.

This formulation allows reproduction of both the pulsating nature of flow in the RPA and
the gradual decrease in viscosity and shift of mean valu’ saoid wall shear stregs, from

cycle to cycldUtomo etal., 2008; Samoichuk et al., 20)2
As the apparatus operates with periodic pressure fluctuations, the instantaneous pressure
drop is described bfytomo et al., 2008

a(zh= mia +A 3 @i 0y @
where qp, () is the mean pressuteop componentA(z) the pulsation amplitudey, the
pulsation angular frequency (rad/s), andhe phase shift.

Boundary conditions

Rotor (neslip at rotatingwallWh i t e, 2006; Zemanov§ and Rud

u,=wr,v, 0,v, 6. 6))

Stator (stationary wall):
u,=0,v, 0,v, 8. 9

Outlet (fixed pressure):
P= Pou (10

The influence of axial flow is evaluated using the nondimensional parafiiefeet al.,
2023):
V.
e:m, Uq = IR, (]_]_)
U
q
where (v,),, is the mean axial velocity at the outletis the rotor angular velocity (rad/s),

Y:21 nrot/60.
The mean axial velocity is defined as:
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v (1) :iﬁmv & dA (12)

where A, is the outlet area ang, the axial normal.

Simulations were performed for an RPA with rotor radius R=0.038 mrgapmm, and
12 radial channels. Tlawerage channel areawag = 7 . 4%l 1 0 an d t-dectional ot al
area A= 8 . 9 8n&. IDpefational speeds ranged from 2000 to 3000 rpm. A technological cycle
duration of 3.5 s was adopted. Computations were axisymmetric with inclusiangetial
velocity.

The continuity equation (1), momentum equations (2), and rheological modeb) were
used. Pulsations were included accordin@)oahnd boundary conditions followe8) ¢ (10). The
finite-volume method with seriimplicit time integration was applied. Mesh refinement was used
in the gap to resolve steep velocity gradients. SolidWorks Flow Simulation was employed as the
CFD environmengPatankar2018 Versteeg and Malalasekera, 2007; John et al., 2019)

The velocity fieldsv, (r,zt) , v,(r,zt), v,(r,zt) together with the pressure
distribution p(r, z,t) were obtained by solving the governing equationg4)L)The effective

viscosity /1., was evaluated according to the Hersdhgkley relation ), which incorporates

the noANewtonian rheology of the curd mass.
Based on the computed velocity fields, the instantaneous volumetric flow rate

Q(t)= Fk“tv n dA (13)

and the mean axial velocity 1 were determined. The nondimensional parameter
characterising the relative contribution of axial transport, was subsequently evaluated. The
hydrod/mamic torque acting on the rotor was calculated from

M(t) = ﬁmrtrqu,vvith t,=2 4D, (14)

where D¢ is the 1T d component of the straiate tensor followed by evaluation of the
instantaneous and mean mechanical pfdatm et al., 2019; Mortensen et al., 2018)

N(t)=M(t)w, andN =M w. (15)
Verification of the numerical solution included comparison with experimentairéitev
measurements, analysis of mesh and-8tep sensitivity, assessment of mass conservation

between the gap and the outlet section, and evaluation of the overall eteamgg(ahn et al.,
2019; Mortensen et al., 2018):

N © qu +qDSSES' (16)
O ossestepresents additionhldraulic lossesincluding viscous dissipation and losses associated
with vortex structureand secondary flows.
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Flow dynamics and cycleresolved throughput over the operating cycle

Figure 2 presents the theoretical time dependences of the velocity components in the
rotor-stator gap during a single 3second operating cycle (results showthwi a 0.1second
time window) for rotor rotational speeds n=268®00 rpm. The analysed For a rotor
components are the tangential veloaitft), axial velocityv,(t), and radial velocity(t),
where t denotes time (seconds). The mean tangential velgaityreases with n, whereas its
pulsations remain limited (3%). The axial velocity {t) exhibits more pronounced
oscillations (10% of the mean value), and its mean value decreases assesicrha radial
velocity v; remains minor (3% of v;), confirming its secondary contribution to overall
transport.

V, m/s n=2000rpm V, m/s n=2750rpm
10 12
MWW WWWAWWWWWWWWIWWWAWWWWWWW
8 w1 10
8
6
6
4 4
2 (AN 2 2 2
0 3 0 3
0.00 0.02 0.04 0.06 0.08 0.10 0.00 0.02 0.04 0.06 0.08 0.10
t,s t,s
V, m/s n=3000rpm V, m/s n=3500rpm
14 16
12 WWWWWWWYWWWWAMAWWWWWWWWWWWWWWE 14 WWWWWWYWWWVWWWWWVWWAWWWVYWW L
10 12
8 1g
6 6
4 4
2 2 2 2
0 3 0 3
0.00 0.02 0.04 0.06 0.08 0.10 0.00 0.02 0.04 0.06 0.08 o0.10
t,s t,s

Figure 2. Theoretical time dependences of the velocity components within a single-3&cond
operating cycle (results shown within a 0-5econd time window);
17 tangential velocity uq(t); 21 axial velocity v/t); 31 radial velocity vi(t).

From the graphical dependencies (Figure 2), it is observed that the mean tangential
velocity u, increases proportionally with the rotational spee000 3500 rpm). The

pulsations ofu, are about 3 percenyhich is consistent with the-2 percent reported in

(Utomo et al., 2008; Mortensen et al., 2pTEhe axial velocityv, (t) exhibits oscillations of
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approximately 10 percent of its mean value, which corresponds totRey8rcent rargy
noted in Mortensen et al., 20)8Although the mean value of decreases with increasing

n, the pulsatory behaviour remains. The radial velogjtyccounts for onlyil3 percentf
v,, confirming its minor contribution, as also indicated in (Samoichuk et al4) 20®d

(Launder et al., 2010; Utomo and Pacek, 3009
Using the calculated velocity functions (t), v,(t), andy, (t), the instantaneous

flow rate was determined as:
Q(t)=v.(1) 4, (16)
where A, is the total crossectional area.
Integration on(t) over one 3.5econd operating cycle yields the total processed

volume per cycleV,, :
T
Vi = AQ(1) dt

where T = 3.5 seconds is the cycle duration.
Figure 3 presents the variations of the instagas flowrate Q(t) and the accumulated
volume Mq(t) over a single operating cycle for rotor rotational speed®000 3500 rpm.

As shown in Figure 3, the instantaneous flow l(a(e) exhibits a clearly pronounced

periodic pattern. The oscillations are queegjular and reflect the periodic interaction
between the rotor channels and the stator (bedsing effect), which modulates the axial
velocity component and, consequently, th&antaneous throughput. The relative amplitude
of the flowrate oscillations is abouii 10% which is consistent with LES/CFD studies
(Mortensen et al., 2018tomo et al., 2008

The accumulated volum¥«(t) shows an almost linear increase over the cycle,
confirming that the net transport remains stable despite the pulsati@Q{f.dmportantly,
the slope oMix(t) (i.e., the cycleaveraged throughput) decreaseqasicreases, indating
a weakening of axial transport at higher rotor speeds. This behaviour is consistent with
Taylor-Couette type flows, where exceeding a critical rotational speed promotes stable vortex
structures that reduce axial transpétol et al., 2023; Laundet al., 2010

Experimental validation of hydraulic and energy characteristics of the rotorstator
system

To assess the adequacy of the proposed model, the predicted mean characteristics were
compared with experimental data (Voroshchuk,@0ihcluding the mean liquiflow rate
Q, torque M, and power N as functions of the rotor rotational spe&d shown in Figure 4,
the mean liquid flow rate decreases with increasing rotor speed. The predicted values agree
well with the experimental datets supporting the adequacy of the model. The reduction in
Q with increasingn is explained by the rise in hydraulic resistance and the development of

vortex structures within the rotatator gap, which deeases the contribution of the axial
flow component to transport (Zheng et al., 2022).
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Figure 3. Instantaneous flow rate Q(t) and accumulated (processed) volum¥,,, (t) over a

single 3.5second operating cycle: I Q(t); 27 V,, (t)
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Figure 4. Mean liquid flow rate 0 as a function of rotor rotational speeck:
" 0 calculated (theoretical) values;

experimental values
(Voroshchuk, 20Q).
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The results presented in Figure 4 demonstrate a decrease in the mean liquid flow rate Q with
increasing rotor rotational speed n. The predicted mean values agree well with the experimental
data (\broshchuk, 200), which confirms thadequacy of the model. The reduction in the mean
liquid flow rate Q with increasing rotor rotational speed n is explained by the rise in hydraulic
resistance, the formation of vortex structures within the-stédor gap, and, consequently, the
decreaseni the contribution of the axial flow component to overall transport. This observation is
consistent with the findings of Zheng et al. (2022).

CFD studies of rotecavitation devices also indicate that, as the rotor rotational speed
increases, the tangerttimw components increasingly dominate the hydrodynamics, whereas the
contribution of the axial component diminishes (Ranade, 2022). Similar hydrodynamic behaviour
is observed in classical Tayl@ouettetype flows, where exceeding the critical rotatiosized
leads to the formation of stable vortex structures that weaken the axial flow and the corresponding
transport (Hop et al., 2023).

The results for the torque M and power N reflect the increase in energy consumption
associated with overcoming viscotesistance and generating circulating flow structures. It
should be noted that theaxfall ow contri bwairepstcbehfli deeneabe
0.064, which is attributed to the transition in floev structurefrom a combined pattern (axial
ard tangential components) at low rotor rotational speeds to a predominantly tangential pattern at
higher nnn.

Figures 5 and 6 present graphical comparisons between the values calculated using the
proposed model and the corresponding experimental data ifi¢brds 200).

M, Nm
25

2.0

15| . s

1.0

05

0.0
1800 2300 2800 3300 3800

n, rpm
Figure 5. Dependence of torqué&! on rotor rotational speedn:
" & calculated (theoretical) values;

experimental values
(Voroshchuk, 200)

The torquea) increases with rotor rotational speedonsistent with intensified shear in the
rotor-stator gap. The modgledicted (calculated) mean torque agrees well with the experimental
data, and the calculatéé) trend is close to linear, indicating an approximately proportional
relationship betweethe tangential flow velocity and viscous resistance. The deviation between
experiment and model does not exceet¥bate =20002500 rpm and remains below 20% at
£€=30003500 rpm.The remaining discrepancy is attributed to additional losses related to vortex
structures and secondary flows that are difficult to capture analytically; similar effects athigher
have been reported in Wang et al. (2023), Zheng et al. (2022), and Zo2d)e
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Figure 6 presents a comparison of the calculated and experimental power values.

N, W
600

500 e
400 .',.o"'.
300 _ i
200 | &
100

0
1800 2300 2800 3300 3800

n, rpm

Figure 6. Comparison of calculated and experimental poweK
as function of rotor rotational speedn:
" 0 calculated (theoretical) values;
experimental values
(Voroshchuk, 20Q).

The predicted mean power values show good agreement with experiments, indicating
that the adopted model adequately reproduces the energy consumption of the apparatus. The

relationshipN = f(n) exhibits an almost lire trend over the investigated range, and the

discrepancy between theoretical and experimental data does not exceed 10%. This deviation
may be attributed to additional energy losses not fully captured by the model (Wang et al.,
2023; Utomo et al., 2008; £ng et al., 2022).

Conclusions

Existing approaches to describing réfmulsation devices are not fully universal:
rheological models capture material behavior but ignore flow structure, while CFD methods
reconstruct velocity and pressure fields butraainly for Newtonian fluids. To address this,
an integrated approach was developed, incorporating thisl@eetonian nature of curd mass
via a structural parameter for shéaduced breakdown and recovery, and a harmonic
function to represent flow oscillats. It was found that increasing rotor speed decreases
mean flow rate and processed volume, while tangential flow dominates the hydrodynamic
pattern. Flow pulsations, determined by rotor channel number and speed,irH28¢hos the
mean value, consistemith prior studies. Comparison with experimental data shows good
agreement for performance and energy characteristics, confirming model adequacy. The
results suggest operating at lower speeds to maximize processed volume and at higher speeds
to intensify &ear, dispersion, or homogenization. Further work could extend design
parameters, refine rheological models, and apply 3D CFD (LES/URANS) to study secondary
flows and vortex structures.
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Abstract

Introduction. Toast bread is among the most widely consur
bakery products. This study aimed to justify the incorporation of tor
powder into toast bread formulations to expand the range of co
bakery productand enhance their nutritional value.

Materials and methods. Tomato powder was incorporated in
toast bread formulations. The baked products were evaluated
sensory and physicochemical indicators, followed by calculation
composite quality indexDough structural and rheological properti
were assessed using a Brabender farinograph and alveograph,
with  monitoring dough diameter changes during proofing. -C
producing capacity was determined volumetrically and by meast
dough ball floatingvelocity, while product color parameters we
measured using a colorimeter.

Results and discussionThe feasibility of incorporating tomat:
powder into toast bread technology was substantiated. It
established that the addition of 5% powder (based aur fiveight)
ensured stable technological properties of the dough and enhanc
nutritional value of the final products without impairing their sens
characteristics. Alveograph and farinograph analyses demonstrai
increase in dough stability from.5 to 14.0 min and a reduction |
softening from 110 to 50 BU, while maintaining an appropriate bale
between dough elasticity and extensibility. The addition of ton
powder contributed to more controlled fermentation behavior: total
production der eased from 616 to 58
production peak shifted to a later stage, indicating improved
retention capacity of the dough matrix. frglrated tomato powde
further improved the quality attributes of the baked products: cr
porcsity increased to 82%, crumb crumbliness after 72 h decre
from 11.3 to 9.2%, loaf shape stability was preserved, and sel
scores ranged from 8.2 to 8.5 points, confirming good const
acceptability. The col or dcrdstf
and 17.33 for the crumb, confirming the effectiveness of tomato po'
as a natural colorant and functional ingredient, attributable to its
carotenoid content, particularly lycopene, and its contribution to
development of visually attractineakery products.

Conclusions. The use of steamed tomato powder positiv
influences the quality of toast bread and ensures diversification ¢
assortment of colored bakery products enriched with antioxidi
Tomato powder can be considered a promgisiatural ingredient for
the development of functional bakery products with impro
nutritional and sensory properties.
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Introduction

Toast bread is one of the most popular bakery products intended for mass consumption
due to its stable demand, convenience of use and regular presence in the daily diet. It is
consumed by people of different ages and social groups, in particular as aneainpid
breakfast or as an element of fast meals. This determines the significant role of toast bread in
providing the body with energy and basic nutrients. However, the traditional formulation of
toast bread is primarily oriented towards energy valudsaoldaracterised by an insufficient
content of biologically active compounds, which creates prerequisites for its improvement
(Falsafi et al., 2025).

The use of natural dyes in colored bakery products enhances their visual appeal while
also supplying bicgtive compounds such as anthocyanins, polyphenolic pigments,
chl or op h ycardtene. Hatuchl cdlorants including elderberry pomace powder,
blackthorn and hawthorn fruit extracts, purple sweet potato, and black carrot concentrate have
been tested in Bary and dairy products (Stabnikova et al., 2003; 2025). In addition, barberry
fruit powder has been applied as natural dye in caramel production (Sema et al., 2025), while
chokeberry and hibiscus extracts have been incorporated into marshmallow fommsulatio
(Artamonova et al., 2025). This approach enables the preservation of traditional sensory
properties while increasing nutritional value, thereby contributing to the development of a
healthy eating culture and meeting the modern demand for originaltioudyi and
aesthetically appealing products (¢ol ak an
consumer demand for bakery products manufactured without the use of synthetic food dyes
(Boiko and Bilyk, 2025).

In modern food production, considerable atimis paid to the use of natural functional
ingredients, particularly vegetable and fruit powders, in bakery and confectionery
technologies. The chemical composition of vegetable and fruit powders is a key factor that
determines their functional effects bakery products (Naknaen and Angsombat, 2016).
Tomatoes and other fruits processed into powders contain natural sugars (glucose, fructose,
sucrose), organic acids (citric, malic), dietary fibre and pectin, as well as various polyphenols
and carotenoidsriic | udi ng | arotepeg (hael anad Bhafie,(2021). Owing to this
combination of bioactive compounds, vegetable powders modify dough texture: dietary fibre
and pectin increase watbhinding capacity and make the dough more viscous; organic acids
redwce pH, stimulate yeast activity and improve crumb porosity. Polyphenols and carotenoids
act as natural pigments, providing products with vivid colour, while their antioxidant activity
protects lipid components from oxidation and extends shelf life (Djegmich Zidoune,

2021). Powders also enrich the final product with vitamins (C, A) and minerals, increasing
its nutritional value and technological per

The introduction of vegetable powders such as carcbpampkin into bakery products
significantly influences the technological properties of dough and the quality of the final
product. In particular, the use of black carrot powder enriches bread with polyphenols,
improves colour and increases antioxidantivagt which enhances the sensory
characteristics of the product (Pandey et al., 2024). Pumpkin powder, due to its high content
of di et a r-caroténie, imprevessdoudh sructure, increases loaf volume and imparts
a pleasant colour and flavour teelad (Rakcejeva et al., 2011). Partial substitution of wheat
flour (51 15%) with pumpkin cellulose resulted in aill¥4-fold increase in protein content
and a 1.42.2-fold increase in dietary fiber compared with the control bread (Stabnikova et
al., 2023).Replacement of wheat flour, 5%, with rosehip flour improved dough stabilithy,
decrease baking loss and had a positive influence on bread aroma (Chochkov et al., 2022).
Incorporation of 10% flour obtained from extruded sunflower seed kernels into muffin
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formulations increased the protein, fat, fiber, and ash contents by 24.7%, 16.9%, 23.3%, and
16.9%, respectively, while reducing total carbohydrates and sugars by 5.2% and 16.2%,
respectively. The enriched muffins also exhibited improved textural propehascterized

by a smooth, crackee surface and a soft, elastic crumb with wieleloped porosity and
small, and uniformly distributed thiwalled pores (Tsykhanovska et al., 2024).

The use of tomato powder in bread technology improves the rheolpgaparties of
dough, reduces stickiness and increases elasticity, which contributes to better shaping of the
products. In addition, tomato powder is a rich source of lycopene, a potent antioxidant that
reduces oxidative processes in dough and prolongshtiglife of the final product (Eslami
and Ferrari, 2022). Compared with other powders, such as beetroot or carrot powder, tomato
powder gives products a more intense colour and improves their sensory characteristics
without the need to add syntheticanlo ant s or fl avourings (Chabi
and Yadav, 2018). This makes it an attractive ingredient for consumers seeking natural and
functional products.

The intense colour of bread with tomato powder is positively perceived by consumers;
sen®ry studies showed that such samples received higher scores for crust attractiveness and
appetising crumb appearance. In products with % tomato powder, most tasting panel
participants (approximately 70 %) noted that the new crust colour was viviccoanelyed a
Aifresho i mpression without the need for adrc
high concentrations (8 % or more) produced an overly dark crust that slightly reduced overall
acceptability; however, sensory tests demonstrated thdtgonsumers still preferred the
moder ate darkening and distinct contrast be

The addition of dried tomato pomace significantly changes the indicators of water
absorption capacity of dough and its structure. Thiitiad of 6 % tomato pomace to flour
mass increases the water absorption capacity of dough and finished bread, as well as increases
titratable acidity due to the presence of organic acids in the powder (Amero and Collar, 1996).
In this case, the specifiolume of bread decreases by approximately 8 % compared to the
control sample without additives, and crumb porosity decreases by 12 % due to the
strengthening of the crumb framework by tomato pomace fibres. In addition, the increase in
acidity and the presee of soluble compounds from tomato powder moisten the dough,
prolonging proofing time by 1IA5 %. The introduction of 3 % tomato powder into flour
mass increases the water absorption capacity of flouri Bys compared to the control
sample, as dietaryibies adsorb more moisture and a denser gluten network is formed
(Brighina and Restuccia, 2024). Despite the decrease in overall elasticity due to the
strengthening of the gluten framework, a more stable bond between tomato powder fibres
and gluten is formad, which ensures better dough stability during deformation in the
moul ding stage (Gui mar«es et al ., 2025) .

The use of tomato powder as a colouring raw material and a source of lycopene in
bakery technology is economically justified due to the low céghe starting material.
Tomato pomace, from which tomato powder is produced, isprdmjuct of tomato paste and
juice production and costs B0 % less than purchased tomato extract. The inclusion of
tomato powder in toast bread technology does not meaignificant changes: standard
equipment and conventional dosing systems can be used to ensure uniform distribution in
flour blends (Arias et al., 2025).

The use of tomato powder allows replacement of waste from tomato processing in
bakery technologiesug to increased water absorption capacity of dough and improved
crumb porosity. The growing demand for products with natural functional ingredients makes
tomato powder an economically attractive innovation for industrial applications in the baking
sector die to its low cost. Thus, tomato powder not only improves the colour and sensory
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profile of products, but also enables manufacturers to implement strategies for sustainable
production, reducing waste and use of raw materials and minimising environmepdat im
(Chabi et al., 2024).

Therefore, the assessment of the feasibi
with colouring capacity wil!/ ensure the ex
products with increased nutritional value.

Materi als and methods
Materials

Dough samples were prepared according to the formulation, % to flour mass: wheat
flour of top gradé 100.0; compressed bakery yeadh.0; salti 1.5; margarine with a fat
content of 82 % 5.0; granulated sug#r8.0; skimmednilk powderi 2.0.

Preparation of dough samples

Dough was kneaded using a straight dough method with moisture content of 44.0 %.
Dough fermentation lasted 20 minutes. Dough was kneaded again using the straight dough
method, with fermentation time of 15 minutes. Dough kneading was performed in a two
spea dough mixer Escher (Italy), with kneading duration of 2 minutes at the first speed and
10 minutes at the second speed. Dough pieces weighing 0.275 kg were shaped as elongated
rolls and placed in baking tins. Proofing was carried out in a proofing calbia&mperature
of 35140 °C for 45 minutes. Baking was performed without lids in Svebalen (ltaly)
ovens at a temperature of 1200°C for 101 5 mi nut es . Tomat o powde
Svitdo was used in the st udythech®micalconpaositiop t o t
of the tomato powder is as follows: moisture coniedt5%, protein conterit 12.9%, fat
contenti 0.43%, carbohydrate contént4.7%, dietary fibef 16.5%, ash conteri 8.9%,
calciumi 161 mg/100 g, magnesitiiml76 mg/100 gphosphorus 296 mg/100 g, potassium
T 1931 mg/100 g, iroin 4.65 mg/100 g, vitamin € 115.0 mg/100 g, tocopherol (vitamin E)

T 12.0 mg/100 g, lycoperie46.260 mg/100 g.

Methods
Specific volume of bread

The grain is filled with the excess, whichraked with the edge of the ruler into the
receiving container and removed through the hole. After that, the curtains of the main
capacity with grain are opened manually and put through the hole into the bucket. This grain
is used for determination. A srhamount of grain is put into the main container, bread is put
on it, carefully, without passing the grain, and the rest of grain is put in excess of the capacity.
Grain is raked with the edge of the ruler and put into the receiving container, andttren, af
opening the latchi into the measuring cylinder. The volume of grain in a cylinder (ml) is
equal to the volume of bread. Measurements are performed twice, deviations between parallel
determinations should not exceed 5%.

The specific volume of bread determined by dividing the volume of bread by its
weight and expressed to the nearest 0.01 ml/g (Zhu et al., 2016).
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Porosity of bread

The porosity of bread reflects the volume of the pores in a certain volume of the crumb,
expressed as a %age to theltetdume (Verheyen et al., 2015).

Comprehensive quality index

The evaluation of finished products was carried out according to sensory and physico
chemical quality indicators of bakery products, and a comprehensive quality index was
calculated. The comphensive quality index represents the total score obtained by the test
sample during its assessment. For its calculation, each product was evaluated according to
the following indicators: shape accuracy; specific volume; crust colour; crust surface
condiion; crumb colour; crumb porosity structure; crumb rheological properties; staling after
72 hours; bread aroma; bread taste, and crumb chewability.

The obtained values were evaluated using agiat scale, taking into account the
weighting coefficient dtermined for each indicator by expert assessment. The assigned score
was multiplied by the weighting coefficient, after which the sum of the resulting values was
calculated. The higher the total score obtained by the sample, the better its qualitgriedicat
(Lebedenko et al., 2014). The expert commission included five candidates of technical
sciences, one Doctor of Philosophy, two PhD candidates and twelve higher education
students specialising in Food Technologies.

Determination of structural and mecharical properties of dough

The influence of tomato powder on the structural and rheological properties of the
dough was assessed using a Brabender farinograph (Germany) and a Chopin alveograph
(Drobot et al., 2015)

Falling number. The method is based ameasuring the time (in seconds) during which
a metal stirrer falls through a gelatinised mixture formed from water and flour (or cereal grain
flour), preheated to boiling in a glass test tubebedenko et al., 2014

Gas production. Gas productiomapacity was determined volumetrically using an-AG
1M device according to the standard methodology (Blazhenko and Falendysh, 2024)

Dough expansion Dough expansion during fermentation was determined by changes
in dough ball diameter at a temperature ofG0n a thermostat (Makhynko, 2021).

Dough rising capacity Dough rising capacity was determined by measuring the
duration of dough ball flotation in water ati3® °C in a thermostaDrobot, 2015)

Crust and crumb colour. Colour measurements weperformed according to the
methodology described by the authors (Coelho and -8#&d#lado, 2015) a chroma meter
CR-200 (Minolta, Osaka, Japan) with a Hunter Lab system was used. Lightness (L*)
represents sample lightness with values from 0 (black) tovlltie{). The psychometric tone
a* characterises red (+a*) to greéa¥) shades, while the psychometric tone b* characterises
yellow (+b*) to blue (b*) shades. The a* and b* values are obtained after instrument
calibration. Th e o vdescribéslthe totall caaur diffedende faredrise n ¢ e
calculated according to formula:
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AE = [T =L +(@ — ¢+ — b))%

where ly*, ap?z, byz are the values for the control sample, and E*,l&i are the values for
the test sample. Each parameter was measured at five pointseandah value was used
for calculations.

Statistical analysis

The experiments were carried out in five replicates, and the results were reported as
arithmetic means.

Results and discussions
Selection of optimal tomato powder dosage for toast breddrmulation

The initial studies concerned the feasibility of using tomato powder in toast bread
technology. For this purpose, laboratory baking trials were carried out. Dough was prepared
using the straight dough method according to the toast bread &ionuithis sample served
as the control). Tomato powder was added in dosages of 1.0; 2.0; 3.0; 4.0; 5.0; 6.0 and 7.0%
to flour mass. Bread quality was evaluated according to phgbiemical, sensory indicators
and the comprehensive quality index. Thailtssare presented in Table 1 and in Figure 1.

Analysis of physicechemical indicators (Table 1) demonstrated that the introduction
of tomato powder within the range of 130% did not impair specific volume. At a dosage
of 5.0%, its value increased to8tnl/100 g compared with the control sample (394 mi/100
0), which may be attributed to the positive effect of dietary fibres and pectic substances from
tomato powder on the gdmlding capacity of dough. Further dosage increase i@ Q%

did not provideany significant improvement of this indicator.

It was established that at tomato powder dosages ©f3.D%, crumb porosity
characteristics approached the control sample, although pores were less homogeneous and
insufficiently compacted for toast bread uwegments. The most optimal firmorosity
characteristics were formed at ¥500 %: the crumb was dense with fine and medium pores
evenly distributed throughout the entire volume. With an increase in dosagé Ta0%o0
excessive crumb compaction and dpgron of porosity uniformity were observed. Despite
the quantitative increase in porosity index, qualitative structural characteristics deteriorated,
negatively affecting rheological properties, chewability and overall consumer perception.

Investigation otrumb staling after 72 h of storage revealed a progressive decrease in
staling intensity with increasing levels of tomato powder. The most pronounced effect was
observed at a 5.0% addition level, indicating delayed crumb firming and enhanced moisture
retention capacity. Further increases in tomato powder content did not result in significant
additional improvements.

Sensory evaluation demonstrated that at tomato powder dosages up to 5.0% inclusive,
acceptable crust and crumb colour, correct shape anctewieadition were maintained.
Starting from 6.07.0%, crumb colour became excessively dark and taste and aroma
exhibited dominant tomato notes, which are undesirable for toast bread with a standard
consumer profile.
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Table 1
Effect of tomato powder ondough quality and physicechemical quality characteristics of bread

Quality Control Tomato powder dosage, % to flour
indicator of 10| 20 | 30| 40| 50| 6.0 7.0
toast bread

Specific 394 396 | 392 | 394 | 396 | 396 | 398 408

volume, ml per
100 g of bread

Shape accuracy Bread with domeshaped crust

Porosity, % 82 82 86 | 87 | 89 | 90 94 95

Staling after 72 11.3 | 109 10.5|10.1| 9.7 | 9.1 8.7 8.2

h, %

Crust colour Light brown Brown Dark brown

Crust surface Smooth, without bubbles or cracks, glossy

condition

Crumb colour Light | Light brown to brown, acceptabl| Dark | Too dark,

for perception colour | less
acceptable

Crumb porosity | Small, thinrwalled pores, evenly distribute¢ Medium andsmall

structure throughout the crumb, typical for toast bre| pores, thickwalled,
baked without a lid evenly distributed

typical for toast
bread baked withou

a lid
Crumb Very soft, tender, elastic Soft, elastic
rheological
properties
Bread aroma Aroma characteristic of toast bread | Intense aroma o
Slightly | Creamy | Creamy, a light toast bread, with 3
creamy tomato aroma tomatonote
Bread taste Taste characteristic of toast bread
Slightly | Pronounced, Pronounced, Pronounced,
creamy | creamy, creamy, with a creamy, with an
with a slight| tomato note intense tomatq
tomato note flavour
Crumb Tender, singléite chew Fairly tender
chewability
Comprehensive| 96.4 96.8 | 96.8 | 96.0| 95.4| 95.0| 81.0 80.9
quality
indicator

The integral quality assessment confirmed these patterns: the comprehensive quality
index for samples witth.0i 5.0% dosage remained at a high level (88608 points), whereas
at 6.0 and 7.0% it sharply decreased to 81.0 and 80.9 points, respectively.
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Figure 1. Images of finished toast bread products:
17 control without additives; bread with tomato powder, %, to flour:
271 1.0; 37 2.0; 41 3.0; 51 4.0; 67 5.0; 77 6.0; 81 7.0.

Therefore, the optimal dosage of tomato powideb.0% to flour mass, without
deterioration of physicaehemical and sensory indicators, with the formation of agior@us,
dense and uniform crumb structure characteristic of toast bread, as well as a high
comprehensive quality index.

Influence of tomato powder on structural and mechanical properties of dough

To conduct a more detailed investigation of the influence of tomato powder on baking
properties of dough, instrumental analysis was carried out using an alveograph (Chopin) and
a farinograph (Bxbender). The research results are presented in Table 2.

According to alveograph data (Table 2), the addition of tomato powder improves the
mechanical properties of dough. Dough elasticity (P) increased from 117 to 121 mm,
indicating increased resistanocadeformation. This may be attributed to interactions between
tomato powder components, particularly dietary fibres and pectic substances, and wheat flour
proteins, forming a denser and more stable gluten network. Dough extensibility (L) also
slightly increased from 31 to 32 m), while the P/L ratio remained unchang& indicating
preservation of elasfiplastic properties. Deformation energy (W) increased from 160 to 165
a.u., confirming enhanced flour strength and improved potential dough gas retardiight
increase in extensibility index (G) from 12.4 to 12.6, with unchanged elasticity index (le),
also indicates structural stabilisation of dough.

Farinograph analysis revealed a slight decrease in dough water absorption (from 53.3
to 53.1%), whichcan be explained by the formation of new colloidal bonds in the presence
of pectin, binding part of the water and reducing its overall availability for gluten
development. Dough development time increased from 1.5 to 2.0 min, indicating slower
protein hydation, likely due to competitive water binding by tomato powder fibre. Dough
stability remained at zero, although dough formation time also increased to 2.0 min,
confirming the above assumption. Meanwhile, dough stability nearly doubled from 7.5 to
14.0 nin, indicating structural strengthening and improved resistance to mechanical stress.
Dough softening decreased from 110 to 50 B.U., indicating reduced dough weakening and
increased dough stability during kneading.
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Table 2
Effect of tomato powder on structral and mechanical properties of dough

Indicator Control sample With tomato
(without powder
additives) (5.0 % to flour
mass)
Alveograph
Dough elasticity, P, mm 117 121
Dough extensibility, L, mm 31 32
Elasticity to extensibility ratio, P/L 3.8 3.8
Deformation energy (flour strength), W, a. 160 165
Elasticity index, le, % 0 0
Extensibility index, G 12.4 12.6
Farinograph
Water absorption, % 53.3 53.1
Dough development time, min 1.5 2.0
Dough stability, min 0.0 0.0
Dough formation time, min 1.5 2.0
Stability, min 7.5 14.0
Softening, B.U. 110.0 50.0

These changes are explained by the physie@mical effects of dietary fibres, pectins
and other biologically active components of tomato powder, which interact with flour protein
and starchstructures, affecting dough rheology. As a result, a stronger and more stable
structure is formed, positively influencing toast bread preparation technology.

Eval uation of tomato powderdés i mpact on

The study of the influencef tomato powder on the Falling Number makes it possible
to evaluate how the introduction of a pHoatsed additive modifies the enzymatic state of the
flour system. Tomato powder contains organic acids;nmlecularweight carbohydrates,
pectic substancesnd mi ner al component s, -amywdse actlvity ma y
by altering medium acidity, starch hydration and substrate availability for enzymes.

For enriched dough, the Falling Number also has additional importance, as it allows
prediction of @s production and gas retention intensity. A decrease in the Falling Number
indicates increased amylolytic activity, which may lead to excessive formation of
fermentable sugars, weakening of the dough structure and formation of sticky crumb.
Conversely, arexcessively high Falling Number indicates insufficient starch hydrolysis,
which restricts yeast nutrition and negatively affects product volume and porosity.

In the control sample, the Falling Number was 328 s, which corresponds to flour with
moderate amplytic activity sufficient for the formation of fermentable sugars and normal
fermentation progress. This value is typical for flour suitable for the production of pan and
toast bread with stable structural properties.

When 5% tomato powder was added he flour, the Falling Number significantly
increased up to 484 s, indicating a decrease in the amylolytic activity of the system. The
obtained increase can be explained by several interrelated factors.

Firstly, tomato powder contains neither starch noylase, therefore its incorporation
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causes a diluting effect on the enzymatically active flour fraction. Secondly, dietary fibre and
pectic substances in tomato powder intensely bind water, reducing its availability for starch
gelatinisation and limitingt accessibility as a substrate for enzymatic reac{fasg and
Janaswamy, 2001Yhirdly, organic acids in tomato may modify the structure of starch
granules and indirectly reduce the hydrolysis (Rtesellet al., 2001)

The increase of the Fallimgumber to 484 s indicates a reduction in the intensity of
amylolytic processes, which is particularly relevant for enriched dough systems with initially
el evated sugar cont en tamylasenactisity is hbndesinaldet a&sims | e
may lead taexcessive starch degradation, dough weakening and formation of sticky crumb.
Therefore, the increase in the Falling Number upon addition of tomato powder may be
considered a stabilising factor that ensures controlled fermentation progress.

Thus, the obtaied Falling Number values indicate that the incorporation of 5 % tomato
powder reduces the amylolytic activity of the flour system without suppressing dough
fermentation and creates prerequisites for the formation of a dens@ofisity crumb
structurecharacteristic of toast bread.

Further investigations concerned the influence of tomato powder on gas production in
dough. Dough was prepared using the straight dough method, 5 % tomato powder was added,
and dough water content was 38%. Considering thajtdeest lasted 15 min, dough proofing
of shaped pieces lasted approximately 60 minutes, and gas production was measured during
120 min of fermentation. The results are shown in Figures 2 and 3.
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Figure 2. Gas production capacity of dough:
17 control (without additives); 21 with tomato powder, 5.0% to flour weight

The results of the investigation of gas production intensity in enriched dough for toast
bread with the addition of 5% tomato powder demonstrate regular changes in the amount of
carbondo xi de rel eased during 120 min of fer mer
in dough with tomato powder reached 588 ml/100 g, which only slightly differed from the
control sample (616 ml/100 g). The obtained data indicate that the addition of powaler
does not cause a significant inhibition of gas production in dough, but provides moderate and
controlled CO rel ease.
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From a technological point of view, such gas production is optimal for toast bread, as it
promotes the formation of a fir@rous,uniform and dense crumb structure without the risk
of excessive aeration. Controlled gas production intensity combined with stable dough
structure creates prerequisites for obtaining products with predictable consumer properties
and high quality.
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Figure 3. Dynamics of gas production during 2 hours of dough fermentation:
171 control (without additives); 27 with tomato powder, 5.0% to flour weight

Anal ysis of CO -mirfareatatisneperiodvseowed ghat th@ €ontrol
dough reached iffirst gasproduction peak earlier, at 30 min, with a value of 152 ml/100 g.
I n contrast, dough containing 5% tomato po
at 30 min (72 ml/100 g), and the maximum was shifted to 60 min, reaching 204 mi/100 g.
These results indicate that the incorporation of tomato powder delays the onset of intensive
fermentation while ultimately promoting a

The early peak in the control enriched dough is explained by faster yeast activation i
medium where sugar is readily available as a substrate and water is not bound by additional
hydrophilic components. After the initial peak at 60 minutes, the control sample
demonstrated a decrease in gas production intensity (136 ml/100 g), whichicterfreted
as the completion of the initial phase of fermentation of readily accessible sugars and a
transition to another fermentation mode.

In dough containing tomato powder, the shift of thegasgluction peak to 60 min is
expected and can be attitbd to the high watdsinding capacity of dietary fiber and pectic
substances present in tomato, which increase the viscosity of the dough system. In enriched
formulations containing sugar and fat, these effects further hinder initial hydration and yeast
adaptation, resulting in reduced CO for ma
stabilization of enzymatic activity, CO roe
indicating that the main fermentation activity in the experimental dogghre at a later
stage.
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At 90 min, the control dough continues to intensify gas production (224 ml/100 g),
whereas the tomato powdenriched dough shows a lower value (160 ml/100 g), reflecting
more pronounced, pedype fermentation kinetics in the cooltrand a more moderated
fermentation profile in the experimental S
production values in both systems become comparable (144 ml/100 g in the control and 152
mI/100 g in the tomatenriched dough), suggesting dem fermentation intensity at the final
stage.

Overall, the delayed ggmoduction peak observed in dough enriched with tomato
powder is technologically advantageous for toast bread manufacture, as it supports controlled
gas accumulation and ensures maxim C O r el e a s-piecelpraofingistaget he dc

Improvement of toast bread technology and investigation of consumer properties

The addition of tomato powder alters enzymatic, rheological and fermentation processes
in enriched dough: amylolytic agtly decreases (Falling Number increases), gas production
kinetics changes and dough rising rate slightly decreases. Without adjustment of
technological parameters, this may lead to deviations in crumb structure formation, specific
volume and porosity urofmity.

For this purpose, laboratory baking trials were carried out, in which 5 % tomato powder
(to flour mass) was dosed in dry form, soaked form and scalded form. The soaked powder
was prepared at a tomato powder to water ratio of 1:2, with swelling dura@noihutes.

The scalded powder was prepared at a tomato powder to water ratio of 1:2, using water at
95/ 97 °C followed by cooling to 280 °C. The results of laboratory baking trials are
presented in Table 3 and Figure 4.

The obtained results indicate tta form in which tomato powder is incorporated (dry,
soaked or scalded) differently affects dough development processes and the formation of
toast bread quality, for which controlled gas production, limited dough spreading and the
formation of a fineto mediumpored, uniform crumb are essential.

The reduction of dough gas production in the experimental samples compared with the
control from 616 to 568688 ml/100 g is technologically desirable for toast bread, as
excessive gas formation in enriched dougdy lead to coarsgorous crumb. The lowest gas
production was observed in the sample with scalded tomato powder.

The indicator of specific dough volume increase demonstrated notable differences
depending on the powder preparation method. In the case pbdmer addition, volume
increase was lower than the control, whereas the use of soaked and especially scalded tomato
powder ensured notably higher volume increase relative to the dry powder sample. For toast
bread, this means that preliminary hydratiénomnato powder promotes more efficient and
uniform expansion of gas cells without structural collapse.

The increased proofing time of dough pieces and the increase in dough rising strength
(upto6266 min and 10 min, r espeleasei av thd igithal i n d i
fermentation stage, which is favourable for toast bread.

The reduction of dough spreading from 172 to 160% in the case of scalded tomato
powder confirms enhanced dough shape stability, which is critically important fdraaal
toastbread and uniform slice cutting.

From the perspective of finished products, specific volume, porosity and crumb texture
are the most informative indicators. The use of scalded tomato powder ensured the highest
bread specific volume (388 ml/100 g) and payo&82%), which correspond to toast bread
requirements with a light but not excessively developed crumb structure.
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Table 3

Effect of tomato powder on quality indicators of toast bread

Indicator Control Experimental samples
(without 1 [ 2 | 3
additives) with 5% tomato powder (to flour mass)
Dry | Soaked | Scalded dough
Dough
Gas
production, 616 588 580 568
ml  CO
Increase in
specific
dough 324 308 373 378
volume, % to
initial
Proofing time
to readiness 50 62 62 66
min
Increase in
ball diameter, 172 170 166 160
% to initial
Dough rising 7 8 10 10
strength, min
Finished products
Specific
volume, 385 372 376 388
ml/100 g
Porosity, % 76 68 68 82
External Correct shape, surface uniform
appearance
Crumb Tender, singlébite chew
texture
Crumb Fine, thinwalled | Medium and fine,, Medium and fine, Medium and fine,
porosity pores evenly thin-walled pores| thin-walled pores| thin-walled pores
structure distributed evenly distributed evenly distributed evenly distributed
throughout the throughout the throughout  the throughout the
crumb, typical| crumb, typical for| crumb, typical for| crumb, typical for
for toast bread toast bread bake| toast bread bake| toast bread bake
baked without g without a lid without a lid without a lid
lid
Crust colour Dark brown Brown Light brown
Crumb colour White with Light brown
creamy shade
Taste and Characteristic of toast bread
aroma Pronounced, creamy, with light toma Pronounce.d,,
Creamy ’ ' creamy, with

note

tomato note
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Figure 4. Dough rising strength:
17 control (without additives); 27 with dry tomato powder, 5.0% to flour mass;
31 with soaked tomato povder, 5.0% to flour mass;
471 with scalded tomato powder, 5.0% to flour weight

Crumb porosity characteristics in all experimental samples corresponded to toast bread
(fine to medium pores, thin walls), although scalded tomato powder ensured the most unifo
and stable crumb structur e, whi ch was conf
singebi t e chewo) .

Colour changes in crust and crumb are consistent: the use of dry powder resulted in
darker colouring, while scalded tomato powder produced a ligivtrbcrust and pleasant
light-brown crumb colour, which is desirable for toast bread and does not interfere with
toasting of slices in a toaster.

Sensory evaluation of taste and aroma showed that all tomato powder forms impart a
characteristic tomato notalthough the scalded powder ensured the most harmonious flavour
and aroma with a subtle tomato note that does not dominate over the creamy bread profile of
toast bread.

The positive results of using tomato powder made it possible to develop a new product
iATomat oToast o toast bread.

To determine the influence of tomato powder on crust and crumb colouring, colour
measurements were carried out using a digital colourimeter (Chroma Met20(@)RThe
influence on the parameters L* (lightness, where L* = Olae 100 are taken as black and
whi t e, respectivel y), a* ( pstymed(®)fomti rli2d t on
tol20) and b* (psychometric chr onfartdaflitét y r an
120) was determined, and the colour difference | ati ve t o the contro
calculated Abdulazeez et al., 2023)he research results are presented in Table 4.

One of the most important quality indicators of bakery products is colour, which directly
influences consumer perception and allgsroduct appeal. In this study, the effect of tomato
powder on colour characteristics of toast bread was evaluated using the CIELAB colour
model, which allows gquantitative assessment of changes in lightness (L*), red/green
component (a*) and yellow/blueomponent (b*), as well as general colour difference
expressed as @E*.
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Colour characteristics of bread samples in the CIELAB model

Colour characteristics

Bread sample

Lo* | ag* | bo* |Cp[0*

Crust
Toast bread 38.39| 7.8 | 6.87 -
i Tomat oTo¢48.43|11.37|17.82| 15.29
Crumb
Toast bread 73.57| 1.37 | 12.77 -
iTomat oTo¢63.77|11.01|23.31|17.33

The results indicate that the addition of tomato powder to the formulation substantially
changes the colour of both crust and crumb. Fofitieo mat o Toast 0
crust increased by 10.04 units, indicating increased surface lightness. Simultaneously, a* and
b* values increased by 3.57 and 10.95 units, respectively, indicating enrichment with red and
yellow tones. A similar trendias observed in the crumb: lightness decreased (by 9.8 units),

while a* and b* increased by 9.64 and 10.54 units, respectively.

The overalll col our

di fference

which exceed the threshold of perceptible v a |

functional bakey products.

Conclusions

The feasibility of incorporating tomato powder at 5% of flour mass in toast bread was
demonstrated, ensuring stable dough properties and enhanced nutritional value without
compromising sensory quality. Alveograph and farinogramalyses showed improved
dough stability (from 7.5 to 14.0 min) and reduced softening (from 110 to 50 B.U.), while
maintaining the elasticitjo-extensibility ratio. Tomato powder also promoted a more
controlled fermentation, with a slight decrease taltgas production (from 616 to 588 ml

PE*
di fference
significant change in colour profile. This confirms the effectiveness of tomato powder as a
natural colourant. The pronounced colouring is determined by carotenoid pigments
(primarily lycopene), which are naturaltanxidants. Their thermal stability allows retention
of intense colouring even after baking, making tomato powder a promising functional
additive for bakery products with not only aesthetic but also physiological and sensory value.
Thus, the application dbmato powder in toast bread formulation allows controlled
colouring of the product without deterioration of technological or sensory properties, and
potentially enhances its biological value, which is relevant under the growing demand for

Table 4

sampl e,

wa s
( pE*

15
>

CO /100 g) and a | at e r -pogoassuniforenarkimb. TheRalting i b ut

Number increased from 328 to 484 s, indicating reduced amylolytic activity and stabilisation
of the starchprotein matrix, adantageous for doughs with higher sugar content. Scalded

tomato powder proved most effective, ensuring better hydration of dietary fibres and pectic
matri x.

substances and stabilisingthe prdtpiio | ysacchari de

15.29 for crustad 17.33 for crumb confirmed a significant colour change, attributed to
carotenoids, mainly lycopene, which also provide antioxidant activity.
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Abstract

Introduction. This study aims to investigate the effects of sw
potato puree and soybean addition on the quality characteristi
glutenfree biscuits.

Materials and methods.Blends of wheat, sweet potato puree ¢
soybeans flour at varying ratios were used to produce biscuit throu
optimal mixture design. The produced biscuits were subjecte
proximate, minerals, physical, textural and sensory analysis.

Results and discssion.The weight, diameter, and spread ratio of
biscuits increased with the addition of sweet potato puree and so'
flour in the blends. The observed ranges wereid522 g for weight,
7.21110.17 mm for thickness, 41.897.85 mm for diameter, 482/
51.16 for lightness (L*), 2.8%.03 for redness (a*), 17.732.34 for
yellowness (b*), 10.4413.99 for energy value, and correspondi
increases in spread ratio. The changes in colour parameters in
enhanced browning reactions and pigment contohufrom sweet
potato puree.

Moisture content, crude protein, and crude fat increased
increasing levels of sweet potato puree and soybean flour ir
formulation. The ranges obtained were 9T887% for moisture,
12.8517.08% for crude protein, 17119.63% for crude fat, 1.47
1.92% for ash, 4.8%.85% for crude fibre, and 44108.44% for
carbohydrates. The increase in dietary fibore and protein sugges
improvement in the nutritional quality of the glutere biscuits
compared to conventionalrfoulations.

The incorporation of soybean flour and sweet potato puree h
significant (p < 0.05) positive effect on the mineral content of
biscuits. Calcium, potassium, magnesium, iron, and zinc contents r:
from 23.6628.77 mg/100 g, 110.8028.9 mg/100 g, 12.7416.12
mg/100 g, 0.280.34 mg/100 g, and 0.B9.43 mg/100 g, respectively.

Textural properties, including peak force, adhesiveness, gummi
springiness, and cohesiveness, varied within the ranges af&Z&a2N,
54616. 68 NLEiet77.5 18,4 0.1381.07, and 0.051.11,
respectively.

Conclusion. Despite variations among formulations, all bisc
samples achieved acceptable sensory scores. However, the |
produced with 72.5% wheat flour, 20.0% sweet potato puree, and
soybean flouwas the most preferred by the panellists.
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Introduction

Biscuits are small, thin, lownoisture, crispy baked products made from unleavened
dough, packaged and sold as retmgat foods, and consumed by individuals of all ages
worldwide (Ariyo et al., 2022)Biscuit production requires key ingredients such as water,
sugar, fat, and wheat flour; additional ingredients may include milk, salt, aerating agents,
flavouring substances, and other food additives (Zuljevic and Akagic, 2021). The
classification of bisdits is based on their ingredient composition and the processing methods
employed during manufacture.

Wheat is one of the most important cereal crops and is heavily relied upon by a large
proportion of the worl doés p dguryTritcumaestivuni Er e n s
L.) is the primary ingredient used in the production of baked products such as biscuits and
contributes nearly half of the global caloric intake (Masood, 2021). However, wheat is
deficient in essential amino acids such as lysing thneonine and is also implicated in
coeliac disease due to the presence of gluten in wheat grains (Oke et al., 2023; Serwaa et al.,
2021). Consequently, several efforts have been made to partially substitute wheat flour with
nonwheat flours to improveutritional quality, promote the utilization of indigenous crops
in Nigeria, and help reduce the production costs of bakery products (Olagunju et al., 2020).
Regarding the common plant foods that constitute the main source of the world population
in their dets, soybeans are highest in terms of nutrition because they contain considerable
amounts of the known hematinic minerals and vitamins, which play vital roles in the
formations of red blood cells (Mile et al., 2024). In addition to its nutritional cortiposi
soybean possesses notable medicinal and therapeutic properties (Maske, 2020). As a
functional food, soybeans have been reported to lower triglyceride and blood cholesterol
levels, both of which are major risk factors of cardiovascular diseaseserfruntie, research
has shown that soybean consumption alleviates malnutrition and contributes to the regulation
of blood glucose and body weight (ljarotimi et al., 2021). Soybeans are also characterized by
low cholesterol content and are rich sources ofgimaind dietary fibre (Ali et al., 2020)

Sweet potatolpomoea batatgss another critical staple crop in Nigeria and many other
developing countries and is recognized as one of the most important food crops globally
(Onyiba et al., 2023). It belongs thet family Convolvulaceaeand is classified as a
dicotyledonous root crop among major staple foods. Sweet potato roots are rich in starch,
sugar s, ardteaeniom an@otherfessential minerals (Hossain et al., 2022). Sweet
potatoes can be prosesl into a wide range of liquid and sesolid food products, including
milk analogues, soups, baked goods, breakfast cereals, snacks, and dessert formulations
(LaverianeSantos et al.,, 2022). To ensure ysaund availability, the tubers are often
convered i nto pur®es in the food industry, whi
frozen, or canned to enhance storage stability.

Nevertheless, the use of composite flour blends comprising wheat, soybean flour, and
sweet potat o p uon®ftersa viableapwaachitotenhgancing the rutritional
value of biscuits. This strategy may also promote increased utilization and consumer
acceptance of biscuits produced from wheaybeainsweet potato composite formulations.
Therefore, this study airdeto evaluate the quality attributes of biscuits produced from
composite flours of wheat, soybean, and s we
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Materials and methods
Materials

All of the ingredients namely: wheat flour (Honey well brand), sweet potato of white
fleshed,soybeans and the rest of the ingredients like: sugar, margarine, baking powder, salt,
egg, vanilla flavour were purchased in a retail supermarket at Eleweran, Abeokuta, Nigeria

Methods

Preparation of Soybean flour

Soybean flour was produced followintgetmethod of Alabi and Anuonye (2007) with
slight modifications. One thousand grams (1000 g) of soybean seeds were sorted to remove
defective seeds, stones, and other foreign materials. The seeds were thoroughly washed with
tap water and boiled in 1250 miaf water for 30 min to soften the hulls and facilitate
dehulling. The soybeans were then dehulled, washed, and blanched in water for 10 min. After
draining, the seeds wereoveir i ed at 80 AC for 6 h using a
08-169, UK). The died soybeans were subsequently roasted in a steel frying pan at low
temperature for 20 min until a light goldénown colour was obtained. The roasted seeds
were drymilled using a laboratory hammer mill (Fritsch,-35743, ldarOberstein,
Germany),sieved hr ough a 100 Om mesh, and packed ir

Preparation of sweetpotato puree

Sweet potato pur ®e was prepared foll owin
sweet potato roots were thoroughly washed, peeled, anidtoutubes. The cubes were
steamed in boiling water for 1 h, allowed to cool, and then mashed using a Kenwood food
processor to obtain a smooth pur ®e.

Blend formulation

The formulation of the flour blends is presented in Table 1 and was develope@ using
D-optimal mixture design. A total of fourteen experimental runs were prepared, with 100%
wheat flour serving as the control. The flour blends were packaged and stored until required
for biscuit production.

Production of biscuits

Biscuits were prepared using the fourteen flour blends with slight modifications to the
procedure described by Ifeh and Chioke (2024). The ingredients were accurately weighed.
The measured flour blends, sugar, milk powder, and baking powder were mixgdausin
Kenwood hand mixer until homogeneous. Eggs were then incorporated to form a cohesive
dough, which was rolled into sheets of uniform thickness. A cutter was used to shape the
bi scuits to the desired size, &fodl5miuey wer e
The baked biscuits were allowed to cool for 30 minutes at room temperature and subsequently
stored in polythene bagshe formulation for biscuit production (per batch) was as follows:
sugar, 150 g; margarine, 150 g; baking powder, 2;&&ly 1.42 g; egg, 1.00 g; and vanilla
flavour, 2.84 g.
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Table 1

Composite flour from wheat, s o-pdiirmahnmxtuee dedigns weet p
Experiment Wheat flour Sweetpotato puree Soybean flour

(%) (%) (%)

1 72.50 22.50 5.00

2 70.83 20.83 8.34

3 75.00 20.00 5.00

4 70.00 20.00 10.00

5 72.50 22.50 5.00

6 70.83 23.33 5.83

7 73.33 20.83 5.83

8 71.67 21.67 6.67

9 72.50 20.00 7.50

10 75.00 20.00 5.00

11 70.00 22.50 5.00

12 72.50 22.50 5.00

13 70.00 20.00 10.000

14 100 0 0

Proximate composition of biscuits

Moisture content was determined using a hot air oven method. Crude fat was measured
by Soxhlet extraction, while total ash was determined gravimetrically by ashing the samples
inapr eheated muffle furnace at 600 AC for 6
fibre was analyzed following extraction with petroleum ether. Crude protein content was
determined using the Kjeldahl method (AOAC, 2016), and total carbohydrate walsal
by difference.

Mineral composition of biscuits

The mineral content of the biscuit samples was determined following the AOAC (2006)
method. Briefly, 0.5 g of each biscuit sample was digested with a mixture of perchloric, nitric,
and sulphuric acilon a hot plate until white fumes appeared. After cooling, the digest was
diluted with distilled water, filtered, and made up to volume in a volumetric flask. The
concentrations of calcium, potassium, iron, magnesium, and zinc were then determined using
an Atomic Absorption Spectrophotometer (AAS).

Physical properties of biscuits

Biscuit physical attributes were evaluated following the approach of Adeola and Ohizua
(2018). Four biscuits from each sample were placed side by side, and their diameter (width
W) and thickness (T) were measured using a digital vernier caliper (0.01 mm, Cappera
Precision, China). The spread ratio (SR) was calculated as the ratio of diameter to thickness.
The weight of the baked biscuits was determined using a digital weighlagce (AD, EK
4100i, Japan) after cooling, and the values for each sample were recorded (Oke et al., 2017).
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Colour properties of biscuits

The colour of the biscuits was determined following the method of Oke et al. (2019). A
Minolta Chroma Mete{CR-410, Japan) was used for the analysis. Prior to measurement, the
instrument was calibrated using a white calibration plate and a zero calibration mask. Biscuit
samples were placed on a Petri dish, and readings were taken to obtain the colour parameters
lightness (L*), redness (a*), and yellowness (b*).

Textural properties of biscuits

The texture of the biscuits was evaluated using a-pioie bending test following the method of

Da Silva and Moreira (2008). Each biscuit sample was placed opanabiel supports, and a
central load was applied. Measurements were performed using a Texture Analyzer (Model TA
XT2i, Stable Micro Systems, Haslemere, UK) equipped with a 2.5 mm thigdfigd steel blade

and a support span of 90.00 mm. The test wadumted at a constant crosshead speed of 30.00
mm/min until fracture occurred. The maximum force (N) at the point of fracture, corresponding
to the peak value on the forckeflection (N vs. mm) curve, was recorded as an indicator of the
sampl ebstolrealagest anc e

Sensory evaluation of biscuits

Ethical approval for the sensory evaluation was obtained from the Ethical Committee of the
Department of Food Science and Technology, Federal University of Agriculture, Abeokuta.
Participation was entirely untary and panellists were provided with comprehensive information
regarding the study objectives, reqguirement s
retained the right to withdraw from the sensory evaluation at any stage withouy. f8x&y
Panellists from Federal University of Agriculture Abeokuta including staff and student evaluated
the biscuit samples through sensory testing
including colour, texture, taste and aroma and ovaca#ptability through their hedonic ratings
which ranged from 1 to 9 (extremely dislike to extremely like).

Statistical analysis

All analyses were performed in triplicate and results were expressed as mean values. The
data were subjected to statistiaalysis using analysis of variance (ANOVA). The means were
separated using the Duncan multiplerangetgsDat 0 . 05 pr obabi l ity | evel

Result and discussion

Proximate composition of biscuit from wheat, soybean and sweetpotatpuree
composite flour

The proximate composition of biscuit using wheat, soybean and sweetpotato puree
composite flour (Table 2) indicated that the addition of wheat, soybeans and sweetpotato puree
had a significant (p<0.05) influenced the proximagmposition of the biscuits. Based on the
results, it was seen that moisture contents varied between 9.08 and 18.87 % whereby the sample
consisting of (75:20:5) was reported to have lowest moisture content amongst samples whereas
sample (70.820.838.34)had the highest moisture content. When the percentage levels of sweet
potato puree and soybeans flour blend were added together, the moisture content of the sample,
had shown an increase. Moisture content of the food is one of the critical and mostipdipatar
when it comes to defining the quality of processed goods that are dried (Bakare et al., 2020).
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Depending on the thermal characteristics of the ingredients, the rate of moisture loss during baking
is determined. Both sweet potatoes and soybeaestgredients that can hinder the rate of water
evaporation much faster than when using wheat flour on its own. It implies that the less moisture
can be lost in the course of baking, the higher the amount of moisture contained in it in the end
will be provded that the inclusion level of these ingredients is high. The values of the moisture
content of the biscuit measured in this study were differed significantly (p<0.05) with one another
and resemble values obtained by Passos et al. (2013) on biscultsftadferent kinds.

The biscuits had crude fat content between 17.11 and 19.63%. Fat serves multiple critical
physiological functions: it acts as a solvent for lipophilic hormones and is essential for steroid
hormone synthesis and cellular signaling yAg al., 2021). Additionally, it provides essential
fatty acids that serve as precursors for eicosanoid synthesis and acts as the carrier vehicle for fat
soluble vitamins A, D, E and K. From an energetic perspective, lipids provide 9 kcal/g,
representinghe highest caloric density among the macronutrients, surpassing both proteins and
carbohydrates which yield 4 kcal/g (Roth, 2011). The relatively narrow variation in fat content
across formulations can be explained by the similar quantities of addéehdagmrine) in the
recipe, as shown in Table 2. However, soybean flour as a ldgased ingredient contributes
substantial endogenous lipids to the biscuit formulation, containing approximag29d 8il by
dry weight (Ali et al., 2020). The lipid fracth in soybean flour is predominantly composed of
polyunsaturated fatty acids, particularly linoleic acid (orr@gand linolenic acid (omee),
which contribute to the nutritional quality of the final product. This explains why formulations
with higher sgbean flour content, such as the 10% SF formulation (which recorded the highest
fat content of 19.63%), demonstrate elevated total lipid levels. The fat content is further
concentrated during baking as moisture evaporates, leading to a relative indhresapeojportion
of all other constituents, including lipids, on a dry weight basis. This concentration effect explains
why samples with lower moisture content often exhibit higher fat percentages. The fat content of
the biscuits falls within the standaahge of 1520% characteristic of soft dough biscuits (Hama
Ba et al., 2018). These findings are consistent with other researchers sucH hs\kssif et al.

(2014) and Silky and Tiwari (2014), who reported similar values of 1518%0% in biscuits
prepaed using composite flours with varying blend proportions.

The total ash values ranged from 11492%. Ash content serves as a reliable proxy
indicator of the total mineral constituents present in food materials. During ash determination, the
sample is dojected to higitemperature combustion in the presence of atmospheric oxygen,
resulting in the complete oxidation and volatilization of organic components (water, proteins,
lipids, and carbohydrates), leaving behind the inorganic mineral residue (SHn20&8). From
a nutritional standpoint, these minerals function as essential cofactors and activators for numerous
enzymatic reactions involved in the catabolism of macronutrients, including lipid oxidation and
carbohydrate metabolism.

The significantncrease in ash content observed with higher inclusion levels of soybean and
sweet potato puree can be attributed to their superior mineral profiles compared to wheat flour.
Soybeans are particularly rich in minerals such as calcium, magnesium, irootaesiim (Ali
et al., 2020), while sweet potato contains substantial amounts of potassium, manganese, and
copper (Hossain et al., 2022). The observation of this study aligns with the reporting of Guyih et
al. (2020) who documented increased ash contebitscinits produced from composites of wheat,
almond seeds and carrot flour. However, this observation contradicts the report by Bello et al.
(2008) who observed reduction in total ash content of biscuits made using blends of wheat, yellow
yam, unripe plam@tin and pumpkin flour. These contradictory findings can be explained by
variations in the inherent mineral composition of the raw materials used in the flour blend
formulations, as well as potential differences in processing methods that may affect mineral
retention.
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Crude fibre content ranged from 4.885%. Fibre comprises primarily indigestible
polysaccharides including hemicelluloses, cellulose, and lignin, along with resistant starch and
oligosaccharides. These components exert profound physioleffieals on gastrointestinal
health and metabolic regulation in humans (Atobatele and Afolabi, 2016). Fibre increases fecal
bulk, reduces gastrointestinal transit time, modulates glucose absorption kinetics, reduces
postprandial glycemic response, lowensisecholesterol levels through bile acid sequestration,
and promotes beneficial gut microbiota proliferation.

The addition of soybean and SPP flour to wheat flour had significant (p<0.05) effects on the
fibre content of biscuit samples. This enhancemamte mechanistically explained by the high
fiber content of both soybean (containing approximatel2(% total dietary fiber) and sweet
potato (containing-5% fibre in fresh weight, concentrated in puree form), which substantially
exceeds that of refidevheat flour (typically 2% fibre). Similar findings were reported by Eke
et al. (2019) who observed increased fiber content in cookies formulated with sweetpotato and
cashew nut flour blended with wheat. Guyih et al. (2020) documented comparableinmesults
wheat, almond seed and carrot flour blend cookies. The fibre content obtained in this research
indicates that biscuits produced from wheat, soybean and sweetpotato puree blends would provide
meaningful dietary fiber contributions when consumed, pai@ntiaiding in meeting
recommended daily fiber intake of-38 g/day.

The values of crude protein were 1218508%. The protein contents of the biscuits
prepared with different flour blends varied significantly (p<0.05). These findings align closely
with those provided by Passos et al. (2013). The results indicated that sample (75:20:5) contained
the highest percentage of protein. This can be attributed to the superior protein content of both
soybean (approximately 3®% protein) and wheat (221% proteif compared to sweet potato
(1-2% protein on fresh weight basis).

The biological value of the protein is also enhanced through complementary protein effects:
wheat protein is limiting in lysine but adequate in methionine, while soybean protein is rich in
lysine but limiting in methionine, thus creating a more complete amino acid profile when
combined (ljarotimi et al., 2021). Beyond their primary role as structural and functional proteins,
these macromolecules serve as transport vehicles for micronufaeilitsting the absorption
and distribution of lipids, vitamin A (via retinbinding protein), iron (via transferrin), sodium
and potassium (through various carrier proteins) throughout the body (Mahan an&thsepit
2008).

The total carbohydrate camt was found to be 44.086.44%. The carbohydrate content
decreased significantly (p<0.05) with the incorporation of soybeans and SPP flour in the blends.
This reduction can be explained by the displacement ofdaidiohydrate wheat flour (which
contans approximately 705% carbohydrate) with lowaarbohydrate ingredients. Soybean
flour contains only 3(85% carbohydrate due to its high protein and fat content, while sweet potato
puree, though containing significant carbohydrates, has lower carbehgdraientration on a
dry weight basis compared to wheat flour due to its moisture content and fiber composition. The
carbohydrate values in the present study (4468)84%) were considerably lower than the 77.11
81.18% described by Guyih et al. (2020),akhian be attributed to the low carbohydrate content
of soybean flour and the high level of reducing sugars rather than complex carbohydrates in
sweetpotato flour used in this studydéola and Ohizua, 2020; Ay@mogie and Ogunsakin,

2013. Similar trend®f carbohydrate reduction were reported by Ndife et al. (2020) when almond
seed and carrot flour were added as partial substitutes for wheat in biscuit formulations.
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Table 2
Proximate composition of biscuit from wheat, soybean and sweet potato puree

WF | SPP| SF | Moisture Crude Total Crude Crude Total
% % % Content Fat Ash Fibre Protein CHO
% % % % % %
72.5022.50 5.00[1 2. 93(18. 6391. 63N6. 08RMN[14. 91945 . 8 3|
70.8320.838.34[18. 87917 . 11%1. 47R4. 85K 12. 8524 4. 8 8]
75.0020.000 5.00/9. 08RN|[19. 63" 11. 92N6. 85K/17. 08945 . 59
70.0020.0010.001 1. 22°/18. 89(1. 92R6. 59N16. 6844. 85°]
72502250 5.00[12. 75918. 14°11. 83R6. 04K 14. 91946. 35°]
70.8323.33 583[12. 20°(/19. 08%9[1. 64RN6. 24R/16. 14%(44. 7 2°]
73.3320.83583[18. 67(17.641. 54N5. 08K[13. 00°(4 4. 08
716721676671 1. 93918. 11°(1. 74R5. 04KN[13. 91H4 4. 323
72.5020.00 7.50(1 1. 74c{1 7. 1481 . 73N6. 65N13. 850145 . 4 7
75.0020.00 5.00/1 0. 08[18. 6391. 82R6. 49N15. 78%44. 90°]
70.0025.00 5.00{1 3. 30917. 891. 80R5. 24R15. 91¢45. 7 8]
70.0020.00010.0001 0. 22°[17. 90°f1. 82R6. 35MN[15. 149 46. 20°]
72502250 5.00[1 3. 93919. 14(1. 53KN5. 08KN[14. 7345. 47
100] 0.00/0.00{1 2. 759/18. 31c11. 72M6. 14R[14. 66°(46. 44°]

Means in same column with different superscripts are significantly (p<0.05) different.
WF = Wheat flour, SF = Soybean flour, SPP = Sweetpotato puree.

Mineral content of the biscuitfrom wheat, soybean and sweetpotato puree

Table 3 revealed mineral composition of the biscuit using wheat, soybean and
sweetpotato puree flour mixes.

Table 3

Mineral content of biscuit from wheat, soybean and sweet potato puree
No | Potassium Calcium Magnesium Iron Zinc

mg/100 g mg/100 g mg/100 g mg/100g | mg/100g
1 118.79|24.86N14. 65N0. 33R(0. 42Ke
2 120.69[27.10N16. 12"N0O. 30N 0. 40N
3 114. 70|25, 129N 14. 91NO.31R¥{ 0. 43N
4 123.72]123.66N12. 74N0. 31K(0. 39RNP
5 128.90[28. 777/N16. 05N 0. 28N|[0. 41N
6 125.10(26.91113. 79¢NO0. 29N| 0. 43N
7 110.90[24. 09°N14. 19¥NO0.34N|[0. 39N
8 119.49[25. 099Y13. 74°NO. 30RY 0. 41N
9 124.57[24. 95N15. 00N 0. 29N|0. 40N
10{115.8D[27.30'N15. 05N 0. KD29|[0. 39N«
11/121.70924.66N15. 12NO. 34RN|[0. 42N
12[120.72[23.86°13. 98N0.32R(0. 43Re
13/119.7149(24. 83°P14 500 0. 34R| 0. 42K
14 122.66[/26. 19F12. 98N 0. 29RN|[0. 42Re

Means in same column with different superscripts are significgly.05) different.
WF = Wheat flour, SF = Soybean flour, SPP = Sweetpotato pure
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The findings indicated that, potassium, whose value was between 110.90 andht2B8080
g, showing a significant (p<0.05) increase with higher inclusion levets/bkans and SPP flour.
Sample (72.5:20:7.5) exhibited the highest potassium content while sample (73.33:20.83:5.83)
showed the lowest. Potassium functions as the primary intracellulancptaying crucial roles
in maintaining cellular osmotic presspregulating acidbase balance, facilitating nerve impulse
transmission, enabling muscle contraction (including cardiac muscle), and modulating blood
pressure through antagonistic effects on sodium (Bolarinwa et al., 2016). The elevated potassium
levels ca be attributed to the inherently high potassium content of sweet potato puree; Badila et
al. (2009) reported potassium concentrations of 243 mg/100 g in sweetpotato. This finding is
consistent with the value of 1101928.9 mg/100 g reported by Roger et(28022) in biscuits
prepared using wheat and sweet potato flour blends. Guyih et al. (2020) similarly documented
enhancement of potassium content in cookies formulated from wheat, almond seed and carrot
flour blends. The potassium levels in both contmodl @omposite flour biscuits remained
substantially below the Recommended Daily Allowance (RDA) of 3500 mg/day (USDA, 2018).
The amounts of calcium measured was between 23.66 to 28.77mg/100 g. The content of calcium
in the samples of the biscuit was sigrfitly (p < 0.05) different. There was a progressive
increase in calcium content with the addition of soybeans and SPP flour to the blends. Calcium
serves multiple critical physiological functions including skeletal mineralization, blood
coagulation, neutmansmitter release, muscle contraction, enzyme activation, and cellular
signaling as a secondary messenger (Bakare et al., 2020). The gradual increase in calcium content
can be attributed to the relatively high calcium levels in both soybean flour (apgiely 200
280 mg/100 g) and sweet potato pureeF80ng/100 g), which substantially exceed the calcium
content of refined wheat flour (28 mg/100 g). This finding aligns with observations by Bakare
et al. (2020), who documented increased calcium ebimebiscuits formulated from breadfruit
and wheat flour enriched with edible fish meal. In contrast, Adegbanke et al. (2020) reported
markedly lower calcium contents (2:4215 mg/100 g) in wheat and Bambara nut flour biscuits,
suggesting variability basl on ingredient selection and processing methods. The calcium content
of all biscuit samples remained considerably below the US Department of Agriculture's
recommended dietary allowance (RDA) of 800 mg/day, indicating that these biscuits would
provide ony modest contributions to daily calcium requirements.

Magnesium was within 12.786.12 mg/100 g respectively. Magnesium functions as an
essential cofactor in over 300 enzymatic reactions, including those involved in ATP synthesis,
DNA and RNA synthesis, ptein synthesis, muscle contraction and relaxation, neurological
function regulation, cardiac rhythm stabilization, blood glucose homeostasis, and blood pressure
regulation (Bolarinwa et al., 2016). The incorporation of soybeans and SPP flour significantly
(p<0.05) increased the magnesium content of the biscuits. This enhancement can be attributed to
the high magnesium content of both soybean flour (approximately 280 mg/100 g) and sweet
potato (2530 mg/100 g fresh weight basis), compared to wheat flouR%20g/100 g). The
results contrast with the higher values 6#%mg/100 g reported by Roger et al. (2022) in wheat
and sweet potato flour blend biscuits, and 58832 mg/100 g documented by Guyih et al.
(2020) in biscuits prepared from wheat, almeaeldd and carrot flour blends. These discrepancies
may be attributed to variations in raw material varieties, processing methods, and analytical
technigues employed.

The outcomes have also indicated that the level of iron within the range between 0.28 and
0.34 mg/100 g. Iron plays indispensable roles in oxygen transport (as a component of hemoglobin
and myoglohbin), electron transport chain reactions within mitochondria, and numerous enzymatic
reactions including those involved in energy metabolism and DN#hasis (Elinge et al., 2012).
Theresults indicated a progressive increase in iron content with higher inclusion levels of soybean
and SPP flour in the biscuit formulations. This enhancement can be attributed to the addition of
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soybeans and SPP flour, whi are micronutrierlense ingredients. Soybeans contain
approximately 8 mg iron/100 g, while sweet potato contains06Gmg/100 g, both exceeding

the iron content of refined wheat flour (LG mg/100 g). The bioavailability of iron in these
productss further influenced by the presence of phytic acid (which inhibits iron absorption) and
ascorbic acid in sweet potato (which enhancesheone iron absorption). This finding is
consistent with Adegbanke et al. (2020) who reported iron contents ef.29vng/100 g in
biscuits composed of wheat and Bambara nut flour. However, the iron content of all biscuit
samples remained substantially below the RDA of 18 mg/day (USDA, 2018), indicating that these
products would provide only minor contributions to gaibn requirements.

The range of value of zinc is 0:B%3 mg/100 g. Zinc functions as a cofactor for over 300
metalloenzymes, playing crucial roles in protein synthesis, nucleic acid metabolism, immune
function, wound healing, taste perception, andgittant defense through superoxide dismutase
activity (Elinge et al., 2012). The zinc content increased progressively with higher incorporation
of soybeans and SPP flour in the biscuits. Sample (75:20:5) exhibited the highest zinc level
compared to sampl@00:0:0) and other flour blend formulations. This can be explained by the
significantly higher zinc content in soybeans5(&1g/100 g) compared to wheat flour (0.2
mg/100 g), which leads to elevated zinc levels with increasing soybean inclusion. The
bioavailability of zinc in these products may be limited by the presence of phytic acid, particularly
from soybean flour, which can form insoluble complexes with zinc in the intestinal lumen. The
findings contrast with those of Adegbanke et al. (2020), aiserved that adding Bambara nut
protein isolate to wheddased biscuits resulted in decreased zinc content. The zinc content of all
biscuit samples remained substantially below the RDA of 11 mg/day (USDA, 2020), suggesting
these products would provide gmhodest contributions to daily zinc requirements.

Physical properties of biscuit from wheat, soybean and sweetpotato puree

Table 4 shows the data of the results of physical properties of biscuit. The physical properties
of biscuit showed a significant difference (p < 0.05). The lightness, the redness and yellowness
have ranges of L* (45.42 and 51.16), a* (2.83 and 5.03) a(tilb?3 and 22.34), respectively.

One of the notable characteristics of colour is its potential to stimulate appetite in an individual
(Adeola and Ohizua, 2018). In baking and roasting, one of the factors applied when it comes to
the process control is @alr, since the pigments in brown tend to become visible as the browning
and caramelization chemical reactions occur (Oke et al., 2021; Pereira et al., 2013).

The lower lightness (L*) values in biscuits with higher concentrations of soybean flour and
sweepotato puree can be attributed to enhanced browning during baking, resulting from the
increased availability of both reducing sugars (particularly in sweetpotato) and proteins rich in
amino acids (particularly in soybean), which serve as Maillard reatlmsirates. The positive
values of redness (a*) and yellowness (b*) indicate predominance of these hues in the biscuit
samples. Sweet potatoes contain substantial concentrations of carotenoid pigments, including
betacarotene, which impart characteristi@amgered coloration (Hossain et al., 2022). The
redness (a*) values increased with higher sweetpotato puree inclusion due to the contribution of
these thermostable natural pigments. Similarly, -betatene is the primary carotenoid
responsible for the ilew-orange pigmentation of sweet potatoes. As the percentage of
sweetpotato puree in the formulation increases, yellowness (b*) values rise due to the
concentration of these pigments. Soy flour additionally contributes to yellowness through its
content ofutein, zeaxanthin, and other minor carotenoids.
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Table 4
Physical properties of biscuit from wheat, soybean and sweet potato puree

WF | SPP| SF | Lightnesy Rednes| Yellownesy Weight| Diameter| Thicknesg Spread
% | % | % L* a* b* g mm mm Ratio

47.04 4.39 17.73 9.52 41.89 7.21 5.81
No.co No.,( NO.24|No .2 No.2og NO .20/ NO.®
45.42 4.83 20.58 15.22 | 46.22 9.84 4.70
No.20 No.4¢ No. o/No."{ NorPo NO.9O|NO .2
48.54 4.54 19.16 14.72 | 46.57 10.17 4.58
NOo .90 NO.° No.co|No.9( No.cg No.ojNoO 2
46.63 5.03 19.99 13.61| 47.43 8.68 5.47
No.Po NO .© No.c0o|No( No.“0g NO..0o/NO.©
50.08 4.54 18.51 13.14 | 47.57 7.76 6.14
No.'og No.c NoPo|Nor P{ No.cg NO PO NO.
48.63 4.36 19.52 13.40 | 47.85 8.46 5.66
No.c.o No.,¢ NO.0|NO.c{ No. g NOo.co/NoO ¢
47.06 4.53 20.40 14.58 | 46.25 9.73 4.87
No.co No.cq No.o/No. | Noro No.oRNoO.u.L
46.05 4.46 18.83 11.52 | 42.89 8.21 4.81
No.,o No.cq No.>Po|NO.2{f Noro NO.cO/NO.P
46.42 4.43 21.58 14.22 | 45.22 8.84 5.70
No.,o No,q No.90|No . No. o No.foNoO.JU“
49.54 4.64 20.16 13.72 | 47.57 9.17 5.58
No. g Nor¢ No.o/No.Y( Norg NoO.9Q/NO ¢
45.63 4.03 20.99 14.61 | 46.43 9.68 4.60
No.2o No."¢ No.90/No.9( No .| NO.90/NO.c
51.08 5.03 19.51 14.14 | 46.57 8.76 5.14
70.0020.0910.00 g5 sl R0 .2¢ Ro.c0|Ro0.9( Ro.co RO .co/NO .«
48.06 4.39 20.52 14.40 | 45.25 9.46 4.66
No.fo No.”¢ No. o/No.9{ No.,g NO.90/NO.P
51.16 2.83 22.34 14.32 | 4751 8.62 5.652
10010.0010.00 g5 s Ro.2¢ RNo.90|Ro.c| No.cq RO .Qo/Ro0 .
Means in same column with different superscripts are significantly (p<0.05) different.
WF = Wheat flour, S = Soybean flour, SPP = Sweetpotato puree.

72.5(022.50 5.00

70.8320.83 8.34

75.0020.070 5.00

70.0020.0010.0Q

72.5(022.50 5.00

70.8323.33 5.83

73.3320.83 5.83

71.6721.67 6.67

72.5(020.00 7.50

75.0020.0Q0 5.00

70.0025.0Q0 5.00

72.5022.50 5.00

The biscuits weighed between 9.5P5.22 g, with significant (p<0.05) increases
observed with highenclusion levels of soybeans and SPP flour. According to Bello et al.
(2008), variations in biscuit weight can be explained by differential viatieling capacities
of the flours, which influence moisture retention during baking and consequently afééct fin
product weight. The watédrolding capacity is determined by the protein composition, fibre
content, and starch characteristics of each flour component. This finding contrasts with Uboor
et al. (2022), who reported cookies weight increases from Ht836.13g when cassava
and pumpkin were incorporated into wheat flour blends. Eke et al. (2019) similarly observed
weight increases in biscuit samples with the addition of sweet potato and African yam bean
flour to wheat flour blends. Biscuit diameter wkls89- 47.85 mm, increasing significantly
with the addition of soybeans and SPP flour. Sample (72.5:22.5:5) exhibited greater diameter
than both flour blend and control biscuits. This finding aligns with Bello et al. (2008), who
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noted diameter increasesan addition of 10% yellow yam and unripe plantain flour to wheat
flour biscuits. The increase in diameter can be explained by the dilution of wheat gluten.
Soyflour is gluteAree and contains high protein levels, but these proteins do not form the
viscodastic gluten network characteristic of wheat proteins. Consequently, soyflour addition
weakens the gluten structure, resulting in reduced dough elasticity and increased
extensibility. During baking, this leads to greater lateral spreading before thergrsets,
producing biscuits with larger diameters.

The spread ratios were within 4.8881, with values increasing as soybeans and SPP
flour were incorporated. According to Eke et al. (2019), spread ratio is influenced by dough
viscosity, with lower visosity dough exhibiting more rapid spreading in the oven before
structure fixation occurs. The increased spreading with soybean and SPP flour addition can
be attributed to alterations in the dough's viscoelastic properties. These findings are consistent
with Jothi et al. (2014), who reported elevated spread ratios (34843) in blends
incorporating soybeans and orarfgshed sweet potato (OFSP) flour. The highest spread
ratio was observed in sample (72.5:22.0:5). The optimal spread ratio was recotided in
sample containing 20.83% SPP and 8.34% soybeans flour. Lower spread ratios are generally
associated with enhanced crispness and improved overall acceptability in baked products, as
they indicate a more compact structure with better texture developmecdrdingly,
biscuits formulated with 20.83% soybean and 8.34% SPP flour are expected to exhibit
superior consumer acceptability characteristics.

Textural properties of biscuit from wheat, soybean and sweet potato puree flour

Table 5 shows difference in the peak force values of 25855 N. Sample
71.67:21.67:6.67 had the lowest value compared to sample 71.67:21.67:6.67 which had the
highest value but the difference was not significant (p>0.05). During baking starch swells by
the absorptiorof water and the result is a change in texture to a tender product. Due to the
high content of starch found in sweetpotato, its addition into the dough would denote low
gelatinization, subsequently, destabilizing the entire integrity of the biscuit atiddea
low peak force. The chewiness value was found to be between 2174.50 and 5635.50N.
Sample 75:20:5 and 73.33:20.83:5.83 indicated the lowest value whereas sample ratio
75.00:20.00:5.00 had the highest value, and there was a significant differefc@5jp<
among the samples in terms of chewiness. Chewiregsres sufficient energy to chew solid
food until it is ready to swallow. It is at times approximated as multiplication of the hardness,
cohesiveness and elasticity (Guo, 2021). The hydration eofdttugh is known to affect
chewiness. The elevated moisture level leads to the decrease in the level of stiffness and the
decrease of chewiness since the dough is less strong and easy to dissolve during the chewing
process. Soyflour and sweetpotato purbase very high water absorption capacities.
Incorporated into the dough, they will be less dry and therefore biscuits will be less chewy.

The adhesiveness value was 5.46 to 16188 8ample (72.50:22.50:5.00) exhibited the
lowest value while sample (71.24.67:6.67) showed the highest, with significant
differences (p<0.05) among samples. Adhesiveness quantifies the degree of stickiness,
representing the work required to overcome attractive forces between the probe surface and
the sample surface during taxe analysis (Trinh and Glasgow, 2012).
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Table 5
Textural properties of biscuit from wheat, soybean and sweet potato puree

WF | SPP| SF | Peak |Chewiness Adhesivenes{ Gumminess| Springiness| Cohesivenes
F?\rlce N NLs N
72.50/22.50) 5.00 6N4i6'_(3c 5515'_3% NS'(f 6_3 0 4 %417659 q NO(.)8?cdo ; Nl'oll_f 14
70892083 834 Tl N1 2 NO~04 Nosa{ 00| N0
75.0020.00 5.00 %528_'3% 2N3111'.§01 Nl%'B_bsCO 6 5N3246'_202 Nogl 8_b 0 ,q,ob4(_)b 0 ¢
70.00/ 20.0010.00 ‘,1;10?8_'32 %223_'&% N666ib0 5 3,;,82%?,3 g ,;,065 8_b 0 NO'(?(_)f 0 1
72.5022.50 5.00 6,;?35'_8(7 2334'_8% Nl%?f?do o ?;,4‘118629 . ,;,13) 7_d 1 NO'OS ?e 04
70.8323.33 5.83 5,{1?3_'2,9 2,;,8%4'_203 Nl é‘s_fdo 4 4,;,65233232 ] ,;,13) (_Sd 0 NO'(? i 01
73.33/20.83 5.83 3;;]5@6_'3? 2N1704'.207 Nl %‘1_20 1 %521:33 ] ,;,0'(? ].-d 0 Nl.oo?f 01
71.67/21.67 6.67 2,;?712'_2C %‘2%3_‘3% N1%6_§ 0 & 3,;,4(23'_202 ,;,0'013@ 1 ,;,0'(? ?a 07
72.5020.00 7.50 3,;1827_‘32 %;,253_‘3% Nl %‘1_310 1 éls ?;923 4 ,;,0'(;5 3.b 0 Nl'(?zlf 0 1
75002000 5.00| {fPad K027 NG sod Naeai ROS0| N0
70.0025.00 5.00| 22431 280000 | ALO0 1 B0 e | fon g 4
700020001000 ¥ 0d K305 No oy N3 med ROC2| N0 .°0d
72.50/22.50) 5.00 E,’;logo_'fbf %2?2_'&3 ,;,6'007_3 8 ¢ “Ng‘;g;?eg q ,;,Oc')sfridl ; ,;,0(;7_%19 4
100 | 0.00{ 0.00 ‘,‘5‘29;?; %221_'?31 Nli7c7dl y ;4;1521_;33 ) NO(')GE)CO ] Nogédeo 1

Means in same column with different superscripts are significantly (p<0.05) different.
WF = Wheat flour, S = Soybean flour, SPP = Sweetpotato puree.

At higher moisture contents, biscuit dough becomes increasingly cohesive and adhesive as
water acts asplasticizer, increasing molecular mobility and promoting intermolecular interactions.
Enhanced moisture retention associated with higher percentages of sweetpotato puree or soyflour
increases adhesiveness by facilitating greater contact between ingradebmromoting sticky
characteristics. Excessively adhesive biscuits require more extensive jaw movements during oral
processing and increased masticatory effort, even when compressive hardness remains constant
(Cakir et al., 2012).

The gumminess value ranged between 3403 and 6477.50 N where the sample
71.67:21.67:6.67 had the least value and there was significant different (p<0.05) when compared to
the sample 72.50:22.50:5.00 which had the highest value. Gumminess representg/treneied
to disintegrate a sersblid food product to a state ready for swallowing (Trinh and Glasgow, 2012).
Higher wheat flour percentages, which contribute gluten proteins, generally increase gumminess due
to the elastic and cohesive nature of theegl network formed by glutenin and gliadin proteins
through disulfide bonds and hydrogen bonding. Conversely, sweetpotato puree and soyflour are
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glutenfree ingredients that dilute the gluten network, resulting in softer, less cohesive structures with
reduced gumminess.

The springiness was within the range of 0.13 to 1.07, with sample (71.67:21.67:6.67)
exhibiting the lowest value and sample (72.50:22.50:5.00) the highest, showing significant
differences (p<0.05). Springiness represents the rate antafxesovery when compressive force
is removed, indicating the elastic properties of the sample. The springiness values obtained in this
work exceed those reported in other cookie studies (Pereira et al., 2013), suggesting enhanced elastic
recovery propdies. Cohesiveness values ranged from 0.05 to 1.11, with sample (71.67:21.67:6.67)
showing the lowest and sample (72.50:22.50:5.00) the highest value, with significant differences
(p<0.05). Cohesiveness quantifies the strength of internal bonds holdisigutttere together,
measuring the material's ability to withstand a second deformation relative to its resistance during
initial deformation. Higher cohesiveness values indicate stronger intermolecular forces and more
integrated structural networks withime biscuit matrix.

Sensory properties of biscuit from wheat, soybean and sweet potato puree flour

Sensory properties like colour, texture, flavour, aroma and overall acceptability can be
applicable in the identification of food products. Table 7 atdit that colour varied between 7.02
and 7.64. The colour had the least value in sample 72.50:22.50:5.00 and highest in sample
72.5:22.5:5 with no significant difference (p >0.05). Makanjuola and Adebowale (2020) also noted
that the colour of biscuit sangsl reduced with addition of water yam flour in blends. The result of
this study is not similar to the report of Afari, (2023) that the addition of tigernut flour and pineapple
puree in blends reduced the colour rating. All the samples had colour ratiirg tht limit of
acceptability. The texture was measured asB22 There was no significant difference (p>0.05)
among the samples in terms of the texture, sample 72.5:22.5:5 had the least value and sample 75:20:5
and 100:0:0 had the highest value. Thste values were between 7.00 and 7.66. Sample
70.83:20.83:8.34 had the lowest value whereas sample 70.83:23.33:5.83 had the highest value, and
there were significant differences (p<0.05) among the samples in the taste. The resultant effects of
the high oncentration of soybean and SPP flour in the blends might be that it influenced the flavor
of the biscuit sample. The result does not concur with the report by Makanjuola and Adebowale,
(2020) andAfari (2023) on wheatvater yam and whetigernut cookiessupplemented with
pineapple pur ®e respectively because they di
due to the high level of taste rating of samples containing high level of wheat since consumers could
be used to bake products that contdieat. The aroma value was recorded in the range of 6.04 and
7.98. The sample 72.5:22.5:5 had the lowest score and the sample 72.5:20:7.5 had the highest score,
there was a significant different (p<0.05) among the samples regarding the aroma. The droma an
overall acceptability score of flour blends biscuit samples also slightly decreased as soybeans and
SPP flour was added in the blends. This might be as a result of the incorporation of soybeans and
incorporation of SPP flour in the mix. This corrobor#tedindings of Iweh et al. (2017) who found
out that aroma and overall acceptability rating of the biscuits sample decreased with the addition of
almond seed and carrot flour in the blends. The overall acceptability was between 7.14 and 7.56. The
overallacceptability of sample 72.5:22.5:5 was the least in value compared with the high value of
the overall acceptability of the sample 72.5:20.00:7.50 and there was no significant difference
(p>0.05) among the samples. These differences in the overall aiitemBdifferent composite
cookies may be explained by the variation in the likeness with regards to taste, colour, aroma and
texture. The overall acceptability rating of the control biscuit and biscuit made using wheat, soybean
and sweet potato purdedr blends samples was however within the acceptable score rating. The
study revealed that it is possible to obtain biscuit of acceptable quality by using blends of wheat,
soybeans and SPP flour.
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Table 6

Sensory properties of biscuit from wheat, soybean and sweet potato puree

WF SPP SF Colour Texture Aroma Taste OA

7250| 2250 5,00 | 7. 02R|6. 84RN|6. 88RN|7.34RN[7.14R
70.83| 2083| 834 | 7. 26R|6. 72RN|6. 98RN|7. 00RN|[7. 18R
75.00| 20.00| 500 | 7. 12RN|7. 02RN|6. 90RN|7. 48RN|7. 30N
70.00| 20.00| 10.00| 7. 10RN|6. 82RN|6. 96RN|7. 32RN|[7. 18R
7250| 2250 500 | 7. 54RN|7. 06RN|7. 26RN|7.32R|[7.14R
70.83| 2333 583 | 7. 24RN|7.06RN|7.04RN|7.66R|7.36R
73.33(2083| 583 | 7. 44R|6.86RN|7. 04RN|7. 14RN|[7.26R
71.67| 21.67| 667 | 7.08N1 2] 6.9AN1 24 7.98N1 2] 72N 1 2] 7241 21
7250| 20.00| 750 | 7.16N1 2] 65N 1 24 7.78N1 2] 7.08N1 2] 7.38N 1 .2]
75.00| 20.00| 500 | 72N 1 2] 72N 1 .24 6.70N1 .24 746N1 2] 7.2 1 .24
70.00| 25.00| 500 | 720N 1 2] 7.36N1 21 6.76N1 2] 7.38N1 2] 7.1N 1 .2
70.00 | 20.00| 10.00| 7.3 1 24 7.16N2 2] 6.26N1 24 7.24N0 2 7.2N 1 .2
7250| 2250 500 | 7.64N1 .24 62N 1 .2 6.00N1 .24 73MN1 2] 7.14MN 1 24
100 | 0,00 | 000 | 7. 47RN| 7. 22RN|7. 30R|7.58RN|7. 30K

Means in same column with different superscripts are significgmt§.05) different; OA
= Overall Acceptability, W = Wheat, S = Soybeans, SPP = Sweet Potato Puree

Conclusions

The quality attribute of biscuit formulated from composite flours of wheat, soybeans,
and sweet potato puree were evaluated. Moisture contéme discuits showed significant
variation, indicating that inclusion of soybean flour and sweetpotato puree enhanced moisture
retention during baking, a key factor for product quality. Crude protein content increased
significantly with the addition of sdyean and sweetpotato puree, while total carbohydrate
content decreased. The incorporation of these flours also improved the mineral composition
of the biscuits, particularly potassium, magnesium and zinc. Colour propexstéged that
higher levels of sgbean flour and sweetpotato enhanced redness and yellowness. Biscuit
weight and diameter increased with higher substitution levels. Sensory evaluation indicated
that all samples were acceptable with the formulation containing wheat: soybean: sweet
potato pree at 72.5:20.0:7.5 demonstrating the highest overall acceptability. These findings
suggest that partial substitution of wheat with soybean flour and sweetpotato puree can
improve the nutritional profile and sensory properties of biscuits without congingm
product quality.
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Abstract

Introduction.  Biomethane production contributes to tl
development of a circular economy l@nabling the generation ¢
renewable energy through the efficient utilization of organic waste
feedstock for the anaerobic conversion of organic matter into meth:

Materials and methods. A comprehensive review of scientifi
publications was conduate¢o analyze the main trends in digester des
optimization, factors influencing microbial communities during biog
production, and methods for biogas upgrading to biomethane.
review was based on sources indexed in major scientific datal
(Scopus,Web of Science, Google Scholar), as well as professi
publications of the Higher Attestation Commission of Ukraine .
official statistical data from the UN and the EU.

Results and discussiorBy 2040, Europe aims to replace up to 1(
of its natural ga consumption with biomethane. Biomethane
considered carbeneut r al , and i ts i nt e
technologies, such as biological methanation and Rmw@as systems
enables the potenti al achievel
to decarbonization of the energy sector. The core equipmen
methanogenesis is the bioreactor (digester), whose design and opt
parameters are critical for biogas optimization and H@mm process
stability. Advanced configurations, including Amabkic Baffled
Reactors (ABR) and Upflow Anaerobic Sludge Blanket (UAS
reactors, are widely used for treating municipal and indus
wastewater, as well as manure and agricultural residues.

Due to the high variability in substrate composition and pitase
direct comparison of digester designs in terms of efficiency is limi
and the optimal configuration depends on process goals, ecor
feasibility, and local conditions. Methanogenesis is a multisi
biotechnological process (hydrolysis, acidogsis, acetogenesis, al
methanogenesis) performed by syntrophically interacting bacterial
archaeal communities, requiring a holistic research approach
accounts for microbial structure and functionality. Emerg
technologies such as microbial ettrolysis cells, system integratic
(e.g., with hydroponic farms), metal nanoparticles, and adval
monitoring combi nedm toiehhhncefipoocet
stability, productivity, and methane yield while reducing operatic
costs.

Conclusions.Future research should focus on molectiliatogical
modeling of anaerobic microbial communities to enable more pre
adjustment of operating parameters (temperature, pH, nutrient dc
based on microbiome state data, as well as on the developme
advanced digester designs and intelligent control systems.
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Introduction

Traditional microbial decomposition of organic matter is an ancient biotechnology for
biogas production, which can be upgraded to biomethane. Methanogenesis produces biogas
consisting mainly of methar(e60%) and carbon dioxide (~40%), with minor impurities (Li
et al., 2017). However, conventional archedraten bioconversion faces challenges,
including low biodegradability of some agricultural feedstocks (e.g., animal manure and
straw), relatively lowmethane content, long process times, and incomplete utilization of
energy stored in lignin and cellulo@éing et al., 2021).

Anaerobic digesters vary widely in complexity, ranging from simple cylindrical
structures without moving parts to highly automatedustrial installations. They are
commonly classified according to their design and key operating parameters, including
temperature regime, solids content, and substrate loading characteristics, such as batch
substrate concentration (BSC) and continussstrate concentration (CSC).

The most common digester configurations include cylindrical reactors; cylindrical
reactors with internal partitions; inclined cylindrical reactors;-slggped digesters; and
trenchtype digesters constructed in the groundl aovered with a rigid lid or gas
impermeable membrane. A fundamental requirement for all digester designs is structural
tightness, as methapeoducing microorganisms are obligate anaer{betaVVegaQuintero
et al., 2025).

Anaerobic cultivation can be epated in either continuous or intermittent (batch)
modes. In continuous systems, raw materials are supplied at regular intervals or continuously,
while an equivalent volume of digestate is simultaneously withdrawn. The majority of
modern industrial digests operate under continuous feeding regimes due to their higher
stability and process contrfYankovskaet al., 208). In contrast, intermittent systems are
filled with substrate and operated for a fixed digestion period, after which the reactor is
opene and completely emptied. Such systems are generally simpler and less expensive;
however, they suffer from design limitations, lower technological efficiency, and reduced
process stability, and are therefore considered functionally outdated. Basedotal taditls
content of the feedstock, anaerobic digestion systems are classified as wet or dry. Wet
digestion systems process substrates with a dry solids (DS) content of 16% or less, whereas
semidry and dry systems typically operate with substrates icongg22 40% DS

Anaerobic conversion of organic matter into methane is a complex biotechnological
process that occurs in the absence of oxygen and is mediated by a highly interdependent
microbial consortium comprising diverse bacteria and arcf2ekVegaQuinteroet al.,

2025) The efficiency of methanogenesis depends on the metabolic activity and balanced
interactions among these microorganisms. Through the decomposition and mineralization of
organic matter, microbial communities play a fundamentad iiol both natural and
engineered ecosystems. In terms of chemical composition and energy value, biomethane is
comparable to fossil natural gas, enabling its integration into existing gas distribution
networks and its use for electricity and heat generatiesnwell as transportation fuel. To
obtain biomethane, biogas produced via anaerobic conversion of organic matter must be
purified. Biogas upgrading is performed using various technologies, including cryogenic
separation and membrabased processes. Tlaege number of scientific studies currently
being conducted, together with the wide diversity of equipment, feedstock pretreatment
methods, and biogas purification technologies aimed at improving the efficiency of anaerobic
conversion of organic matter hoethane, indicates that an optimal and universally applicable
biomethane production technology has not yet been established.
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Materials and methods

A comprehensive review of scientific publications was conducted to analyze the main
trends in digestedesign optimization, factors influencing microbial communities during
biogas production, and methods for biogas upgrading to biomethane. The review was based
on sources indexed in major scientific databases (Scopus, Web of Science, Google Scholar),
as wellas official statistical data from the UN and the EU.

Results and discussion

Improving the design of biogas plants (digesters) is one of the most important areas of
innovation. Digesters exist in singléwo- and multistage. The need to use tvand muti-
stage systems arises due to the specific sequence of biochemical reactions of the
methanogenesis process, which have different optimal conditions for cultivating the
corresponding microbial consortia and for some raw materials are difficult to reigudae
stage conditions. Tw@nd multistage systems provide higher energy efficiency and stability
in the fermentation of raw materials of plant origin (Wang et al., 2005a, b). However; single
stage systems are simple to design, assemble and operates atbaper. Therefore, they
are currently the most common and are used both for industrial biogas production and for
small decentralized production. A comparative analysis of sistgge and twstage
systems demonstrates the advantages of the lagigecially when processing complex
substrates. Modern bioreactors are significantly different from previous models and
contribute to increasing biogas yield, improving process stability and expanding the types of
raw materials used. The complexity of thedas production process, which occurs in several
stages, and the diversity of microflora necessitate the development of complex bioreactor
designs. The design features of anaerobic bioreactors are determined by the type and volume
of waste being processetie required degree of degradation, optimization of energy yields
and economic factors. The most commonly accepted classification of anaerobic reactors is
based on the shape of the macrostructures of biomass methanogens in them. According to
this principk, all designs can be divided into reactors with suspesel@idhented activated
sludge, attached biomass (biofilm) and with a fluidized bed on a synthetic or natural carrier
(Koniuszewska et al., 2020). The first type of digesters include a traditiortedmegank, an
anaerobic lagoon, an upflow reactor through an anaerobic sludge bed (UASB), and an aerated
concrete reactor (ABR) (Majiri et al., 2012).The second type includes downflow reactors
(DSFFreactor), an aerated fluidized bed reactor (AFB), bicklgfilters. A number of
designs- an upflow anaerobic biofilter (AF) and a hybrid reactor (AF+UASBpmbine
elements of both types of reactors (van Lier, 2006).

Type 1 digesterare the simplest anaerobic bioreactors. The substrate is fermented at a
low rate when it comes into contact with biomass pellets that settle at the bottom of the
bioreactor. The design is simple, suitable for processing various types of waste with a load
of 0.1 to 2 kg of COD/(rfiday). However, the geometric parameters of suchebictors
require large areas for placement, the process is practically impossible to intensify and control
(Douglas, 2017). The use of this technology is justified when wastewater contains solid
particles that are difficult to digest and easily precipitat

Traditional methane tanks are cylindrical tanks with a hermetic overlap and a conical
or flat bottom. There are methane tanks with a floating overlap, methanegeskelders
and methane tankompacting. The best technological indicators are achigvenoid-
shaped methane tanks, which have minimal heat loss, and less sand accumulation and cork
formation (Alengebawy et al., 2024).
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The contact reactor is built together with a settling tank (Figure 1).
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The contact reactor is built together with a settling tank. Contact reactors are
characterized by a high concentration of activated sludge, and, accordingly, a relatively short
residence time of biomass in the reactor. The advantages are a sufficiently &ighaju
processing, the ability to control the process. The disadvantages include arelatively low load,

from 4 to 30 g/I of COD/r¥iday.

The anaerobic baffled reactor (ABR) is characterized by its simplicity of design and
wide possibilities forimprovement: the introduction of various types of loading, heat
exchange devices and elements for biogas remBwabget al., 2025). It consists of a series
of vertical compartments or chambers, which forces wastewater to flow upward through a
series of sludge layers, which is essentially a serial connection of UASB reactors. In modern
models, the flow beteen the chambers occurs through srd@meter pipes, which provides
a longer hydraulic retention time (HRT) in neighboring elements and a high flow rate (Figure

2).
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The ABR design provides high purification efficiency, stability to organic and hydraulic
shock loads. The principle of operation of the ABR is to separate the processes of acid
formation and methanation by dividing the working volume into sections. Tiralibt/ of
separating acid formation and methanation is based on different optimal conditions for these
phases. By physically separating them in different compartments, the ABR creates conditions
for more efficient methanogenesis and potentially highagds yields.

The disadvantages include insufficient mixing, leaching of biomass by the biogas flow
and accumulation of volatile fatty acids (VFA). A number of modifications have been
proposed to improve the characteristics of the reactor, including ABRH{PABR), carrier
ABR (CABR), separatéeed ABR (SABR), modified ABR (MABR), anaerobézrobic
ABR (AABR) and granular sludge ABR (GRABBR). The list of ABR modifications suggests
that the original design, while having advantages, has the potentiadfonvement.

Type 2 digestemsse the principle of immobilizing microflora on natural (gravel) or
synthetic (PVC rings) media. The media can be loaded either in an ordered or bulk manner.
Structures with immobilized biomass have better resistance to tifixiergds and quickly
adapt to changes in the composition of the raw material. The main difference between a
biofilter and a biofilter is the loading of an inert media without the possibility of its removal
by the flowing liquid flow. A biofilm is formed othe media, with which the substrate comes
into contact. Anaerobic biofilters are classified according to the direction of substrate flow,
loading, and media material.

A typical representative of type 2 digesterdagnflow stationary fixed film reactor
(Figure 3).
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Packing Material
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Figure 3. Downflow stationary fixed film reactor (DSFF)

Wastewater is fed into the upper part of the reactor and, flowing through the loading
layer, is removed from the bottom. The design is simple, does not require much pumping
equipment,but the biofilm requires meticulous selection of a carrier with the necessary
surface properties. Soft materials with hi
are most often used. The flow of wastewater from top to bottom and biogas budibtes r
upwards will contribute to the mixing of biomass in the reactor. The biogas yield and its
quality may be somewhat lower compared to other anaerobic bioreactors, since the removal
of gas is complicated by the shape of the loading and the countefflmuid. The loading
may become clogged with suspended particles.

In anaerobic filters with upward flow AF (Anaerobic Filter). wastewater is fed into the
lower part of the reactor and rises upwards, biogas is removed from the top, and the surface
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of the @rrier is effectively used. Biomass is present not only in the form of biofilm, but also

in flocs and granules (Comparetti et al., 2013). The flow prevents the bottom of the anaerobic
filter from growing and clogging, the occurrence of stagnant zones reswtes uniform
distribution of biomass. Such bioreactors are suitable for working with sharp fluctuations in
the concentration of pollutants in wastewater and are most often used in the treatment of
wastewater from meat processing, dairy and textile iniggs(Rodrigues et al., 2024). To
prevent the accumulation of sludge inside the digester, a tubular reactor with a fixed film is
used, which is a biofilter with a planar loading. The reactor can be with an upward or
downward flow. The carrier is pipes olafes arranged in such a way as to create vertical
channels. The working load is upto 30 kg COBMd ay . Thi s form of | oc
will contribute to a more complete removal of biogas from the volume of the anaerobic filter.
The principle of opeitton of another reactor of the second type is based on the self
immobilization of biomass in the form of granules (granulated sludge). Such devices are
characterized by good decantation characteristics and high methanogenic activity. An
example is devicewith an upward flow of liquid with a suspended granular layer of sludge
(Figure 4).

Biogas outlet

Effluent collection —=—=

Tri-phase separator
Settli rt t
ettling compartmen
e
Gas deflector o settler apertures
®
S
e o 3
Digestion Sludge blanket 1 o o 5
compartment < : Gas bubbles
® )
Sludge bed { Ce °® ®
: ._'. . ® @ | Sludge particles

Sludge particles

Figure 4. Upflow anaerobic sludge blancet reactor (UASB)

Since the reactor does not require an internal filling to fix the biomass, it is economically
attractive, buits performance characteristics depend on the granulation of the biomass. In
addition, the UASB reactor has a gagiid-solid separation system in its upper part, which
prevents or limits the removal of suspended particles and promotes gas removatiged sl
decantation. The separation of gas, treated water and granular biomass is carried out using a
special sludggas separation device.

The retention of granular biomass is also carried out due to its high sedimentation
capacity. UASB reactors are highdgnsitive to the composition of the wastewater, especially
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the presence of solids and inhibitors in it, however, they are relatively compact and simple,
providing good mixing conditions. UASB reactors are characterized by the ability to
withstand high orgaic loads of up to 40 kg CODAnd a y , short hydraul
(HRT), low energy requirements, simple design and maintenance, and high solids retention
time (SRT) due to the granular sludge. Similar to anaerobic filters, UASB reactors have been
widely used in industry at the agfood wastewater treatment level (Mainardis et al., 2020).

The phenomenon of sludge granulation is not fully understood, and makes it difficult to
start up UASB reactors when the production does not have a suitable sowee cfilsure,
such as sludge from another operating UASB reactor. There is currently no general theory of
granulation, and the available data do not always correlate well with each other.
Disadvantages include a long stapt period for the formation of gnalar sludge, the need
for further processing, sensitivity to toxic compounds, potential leaching of sludge,
sensitivity to pH and temperature, and problems with granulation. On an industrial scale,
UASB reactors are widely used in large treatment plasjsecially in tropical countries
(China, I ndi a, Br ¢Dil ).

Hybrid designs have also been developed that combine the advantages of a UASB
reactor and an anaerobic filter: the UBF (Upflow Beler) reactor (Figure 5).

The lower part contains a layer of gréarusludge, and the upper part, usually328%6
of the volume, is filled with an inert carrier, fixed or floating. This allows the use of biomass
of a higher concentration, provides high productivity and optimal mixing modes. Thus, it is
possible to avoidhte clogging of the lower layers of the carrier, which is typical for an
anaerobic filter, and to reduce its amount.
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Figure 5. Upflow BedFilter reactor (UBF)
Type 3 digesterare characterized by the presence of a fluidized microbial layer on a

synthetic or natural carrier. The contact areahef carrier is 200 #m® and more, active
mixing occurs during methanogenesis. Fluidized bed reactors have a degree of fluidization
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of more than 50%, and expanded sludge bed reactaipsut 20%. The organic load can

exceed40kgofCODMaday. The hydraulic residence ti

these reactors consume more energy, have a complex design, and are accordingly more
expensive to build and operate compared to Type 1 and Type 2 reactors (Figure 6).
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Figure 6. Bioreactor with expanded and suspended activated sludge bed (EGSB

The fundamental difference of this type of reactor from UASB is the higher velocity of
the upward flow of liquid due to recirculation and intensification of mass transfer between
sludge granules and wastewater. Such reactors are suitable for processingdentration
wastewater. A fluidized bed reactor is one of the most productive bioreawith fixed
microflora due to more complete contact of contaminants with biomass. Fluidization occurs
due to the upward flow of liquid and the released biogas bubbles. At the same time, the
contact surface between the active biomass and untreated m@steses significantly. In
such bioreactors, lowoncentration wastewater with dissolved or finely dispersed
contaminants is treated. However, maintaining the fluidized bed requires significant energy
consumption.

Digester with membrane filtration systefAnMBR). AnMBR combines anaerobic
digestion with membrane filtration, which allows the hydraulic retention time (HRT) to be
controlled independently of the solids retention time (SRT). The membrane retains biomass
inside the reactor, while the treated lidjis removed as permeate. This enables operation at
short HRT and long SRT, reduces reactor volume, and ensures high effluent quality.

The combination of a classic anaerobic digester with a membrane ultrafiltration
(microfiltration) system allows to retaimicrobial biomass in the reactor, achieve a
significant extension of SRT (solid retention time), which increases the stability of the
process and contributes to a higher biogas yield (Liao et al., 2006). Membrane fouling and
high energy costs for pumpimgmain the main disadvantages of the technology (Figure 7)
(Benyahia et al.,2024; Stuckey, 2012).
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However, the use of new module configurations (external/internal, electric)
demonstrate encoaging results at the stage of laboratory experiments (Li et al., 2023).The
use of various membrane modules (cttea, submerged, fluidized) reduces the degree of
membrane surface contamination due to the turbulence of the substrate flow. Algorithms
havebeen developed that allow predicting biokinetic parameters during membrane operation
in different load regimes and biomass concentrations.

Two-phase system$he classical anaerobic process consists of four stages: hydrolysis,
acidogenesis, acetogeneaisl anethanogenesis. In a traditional reactor, all these processes
occur simultaneously in one container, but the stages require different environmental
conditions. Hydrolysis and acidogenesis are characterized by relatively rapid bacterial
growth (several burs/day), resistance to load changes. Optimal pH6%5phase 1). During
methanogenesis, very slow growth of archaea (up4801days) is observed, and it is highly
sensitive to the accumulation of volatile fatty acids (VFA). Optimal pH&@®(phase).

Dividing the process into two consecutive reactors allows to optimize the hydrolysis of
complex substrates and increase the methane yield due to stabilization of the methanogenic
phase, ensuring better processabiltiafiget al., 2005Stabnikovaet al., 20@a). In the acid

reactor (phase 1), complex organic substances are converted into simple acids (acetic,
propionic, etc.), and an optimally prepared substrate enters the methanation tank, where only
CH. and CQ generation occurs (phase 2) (Ta@l., 2023). However, the stability of two

phase systems depends on the hydraulic retention time (HRT), C/N ratio in the substrate,
pretreatment of substrate, temperature regime, and composition of the inoculum
(Kabaivanova et al., 2024; Liu et al., 20@abnikova et al., 2008

Combined systems: Tvahase + AnNMBRThe combination of these two technologies
creates a system where the first reactor acts as a buffer and hydrolyzer, and the second
(AnMBR) is a highly efficient methane generator. In thetfieactor, solid organic waste is
solubilized (dissolved). Having greater resistance to changes in cultivation conditions,
acetogens eliminate the negative consequences of a sharp drop in pH. This reduces the load
of solid particles on the membrane in #eeond reactor, reduces the rate of formation of a
gel layer on the membrane, and stabilizes methanogenesis. This combination ensures the
stability of the load on the methanogenic phase, high permeate quality, and the possibility of
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nutrient recovery. Ophization of conditions for each group of microorganisms increases
organic conversion (Gao et al., 2010). However, capital and operating costs for membrane
modules and control systems are higher compared to other types of digesters, and the
membranes stillequire periodic chemical washing and gas scouring for cleaning (Bueno et

al.,, 2024; van Lier et al., 2015). Particularly promising are the systems with AnMBR +
phototrophic MBR, which allow for additiona
wastewater and increase the biogas yield (Fischer et al., 2024).

The main types of digesters used for anaerobic conversion of organic matter to methane:

- for liquids with a low solids content (<3%)upflow reactors through anaerobic

sludge (UASB);

- with ahigh solids content (2%)- induced bed reactors (IBR);

- for raw materials of a wide range of consistencies, from dilute to highly

concentrated, suspended bed reactors.

The variety of composition and properties of substrates does not allow for a clear
comparison of different digester designs in terms of efficiency and manufacturability.
Depending on the characteristics of the effluent, desired results, economic feasibility and
local climatic conditions, any design of the above systems may be optimal.

Microbial communities and stages of methanogenic bioconversion of organic
matter

Anaerobic digestion (¢D) is a complex b
diverse community of interdependent microorganisms, including bacteria and archiaea, in
absence of oxygen. The efficiency of this process directly depends on the metabolic activity
and complex interactions of these microorganisms (Alipoursarbani et al., 2025). The AD
process includes several sequential stages: hydrolysis, acidogenesigeaesis and
methanogenesis. Each phase is provided by microbial consortia that are characterized by high
specialization and interdependence (Pal et al., 2021).

HydrolysisHy dr ol ysi s is the initial stage of
(lipids, polysaccharides and proteins) are broken down into simpler, soluble ones, including
sugars, amino acids and fatty acids. This process is carried out by hydrolytic bacteria that
produce extracellular enzymes, including amylases, proteases, cellulasefpaamed. |
Microbial groups involved in hydrolysis include the familie€lostridiaceae,
Pseudomonadaceae and Syntrophomonadaceaewell as the gener&treptococcus,
Enterobacter, Clostridia, Micrococci, Bacteroides, Butyrivibrio, Fusobacterium and
Selenomoas Hydrolysis is often ratémiting for the digestion of complex organic wastes,
especially for lignocellulosic biomass (DasdMondal 2016). The key enzymes involved
in hydrolysis belong to the class of hydrolases, including esterases, glycosiddses an
peptidases. Glycosidases, for example, include cellulases -{efrtetaD-glucanase,
cellulose 1,4betacellobiosidase, betglucosidase) required for cellulose degradation, as
well as xylanases, xylosidases, mannanases, mannosidasegjaffhesidass, and alpha
glucuronidase that break down hemicellulose (Pal et al., 2021).

AcidogenesigAcid formation). In the acidogenesis stage, microorganisms convert
sugars, amino acids, and fatty acids obtained during the hydrolysis step intohstirort
organicacids such as formic, acetic, propionic, butyric, and pentanoic acids. In addition,
alcohols (methanol, ethanol), aldehydes, carbon dioxide)(CGdd hydrogen (k) are
produced as intermediates. This step is carried out by acidogenic bacteria (acjdogens)
including members of the gene@lostridium Bacillus Lactobacillus Pseudomonas
Micrococcus and Flavobacterium Acidogenic bacteria play an important role in creating
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favorable anaerobic conditions for the growth of obligate anaerobes involved lmtghe

stages of the process. ApproximatelyZ®b of the total C@is produced at this stage. Key
enzymes in acidogenesis include hexokinase, phosphoglucose isomerase,
phosphofructokinase, aldolase, triose phosphatase isomerase, glycerakiphgdphate
dehydrogenase, phosphoglycerate kinase, mutase, enolase, pyruvate kinase (for glycolysis);
pyruvate:ferredoxin oxidoreductase (PFOR), NADH:ferredoxin oxidoreductase (NFOR) and
ferredoxin hydrogenase (for ;Hproduction); as well as lactate dehydrogenase,
phosphotransacetylase, acetate kinase, ethanol dehydrogenase, acetaldehyde dehydrogenase,
acetylCoA acetyltransferase, and buty@bA dehydrogenase (Pal et al., 2021).

Acetogenesisin the acetogenesis stage, acetogenic bact8gatfophomonasnd
Syntophobactey convert organic acids and alcohols formed during acidogenesis into
acetate, bl and CQ (Quin et al., 2025). Homologous acetogenic bacteria can also reduce
CO; and H to produce acetate. The products of acetogenesis, acetate and hydrogen, are
d rectly used by methanogenic microbes in t
methane production is associated with the reduction of acetate in this stage (Pal et al., 2021).
Key enzymes include those involved in the oxidation of acetate (citnatiease, aconitase,
isocitrate dehydrogenase), butyrate (CoA transferase, b@g&l dehydrogenase),
propionate (pyruvate carboxylase, malate dehydrogenase, fumarate hydratase, fumarate
reductase, succinate dehydrogenase, sue€Ciofl synthetase, methylnalyl CoA
mutase/epimerase/decarboxylase, propioGaté transferase), and ethanol (acetaldehyde
dehydrogenase).

Methanogenesiddethanogenesis is the final stage of anaerobic fermentation, in which
methanogenic archaedl¢thanobacteriuproduce methane (). They use substrates
formed in previous phases, in particular acetic acig, 0, methanol, methylamine or
dimethyl sulfide. Thus,Methanosarcinais a universal methanogen capable of using
acetoclastic, hydrogenotrophic and methylotrophic pathwayssgiita et al., 2023). It
should be noted thadflethanothrixis an acetoclastic methanogen that is sensitive to high
concentrations of ammonia. Among the hydrogenotrophic methandgetisanoculleus,
Methanobacterium, MethanoregudadMethanomassiliicoags are distinguished (Piercy et
al., 2025). The main metabolic pathways of methanogenesis are the acetoclastic pathway,
which involves the breakdown of acetate and is responsible for approximatéRfa @f
CH, production, and the hydrogenotrophic pathwalyich consists in the reduction of €O
with H; and accounts for about 0% of CH production. There is also a methylotrophic
pathway that uses methylated compounds (Siroka et al., 2018). Methanogens actively
consume hydrogen, which helps maintain a Igartial pressure of H This
thermodynamically enhances the fermentation stages, in particular the conversion of sugars
to shortchain fatty acids, and prevents their excessive accumulation. Maintaining low
hydrogen concentrations creates favoratmaditions for the development of acidogenic
bacteria and prevents the accumulation of stlmain organic acids during the acidogenesis
stage. The vital activity of methanogens leads to a decrease in the contentwdfidh
enhances fermentation in theepious stages, ensuring a sufficient level of volatile fatty acids
(VFA).

The concept of fAmicrobial consortiado i s
by synergistic interactions between different microbial groups. This means that research
shauld focus on optimizing the entire community, rather than simply introducing a single
Asuper mi crobeo. However, not all/l met hanoger
in the abundance dflethanomassiliicoccusesulted in reduced biogas productanhigh
butyric acid concentrations. Thus, the type of methanogen and its specific metabolic
interactions in the consortium matter, and an increase in the abundance of certain
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methanogens may be an indicator of process instability rather than efficdipop(sarbani
et al., 2025). The main stages of anaerobic conversion of organic matter to methane are given
in Table 1.

Table 1
The main stages of anaerobic conversion of organic matter to methane
Stage Microbial groups Main functions Products
Hydrolysis Hydrolytic Breakdown of organic| Monomers (sugars
bacteria polymers amino acids)
Acidogenesis Acidogenic Conversion to organic VFA, alcohols, H,
bacteria acids, alcohols, K CO,
CO
Acetogenesis Acetogenic Oxidation of VFA and| Acetate, H, CO
bacteria alcohols to acetate,
CO
Methanogenesis | Methanogenic | Conversion of acetate CHs, CO
archaea Hz, CO:to CH,

Syntrophic relationships and interspecies electron transkéicrobial consortia
involved in anaerobic digestion function sgnergistic and syntrophic relationships, where
the metabolic products of one group of microorganisms serve as substrates for the next. This
interaction is particularly critical between hydrogemducing acetogenic bacteria and
hydrogenotrophic methanogenThe close coupling and syntrophic association between
acetogenesis and methanogenesis is a thermodynamic necessity. Many acetogenic reactions
that produce Hare thermodynamically unfavorable unlessdicontinuously consumed by
methanogens. This exjpta why maintaining a healthy methanogenic population is so critical
to the entire process (Siroka et al., 2018).

Factors affecting microbial communities in the biomethane production process.
Operational parameters play a significant role in the formafionicrobial communities and
their metabolic activity in anaerobic digesters, which affects the biomethane yield.

Temperature Depending on the operating temperature, mesophilic43 A C) and
thermophilic (456 0 AC) regi mes ar e diturestaie nafusédssmeed . L
the process duration becomes inadequately long. Mesophilic systems are considered more
stable and require less energy than thermophilic ones. However, the higher the fermentation
temperature, the higher the reaction rate andyigdd. In developing countries, including
Ukraine, systems with lower heating costs (mesophilic temperature range) are mainly used
in order to increase the profitability of productigdhadan et al., 2023)Mesophilic
conditions (304 0 A C) u s uaanore diverseuapcptightlyt connected microbiome,
ensuring greater process stability. In contrast, thermophilic conditio 8 60 AC) r esul t
limitation of microbial diversity, making the systems more sensitive to changes in operational
parameters. Withtemperature changes, specific changes are observed in the dominant
microbial genera, such & rmicutes, Bacteroidetes, Thermotogae, Methanobacteréaids
Methanosarcinales An increase in temperature promotes higher metabolic activity,
accelerating sulbsate degradation and leading to more intensive methane production.
However, thermophilic systems tend to be less stable. A small increase in temperadture (1
AC) can cause a significant decrease in m
volatile faty acids (VFA) and acidification of the reactor. Mesophilic systems, on the other
hand, provide greater stability and are able to process a wider range of biomass, making them
less vulnerable. This requires a traafkin the design and operation of th®Athe higher
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productivity potential of thermophilic systems requires a careful weighing of the desired
outcomes, e.g. high biogas yield, against stability (Costopolou et al., 2023).

pH plays a significant role in regulating the composition and activityhefmicrobial
community. Acetoclastic methanogens, in particular, are extremely sensitive to pH, and their
productivity will be reduced at pH valubglow 6.2. Changes in pH lead to changes in the
relative abundance of various microorganisms, suclPrageobacteria, Firmicutesand
Bacteroidetes as well as the generhactobacillus, Methanocorpusulum, Petrimonas,
Proteiniphilum and Methanosarcina Excessive accumulation of VFA can lead to
acidification of the reactor and a drop in pH, which limits themgnoof methanogenic
communities and potentially causes the AD to shut down. High protein content in substrates
contributes to their enrichment with ammonium @M preventing a sharp drop in pH
(Costopolou et al., 2023).

Hydraulic retention time(HRT) and organic load (O} significantly influence
microbial communities and digester performance. Short HRT can reduce microbial diversity
and acetogenic bacteria, while fluctuations in OL affect bacterial and archaeal community
structure. High or unstable Ommay decrease diversity further, causing shifts between
Methanobacterium and Methanosarcina. HRT below a critical threshold and excessively high
OL can lead to methanogen loss, VFA and hydrogen accumulation, and pH drop.
Nevertheless, combining high OL witmoderately reduced HRT can enhance methane
production per unit reactor volume (Costopolou et al., 2023).

Substrate compositionThe composition of the substrate is a key factor shaping
microbial communities and determining biomethane production. Comgielstiocks favor
more diverse microbial populations. Main bacterial phyla, such as Chloroflexi, Bacteroidetes,
Firmicutes, and Proteobacteria, are prevalent regardless of substrate type, but specific
feedstocks enrich particular populations. For exampl@efaiineaceae and Rikenellaceae
dominate in food waste, whil€andidatus Methanoculleus thermohydrogenotrophicsim
more abundant in lipidich substrates. Substrate characteristics, including polysaccharide,
protein, and lipid content, directly affect amrsion and biogas yield, with lipids having the
highest methane potential (94.8%), followed by proteins (71%) and carbohydrates (50.4%).
Low C/N ratios can reduce AD efficiency and biogas production (lvanov et al., 2002;
Costopolou et al., 2023).

Inhibito ry compounds. Ammoniaconcentration is a significant inhibitor in anaerobic
digestion. Levels above 5 g/imainly as free ammonia nitrogegpassively diffuse into cells,
disrupting metabolism, pH, and proton motive force. Acetoclastic methanogens are most
sensitive, while microbial adaptation often involves syntrophic acetate oxidation coupled
with hydrogenotrophic methanogenesiethanothrixi s generally sensit
whereasMethanosarcina Methanoculleus and Methanobacteriumare more resistant.
Elevated ammonia leads to accumulation of VFAs, especially propionate and acetate, causing
instability in AD. The addition of trace elements (Fe, Co, Se, Ni) or zeolite can alleviate
inhibition and improve biomethanization. In a hybrid anaerobic Sidjdid (HASL) system
enhanced with a submerged biofilter, food waste digestion was improved: COD and VFA
generation increased in the acidogenic reactor, while total COD removal and methane
production increased in the methanogenic reactor, reaching 99% COD reandva6%
higher methane production compared to conventional HASL (Wang et al., 2003).

Lipidsare a major problem in municipal and fesdlustry wastewater because they are
present in high amounts and are difficult to remove completely. Although most fats can be
eliminated by physicehemical methods, the remaining emulsified lipids must be treated
biologically. During anaerobic digestion, fats are converted into-tbradn fatty acids, which
inhibit microbial activity and methane production. The addition of iron salts reduces this
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inhibition by binding longchain fatty acids into insoluble compoundsereby improving
their degradation and overall anaerobic digestion perform@waeov et al., 2002, 2014;
Tay et al., 2006; 2008).

Sulfateconcentrations of i3 g/L in anaerobic systems decrease methane production
due to sulfate reduction to sulfide bylfatereducing bacteria, which inhibit methanogens
through toxicity, substrate competition, and trace element precipitation (Chelliapan and
Sallis, 2015). Elevated sulfide levels can severely suppress biogas formation and cause
corrosion, odor, and hehl hazards. The addition of ferric hydroxide during anaerobic
digestion of sulfateich wastewater enhances treatment by stimulating-riedocing
bacteria, completely eliminating hydrogen sulfide from both biogas and liquid phases and
reducing the sulfateeducing bacteri#o-methanogen ratio sixfold (Stabnikov and Ivanov,
2006).

Volatile fatty acidgVFASs) accumulated in excessive amourakso has an inhibitory
effect. This occurs due to high organic load, increased carbohydrate content or high
concentréions of other obstructive compounds such a§ iaal ammonia nitrogen (TAN)
and lipids. Microorganisms responsible for the degradation of propionate and butyrate
(Syntrophobacter, Pelotomaculum, Smithella, Syntrophomeaasiecrease in number with
increasing organic load, leading to the accumulation of ViMethanothrixconcentrations
may decrease, whil&lethanoculleusand acetatexidizing bacteria Tepidanaerobacter
acetatoxydansmay increase, indicating a shift in acetate consumption from acstocla
methanogenesis to SA®lethanosarcinabundance may increase with the increase in VFA
in mesophilic reactors, as their growth promotes acetate accumulation.

VFA are positive for methane generation when their concentration remains within a
certain rage.Proteiniphilumplays a key role in the conversion of VFA to £0he interplay
of operational parameters and inhibitory compounds is critical. High organic loading can lead
to the accumulation of VFA, which lowers pH, inhibits methanogens, and thigrin
enhances VFA accumulation due to the lack of hydrogen consumption. This complex
network of interactions highlights the need for holistic system management to prevent
cascading failures. Microbial communities exhibit adaptability and resilience ts.stre
Understanding these adaptive mechanisms is key to developing more robust AD systems
(Mills et al., 2024). The influence of the parameters of the anaerobic conversion of organic
substances on the biomethane yield is analyzed in Table 2.

To increase thefficiency and stability of the anaerobic digestion process, various
methods of influencing microbial populations are used.

Bioaugmentation is the introduction of specific stresssistant or highly efficient
microorganisms into AD systems. The main gafahis is to enhance the system's ability to
produce biomethane and mitigate the effects of stressful conditions. The advantages of
bioaugmentation: high efficiency, resistance to stress loads, overall enhancement of the AD
process, reduction of toxic iifition (e. g., ammonia) and overcoming the limitations of the
psychrophilic regime. The metabolic activity of the microbial community is also improved,
the adaptability of microbes to cultivation changes is increased, and the overall biogas
production proess is enhanced. Representatives oClbstridiaceae, Pseudomonadaceae
and Syntrophomonadacedamilies are mainly used for bioaugmentation. However, there
are difficulties associated with compatibility with the local microbiota, dosage and frequency
of inoculum introduction (Alipoursarbani et al., 2025).
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Table 2

Influence of operational parametersand substrate compositioron microbial communities and

biomethane yield

concentration

Acetoclastic methanogens are most sensitive
Adaptation: transition to SAO +
hydrogenotrophic methanogenesis.
Methanothrixis sensitive Methanosarcinas
resistant.

Parameter Impact on microbial community | Biomethane production
Operationalparameters

Temperature Mesophilic (3640AC) : di v er s e] Increasingemperature
stability. Thermophilic (5@5A C) : I i n accelerates biosynthesis
diversity, sensitivity to change, specific CHa.
dominants Firmicutes, Bacteroidetes,
Thermotogae, Methanobacteriales,
Methanosarcinalés

pH Critical for structure and activity. Acetoclastiq Optimal pH is important
methanogens are sensitive (<6.2). Changes| for VFA degradation. A
phyla Proteobacteria, Firmicutes, drop in pH limits
Bacteroidetesand general@ctobacillus, methanogenesis.
Methanocorpusulum, Methanosarcjna

HRT and OL Short HRT reduces acetogenic diversity. Short HRT leads to VFA
Fluctuations irOL shape microbial community a nd H accun
structure, with high OL decreasing diversity | decrease, and
and causing shifts betwedfethanobacterium | methanogenesis inhibition
andMethanosarcina

Substrate composition

Substrate Complex substrate: more complex microbion Low C/N ratio reduces

composition higher metabolic diversity. Major phyla methanogenesis efficiency
(Chloroflexi, Bacteroidetes, Firmicutes,
Proteobacteriq Specific substrates enrich
different populations.

Ammonia NH4+>5 g/L inhibits AD (FANNH3). Micronutrients and zeolite

can mitigate the negative
effects of methanogenesig
inhibition by excessive
NH4*.

sulfatereducing bacteria, which compete with
methanogens for substrates and inhibit their
activity through sulfide production.

Lipids Alters the microbial community structure by | Reduce biomethane
inhibiting acidogenic and methanogenic production by suppressing
microorganisms due to the accumulation of | methanogenic activity
long-chain fatty acids.

Sulfate Shifts the microbial community by promoting| High sulfate

concentrations reduce
biomethane prodiion by
inhibiting methanogens
through sulfide formation.

Volatile fatty
acids

Excessive accumulation inhibits AD.
Propionate/butyrate decomposers may
decreaseMethanothrixmay decrease,
Methanoculleugnd SAOB increase.
Methanosarcinanay increase also.

VFA are precursors, but
excessive accumulation
causes acidification, pH
drop and methanogen
limitation.

Co-digestion involves mixing different organic substrates in different ratios. This
approach is often preferable to medigestion due to numerous advantages. It allows for
improved carbon to nitrogen ratio (C/N, optimum-3%&1), increased biodegradability,
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efficient removal of solids (VS) and contributes to the sustainability of production. Co
digestion helps to achieve a balamfenutrient components, dilutes inhibitory compounds

and provides buffer capacity of the system. As a result, an increase in methane yield and more
efficient operation of the digester is observed. In additiondigestion contributes to
increased microblaliversity and stability of the system. Examples of successfdigmstion

are combinations of fruit/vegetable and food waste, as well as cow manure, chicken manure
and whey. Lignocellulosic agricultural residues are also a priority feedstock-fbhgestion

(Quin et al., 2025).

Inoculation is the introduction of microorganisms into the digester to initiate anaerobic
fermentation. Traditional sources include cow manure from a manure pit or waste activated
sludge from an operating digester. Marine sedininas also been found to be a promising
microbial source for inoculation. Optimizing the process requires determining the optimal
inoculum to substrate ratio. Typically, it is added in the rangeid(%. Studies have shown
that the initial inoculum adapto the digester conditions, making further continuous addition
of manure unnecessary once microbial adaptation is achieved. Proper inoculation enhances
the bacterial community, leading to increased specific biogas production and methane
content, as weks reduced hydraulic retention time. Timely and appropriate inoculations can
also reduce the risks of acidification by maintaining a balance between acidogens and
methanogens (Abouelenien et al., 2021).

Application BiolronTech process that i microbial ironbased treatment in which
Fe(lll) is biologically reduced to Fe(ll), transforming iron particles and forming ferrous/ferric
compounds that adsorb and precipitate pollutants such as sulfides, lipids, and recalcitrant
organics. By removinghtse inhibitory compounds, the process stabilizes anaerobic
digestion and enhances biomethane produ¢ti@mov et al., 2014)

New and promising technologies New, promising technologies are constantly
emerging in the field of biogas production. One @fithis the use of microbial electrolysis
cells (MEC), which, in combination with anaerobic digestion, can increase the efficiency of
biomethane production by using electricity to stimulate microbial processes. Another
innovative direction is the integratiarf biogas plants with other systems, for example, with
hydroponic farms, which allows the reuse of nutréctt by-products of anaerobic digestion
for plant cultivation. The use of nanotechnology, in particular metal nanoparticles, is also
considered aa way to increase the efficiency of biogas production by stimulating the activity
of microorganisms. New approaches to biogas generation itself are also being developed,
aimed at optimizing the process and increasing the yield of the target product. The
effectiveness of implementing promising technologies for archaic bioconversion of organic
matter into biogas is shown in Table 3.

Microbial electrolysis cells(MECs) are advanced hioelectrochemical systems that use
an external electrical potential or currénotproduce hydrogen or biomethane from spent
biomass or wastewater. This technology involves an anode that is functionally similar to
microbial fuel cells (MFCs), but the cathode receives additional current from a DC source.
Specially tuntdanfogen@esli s¢ctor cemMeectr oacti ve
electrotrophs attach to the anode. Here, they oxidize organic substrates to carbon dioxide
using an electrode material, typically graptbtesed, as the final electron acceptor.

The electrons generatday this anodic oxidation reaction flow through an external
circuit. These electrons are then used to biocatalyze reduced target molecules such as
hydrogen (H), acetate (CECOOH), or methane (CHl In particular, the oxidation of
chemical oxygen demand (©Q in wastewater at the anode can be effectively combined
with biogas upgrading to biomethane, creating an integrated and highly efficient process
(Mers et al., 2023).
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Table 3
Development of promising technologies for archaic bioconversion of organinatter into biogas

Technology Main advantage Result Key mechanism
Microbial Increased methane Improved Stimulation of
electrolysis cells yield, process methanogenesis microbial
stability processes
Integrating Substrate Improvement of Better nutrient
bioconversion with optimization, methanogenesis balance
hydroponics environmental
friendliness
Nanotechnology Stimulation of Improving biogas Increasing
microorganisms quality metabolic activity
Process optimizatior Reduction of Increase of biogas Control of
operating costs, yield parameters
processstability (temperature, pH

The integration of MEC into anaerobic digestion (MBD) systems significantly
improves the overall efficiency of the digestion, which is manifested in an increase in
methane comint and its production rate. Studies have shown that the methane production rate
and stabilization time in ME@D systems were on average 1.7 and 4.0 times higher than in
traditional AD reactors. The increase in methane yield (up to 200%) and procdgty $tabi
times faster stabilization) indicate that MEC is not just an additional technology, but a
transformational one. They fundamentally change the microbial environment, providing
more reliable and efficient anaerobic digestion, especially for contpilgixly concentrated
feedstocks. Demonstrate increased tolerance to adverse environmental factors such as high
organic loads, the presence of inhibitors. Current research focuses on the optimization of
cathode materials. Platinum is a highly efficient mateior proton recovery, however,
activated carbon is being studied as a suitable and cheaper alternative. Integration with carbon
nanotubes (CNTs) for biocathodes is also a promising direction. The role of specific
microbial populations such &eobacterand Shewanellan electron transfer is crucial for
optimizing both electricity and hydrogen/ me

Integration of biogas plants with hydroponic farms The integration of anaerobic
digestion (AD) with aquaponics oytiroponics creates an innovative closed system that
effectively manages waste and simultaneously generates energy, promoting circularity in
food production. In such systems, the waste generated in aquaponic systesaten fish
feed, fish feces and dedidh - are sent to an anaerobic biodigester after a-fjrstion
process. This allows, together with the production of biogas, to avoid environmental
pollution.

Co-digestion of aquaponic effluent with cattle manure has shown better biogas
production reslts compared to monrdigestion. This integration leads to powerful
synergistic effects, such as increased overall biogas production, improved organic load
conversion and achieving a better nutrient balance, which contributes to the overall stability
of the process. The mineral richness of tilapia sludge, which is a component of aquaponic
effluent, can enhance the enzymatic activity of microorganisms in the manure, optimizing
the fermentation process (Paes et al., 2025). The concept of a "closed systeireygoel
simple waste treatment, creating a seiftaining cycle where waste from one process
becomes a valuable input for another, reducing the need for primary resources and
minimizing emissions to the environment.
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Nanotechnology Nanopatrticles (NPs) ka unique properties such as large specific
surface area and high reactivity, which makes them attractive for many applications,
including bioenergy. In anaerobic digestion (AD), metal nanoparticles can significantly
affect the activity of anaerobic micn@anisms, stimulating both hydrogen and methane
production. The mechanisms of this positive effect depend on the chemical formula of the
nanoparticles. Nanoparticles based on trace elements such as iron, cobalt and nickel promote
the synthesis of essenti@zymes and coenzymes that are crucial for the metabolic activity
of anaerobic microorganisms, thereby directly improving their productivity. For example, the
optimal concentration of nickel nanoparticles (NiNPs) can increase the volume of biogas and
methane by 1.7 2.0 times. The addition of magnetic nanoparticles (MNPs) up to 100 mg/L
can increase hiogas production by-2.2 times compared to the control. Nanoadditives
without trace elements can absorb inhibitory factors, reducing their harmful effects
microbial activity. Studies have shown that methane production phases are more sensitive to
the addition of these nanoparticles than hydrogen production phases. In addition,
nanoparticles can improve biogas quality by significantly reducing or coryptetaoving
hydrogen sulfide concentrations (Zhu et al., 2021). The prospects for the application of
nanotechnology in bioenergy are promising. Current trends include the development of
specialized multifunctional nanomaterials that are stable and biatiégea Nanomaterials
are expected to lead to significant efficiency improvements, cost reductions in the bioenergy
sector, and be integrated with other technologies, such as artificial intelligence, to further
optimize bioenergy production.

Advanced monioringmet hods and fAomi cso approaches

Advanced monitoring methods and Aomicso
understanding of microbial diversity, physiology, interactions, and metabolic networks in
AD systems. This is crucial for optimizing theoductivity and sustainability of bioprocesses.

Key methods include higtihroughput sequencing (e.g., 16S rRNA) for microbial community
anal ysi s. Mor e comprehensive Afomi cso ap
metatranscriptomics, metaproteomics, and metaiols, provide unprecedented insights
into microbial functionality (Ana et al., 2021). The advantages of these methods are to
identify the functional importance of specific microorganisms and to elucidate complex
microbial interactions, such as metaboliogsfeeding. They also allow the identification of

key microorganisms and regulated functional proteins that influence the process. In addition,
these approaches allow the evolution of the microbial community to be tracked in response
to changing operatinconditions. The application of this knowledge involves the integration

of detailed chemical and biological fingerprinting with machine learning models. This creates
a new approach to understanding the microbial ecology of the AD. Bioaugmentation, co
fermentation and microbial pretreatmentall these directions explore the principles of
synergy in microbial communities. It is not just about adding more microbes or substrates,
but about creating conditions under which different microbial groups complesaeht
other's functions, leading to more reliable and effective cooperation. The increasing use of
"omics" technologies and machine learning indicates a shift from an empiricahttiatror
approach to a more guided, predictive and mechanistic undergjasfdhe AD. This is a
significant trend in the field, moving towards the development of "smart" digesters (Song et
al., 2021).
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Biogas purification and enrichment

Biogas, a product of anaerobic digestion of organic matter, is an important renewable
energy source. However, for its effective use, in particular as biometremanalogue of
natural gas, it is necessary to purify it from impurities and increase the concentration of
methane. The main undesirable components of biogas are carbon dioxigiehig@itbgen
sulfide (HS), water (HO), as well as trace amounts of nitrogen)(ldxygen (G), ammonia
(NHs) and siloxanes (Figure 8).

H,S N2 / H,0 & O,
204 _ 3% , 1%
T~ /
€0 CH,
39% 55%
Figure 8. dhemical composition of &

The main technologies for cleaning and enriching biogas are: membrane (removal of
carbon dioxide, hydrogen sulfide and other impurities); adsorption (purification using
activated carbon, zeolites and other adsorbents); cryogenic (separation into methane an
carbon dioxide using the method of using low temperatures).

Membrane technologiesre one of the most promising and widely used for removing
carbon dioxide, hydrogen sulfide and other impurities from biogas. The principle of operation
is based on the fierent permeability of the components of the gas mixture through a
selective membrane. Biogas is supplied under pressure to one side of the membrane.
Components with higher permeability (for example, .C&S, HO) pass through the
membrane faster than thane (CH), which has a lower permeability. Thus, two streams are
obtained at the exit of the membrane module: a methariehed retentate (product) and a
permeate containing separated impurities. Polymer membranes are most commonly used,
including polyimide, polysulfone, cellulose acetate, and polydimethylsiloxane. Each type of
material has its own advantages and disadvantages in terms of selectivity, permeability,
resistance to biogas components, and cost. In recent years, membranes based on inorganic
materials (ceramic, metal) and mixed matrix membranes (Mixed Matrix Membranes,
MMMSs) have been actively developed and researched. Equipment for membrane biogas
separation is compact, modular, easy to operate, and easily automated. For most processes,
thereis no need for chemical reagents (Kramer, 2023).

Disadvantages include the sensitivity of membranes to some impuritfgssfléxanes,
heavy hydrocarbons), which may require preliminary purification of biogas; methane losses
with permeate (A5 %); the eed for periodic replacement of membrane modules (Aguilloso
et al., 2024).
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Adsorption technologiesre based on the ability of solid porous materials (adsorbents)
to selectively absorb certain components of a gas mixture on their surface. Pressure swing
adsorption (PSA) or vacuum pressure swing adsorption (VSA) technology is most often used
for biogas purification. The PSA process includes four stages: adsorption, desorption
(pressure reduction), purging and pressure equalization. Biogas under pressagseds p
through a layer of adsorbent, which selectively absorhs BfS, N, and water vapor, while
methane passes further. After saturation of the adsorbent, the pressure in the column is
reduced (or a vacuum is created in the VSA), which leads to theptdesasf the absorbed
impurities. For continuous operation, several adsorption columns operating in parallel are
used.

Types of adsorbentga) activated carbon: used to removeSisiloxanes and volatile
organic compounds. It has high porosity amteeloped surface. Can be treated with special
substances to increase selectivity to certain impurii@zeolites (molecular sieves): these
are synthetic or natural aluminosilicates with a regular microporous structure. Effective for
the removal of CQ H.S, N; due to the molecular sieve effect and different strengths of
adsorption interaction. The type of zeolite is chosen depending on the size of the molecules
to be removed(c) other adsorbentsnetal oxides (e.g. iron oxide for chemisorption aBhi
silica gels (for desiccation), aluminogels and new materials such as-argaaic
frameworks (MOFs), which demonstrate high selectivity and adsorption capacity (Awe at
al., 2017)

The use of adsorption technologies ensures the production ephigi methane (up
to 99%), the possibility of simultaneous removal of several impurities and, with proper
regeneration, a long service life of the adsorbdtdsvever, their implementation requires
relatively high capital costs, regeneration consumes a latefyg, and some sorbents are
sensitive to moisture and heavy hydrocarbons (Awe et al., 2017).

Cryogenic biogas separation technologies are based on the difference in
boiling/condensation temperatures of its components. When gradually cooled to low
temperatires, components with higher boiling points condense and are separated first. The
biogas is first compressed and cleaned of wate3,afd other impurities that can freeze and
block equipment at low temperatures. The gas is then gradually cooled. Carhde (LQ)
is condensed and separated from methane)(@Hemperatures fror8 5 A-85t AC and
elevated pressure (depending on the specific process scheme). High purity methane (over
99%) remains in the gaseous phase and can be liquefied (if negdsstmther cooling to
approximatelyl 6 2 A C. I n addition, t hepredudt-dquid he po
C0O,, which has commercial value. (Tan et al., 2017). However, high capital and operating
costs and significant energy consumption mdiasé technologies cesffective only for
largescale production.

The choice of the optimal technology for biogas purification and enrichment
depends on many factors, including the required degree of methane purity, production
volumes, economic indicatoed environmental requirements. Often, hybrid systems are
used to achieve optimal results, combining the advantages of different technologies. For
example, HS removal by adsorption before feeding biogas to a membrane or cryogenic plant.
Further researchnd development is aimed at creating more efficient, selective and cost
effective materials and processes for biogas purification.
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Conclusions

Methanogenesis is a complex, multifactorial process that can be intensified through the
combined optimization of microbial consortia and digester design. Advanced reactor
configurations such as UASB, EGSB, AnMBR, and hybrid biofimembrane systems
enhance substrate solids concentration, mass transfer, and biomass retention, leading to
shorter hydralic retention times and higher biogas yields.

The efficiency and stability of methane production are largely determined by the
composition and balance of microbial consortia, including methanogenic archaea and
syntrophic bacteria. Targeted manipulation thfe microbiotd through inoculation
strategies, stimulation of direct interspecies electron transfer, antlifimgy of operational
parametei® can significantly improve process resilience and methane vyield.

An integrated microbiologicaéngineering appr@h has been shown to increase
methanogenesis productivity byiZ%, depending on the type of feedstock. For sstlle
biogas systems, simple and robust digester designs that maintain favorable conditions for
microbial activity remain particularly impamt. Future research should focus on moleeular
level modeling of microbial communities and the development of intelligent digester control
systems to enable precise and adaptive process management.
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Introduction. To address the limited biological value of refin
wheat bread, this study investigated the technological properti
chickpea flour sourdoughs prepared with selected lactic acid ba
and their effects on the quality wheat bakery products.

Materials and methods. Chickpea sourdoughs were prepai
from chickpea flour and water (1:1) and inoculated w
Lactiplantibacillus plantarumLentilactobacillus buchnerand their
mixed culture, followed by fermentation ati®5 A C . Sou
acidity and microbial activity were determined, and wheat br
quality was evaluated based on key technological, physicochen
and sensory parameters in triplicate experiments.

Results and discussionChickpea sourdough fermentation w
characterized by a slow initial increase in acidity followed by a st
rise between 7 and 10 h, reflecting the adaptation and activati
lactic acid bacteria. Maximum microbial activity was observed ¢
14i16 h of fermentation, whereas further prolatign led to
excessive acidification and deterioration of technological proper
Sourdoughs fermented with Lactobacillus buchneri exhibited
highest acidification and gdsrming capacity, indicating intens
metabolic activity but with an increasddkr of excessive acidity. Ir
contrast, Lactobacillus plantarum showed lower activity ur
conditions of limited fermentable sugars, resulting in a milder
more neutral aromatic profile but less uniform crumb porosity in
final bread. The use of a ra&id starter culture ensured balanc
acidification and stable microbial activity. Bread produced v
mixed-culture sourdough demonstrated the highest specific volt
improved crumb structure, and superior sensory characteristics
optimal conditions dr chickpea sourdough preparation we
identified as 1416 h of fermentationat 33 5 AC, und e
lactic acid bacteria activity was achieved at a moderate final ac
of 1211 6 A.

Conclusions.Chickpea flour sourdoughs prepared with selec
lactic acid bacteria significantly influenced fermentation beha'
and bread quality, with an optimal fermentation time ofi&th. A
mixed culture of Lactiplantibacillus plantarum and
Lentilactobacillus  buchneri provided the most balance
technological and ssory properties, indicating its potential f
producing wheat bread enriched with chickpea flour.
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Introduction

Analysis of the current bakery assortment reveals a predominance of products
manufactured from refined wheat flour of the highest and first grades. Such products are
characterized byimited biological value due to an unbalanced amino acid composition,
particularly lysine deficiency, as well as a low content of dietary fiber (Buyalska et al., 2020).

With the growing consumer demand for foods with enhanced biological value and
functiond properties, the incorporation of ntraditional raw materials into bakery production
has become increasingly important (Guin® a
Numerous studies have focused on enhancing the quality of bread andbaBiedr
confectionery products through the partial replacement of wheat flour with plant ingredients
rich in dietary fiber and bioactive compounds (Chochkov et al., 2022;-Beoebar et al.,

2025; Sanfilippo et al., 2023; Shevchenko et al., 2023; Stabnikova2222).

In this context, the application of legume flours in bakery technology represents a
promising approach to improving the nutritional and biological quality of bakery products, in
line with current food industry trends focused on heattented ods (Sadohara et al., 2022;
Stabnikova and Paredes: pez, 2024) .

One of the most promising types of legume raw materials for the enrichment of bakery
products is chickpea flour (Shrivastava and Chakraborty, 2018; Xing et al., 2021). Chickpeas
typically cantain 19 29 g of protein per 100 g, which is more than twice the amount found in
cereal grains. Of particular value is the high content of lysine, an essential amino acid that is
deficient in wheat flour. In addition, chickpeas are rich in dietary fibercbntent of which
may exceed 20 g/100 g depending on the biotype, as well as in unsaturated fatty acids such as
linoleic and oleic acids. Chickpea flour is also characterized by a low glycemic index (Santos
et al., 2018; Wang et al., 2021).

Partial replaement of wheat flour with chickpea flour in bread formulations improves the
nutritional value of the product due to increased contents of dietary fiber and protein, as well as
amino acid complementation between legumes and cereals. However, the inicorpodrat
chickpea flour into bread formulations also leads to technological challenges, manifested by a
reduction in loaf volume, deterioration of crumb texture, and the appearance of a characteristic
legume flavor. In wheat bread formulations containinglgtga flour, it is advisable to limit
the replacement level to up to 10% of wheat flour. At this level of substitution, the dough,
despite reduced extensihility, is characterized by good resistance to mechanical stress. Higher
levels of chickpea flour aditin result in increased dough stickiness and decreased dough
stability, leading to bread with a firmer crumb and a significantly reduced volume (Boukid et
al., 2019; Ouazib et al., 2016). Such effects of chickpea flour are primarily due to a reduction
in gluten content in the dough as a result of partial replacement of wheat flour, and secondarily
to conformational changes in gl utenshger ot ei n
structures within the protein matrix (Kotsiou et al., 2022; Mohanhet al., 2012).

Chickpea flour, similarly, to flours derived from other legumes, contains a range of
antinutritional compounds, including oligosaccharides (raffinose, stachyose), phytic acid, and
trypsin inhibitors, which may negatively affect nutriefisarption and cause undesirable
physiological responses such as flatulence. To reduce the content of these antinutritional
compounds, the application of pretreatment methods to legume raw materials is considered
advisable when they are used in bakery petdn. For this purpose, processes such as
fermentation, soaking, and germination are commonly applied. Fermentation of raw materials
in the form of sourdoughs is regarded as the most effective approach for improving their
nutritional profile, owing to a eduction in antinutrient concentration and enhanced
bioavailability of macreand micronutrients (Kahala et al., 2021; Kaur and Prasad, 2021).
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In breadmaking, sourdoughs based on wheat or rye flour are traditionally used. The use
of sourdoughs prepared fmonontraditional crops represents a promising direction in the
development of baking technologies, providing a range of functional and technological
advantages (Cheliabiieva and Sosedova, 2018; Conte, 2018).

Advances in sourdough biotechnology highligitg functional roles of lactic acid bacteria
and yeast and their symbiotic interactions, resulting in a complex microbial ecosystem that
maximizes the use of flour components (Arora et al., 2021). Additionally, the establishment of
a mature and functionabsrdough is influenced by several factors, including flour type, water,
additional ingredients (Gobbetti et al., 2016), enzymatic activity (Ercolini et al., 2013), and
fermentation conditions (De Vuyst et al., 2014; Minervini et al., 2014). Among thesesfac
the type of flour used is considered a critical determinant (Pontonio et al., 2017; Rizzello et al.,
2016).

The integration of legume fermentation processes into modern breadmaking is
predominantly achieved through the use of spontaneously fermmmiedbughs Mykhonik
and Hetman, 2022). However, in industrial bakery production, the application of spontaneously
fermented sourdoughs has certain limitations. Such sourdoughs are characterized by slower and
less predictable fermentation dynamics, whialgdy depend on environmental conditions,
including temperature, humidity, and raw material composition. Moreover, during their
maintenance, there is an increased risk of contamination by undesirable microorganisms, which
may adversely affect the qualitycstability of the final product (Arora et al., 2021).

In contrast, inoculated sourdoughs obtained by the addition of specifically selected yeast
and lactic acid bacteria strains provide a higher level of control over the fermentation process.
This approagh enables faster and more reproducible fermentation, reduces the risk of
microbiological contamination, and enhances the technological safety and stability of the
process. Consequently, inoculated sourdoughs are particularly effective under industrial
corditions, where consistent process parameters and controlled fermentation times are required
(Lima et al., 2023).

Fermentatiord both spontaneous (Tygeand guided by selected lactic acid bacteria
(Typell) has been shown to improve the nutritional peofif legumes by degrading anti
nutritional factors and enhancing protein digestibility, fiber bioavailability, and phenolic
compounds (Curiel et al., 2015; Gobbetti et al., 2019; Rizzello et al., 2017; Schettino et al.,
2019). Moreover, fermentation pagdly affects the technological and sensory properties of
legume flour, promoting their use in industrial applications.

Fermentation of chickpea flour using selected lactic acid bacteria strains is an effective
biotechnological approach for the targeteddification of its nutritional, biological, and
functional technological properties. The application dfctiplantibacillus plantarum
(formerly Lactobacillus plantarufy Limosilactobacillus fermentum Pediococcus
pentosaceysand Levilactobacillus brevisensured active microbial development in the
chickpea flour substrate and intensive acidification, resulting in a pH decrease frémb €2
4045after2448 h of fer mentation at approxi mat el
with the proteolytic actity of lactic acid bacteria, leads to partial hydrolysis of chickpea
proteins, manifested by an increased content of free amino acids antbleaularweight
peptides. The most pronounced proteolytic effect was observed kaotiplantibacillus
plantarumwas used, indicating its high potential for improving the digestibility and biological
value of plant protein. At the same time, the degradation of prptiyphenol complexes was
observed, which limit amino acid availability in rermented chickpeadur. A significant
outcome of lactic acid fermentation is the reduction of antinutritional compounds, particularly
phytic acid, whose content decreases 682 depending on the strain applied. This effect is
attributed to the activation of endogenouskpea phytases under acidic conditions, as well as
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to the phytase activity of certain lactic acid bacteria strains, primiasityiplantibacillus
plantarumand Pediococcus pentosaceukhis leads to increased bioavailability of mineral
elements, particullriron, zinc, and calcium. In addition, fermentation contributes to the partial
inactivation of protease inhibitors and a reduction in the content of raffinose and stachyose
oligosaccharides. Lactic acid fermentation also has a positive effect on tbridamnti
properties of chickpea flour. This is associated with the release of phenolic compounds from
their bound forms as a result of enzymatic transformations, which further enhances the
functional value of the product (Chiacchio et al., 2025; DiBiaselet , 2019,; S8ez e
Thus, lactic acid fermentation is an effective biotechnological tool for modifying the
protein and mineral composition of chickpea flour, reducing the content of antinutritional
factors, and improving its technological prdpes. Fermented chickpea flour can therefore be
considered a promising ingredient for the development of functional bakery products. At the
same time, the use of chickpea flour fermented with selected lactic acid bacteria strains in
breadmaking technologyequires further investigation of the technological properties of
chickpea sourdough and its influence on the quality characteristics of the finished products.

Materials and methods
Materials

Pure cultures of lactic acid bacterictiplantibacillusplantarum(formerly Lactobacillus
plantarun) UKM B-2694 (hereinafter. plantarum andLentilactobacillus buchne(formerly
Lactobacillus buchneyiUKM B-2666 (hereinafter Lbuchner), obtained from the Ukrainian
Collection of Microorganisms of the D.&abolotny Institute of Microbiology and Virology
of the National Academy of Sciences of Ukraine, were used for the preparation of chickpea
sourdoughChi ckpea flour (TM ASto Pudovodo) with ai
preparation.

Preparation of chickpea sourdough samples

During the study, three sourdough samples were prepared and inoculated with different
lactic acid bacteria cultures: sample I.. buchnerj sample 2 L. plantarum sample 3 a
mixed culture of.. plantarumandL. buchneri

To prepare the sourdough, chickpea flour and water at a temperatuia 30AC wer e
mixed at a ratio of 1:1, and 1 ml of a suspension of lyophilized lactic acid bacteria culture was
added per 100 g of the watéiour mixture (Table 1).

Table 1
Formulation for chickpea sourdough preparation
Raw material Samplel Sample 2 Sample 3

Chickpea flour, g 1000 1000 1000
Water, g 1000 1000 1000
Pure culture of. buchnerj ml 2.0 - 1.0

Pure culture of. plantarum ml - 2.0 1.0

The samples were fermented ati325 A C. During fermentatio

sourdough and the activity of lactic acid bacteria were monitored periodically.
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Preparation of dough samples

Wheat bread was baked with the addition of 10% chickpea flour (cpasa partial
replacement for wheat flour. Experimental samples were prepared with the addition of
chickpea sourdough containing the same amount of chickpea flour as in the control sample.
Dough mixing was performed using an ESHER dough mixer (ltalyjshspeed for 46 min
and at second speed far8min. The initial dough temperature was25% A C. The do
was left to ferment for 90 min at atemperature 3@ AC. Aft er fer ment at
were shaped and placed in a proofing chamber (Svahéin AB DG-21, Sweden) at 338
AC, after which they wer e ba k2¢ ®wedem)ab2i0d e ck ¢
230 AQ35mnr 30

Methods

Sourdough acidty A 5 g sampl e of sourdough was tr
water in gporcelain mortar until a homogeneous suspension was obtained. Subsequently, 3
5 drops of a 1% alcoholic phenolphthalein solution were added, and the suspension was
titrated with 0.1 mol /I NaOH u3@id. aThpal &ci
value was calculated by multiplying the vol
et al., 2024).

Lactic acid bacteria activity. A 20 g sampl e of sourdough
water at 40 AC wuntil a homogemacpensiomen gl
aliquots were transferred into two test tu
methylene blue solution was added, while the second test tube served as a control. The tubes
were incubated at 40 AC.

The activity of lactic acidbacteria was assessed based on the time (in minutes) required
for decolorization of the test sample. Activity was classified as low when decolorization
occurred within901 0 0 mi n, 150i gnh nat addi2 ¥ emynh{ Gbdanhkd
2024).

Specifc volume of bread Bread volume was determined using the traditional rapeseed
displacement method. Measurements were performed in duplicate, and deviations between
parallel determinations did not exceed 5%. The specific volume of bread was calculated by
d viding the | oaf volume by its weight and
2016).

Porosity of bread The porosity of bread reflects the volume of the pores in a certain
volume of the crumb, expressed as a percentage to the total volurhey@®feet al., 2015).

Bread shape stability (H/D) The height and diameter of hearth bread were measured
using a ruler or a specialized measuring device. The shape stability index (H/D) was
calculated as the ratio of product height (H) to product diani@)giDrobot et al., 2015).

Bread crumb moisture content Two metal weighing dishes were each loaded with 5
g of ground bread crumb. The dishes containing the crumb were placed in a drying oven
(SESh3 M) and dried for 45 mi terdsinhg, tlee dishesmprer at u
transferred to a desiccator and cooled farl20 min. The cooled dishes were then weighed,
and the mass fraction of moisture in the bread crumb alaslated (Drobot et al., 2015)
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W= (m-mz) / m) T 100 %,

where m is the mass tife bread crumb sample before drying;isthe mass of the box with
the sample before drying;.nis the mass of the box with the sample after drying.

Crust and crumb color of bread The breadslice crumb and crust colour were
analysedusinga colorimeterChroma meter CRR00 (Minolta, Osaka, JaparTjhree colour
coordinates were recorded: (B (darklight); (2) az (greenred) and (3)? (blue-yellow) as
well as the total colour difference®z) which was subsequently recorded to understand
human perceivable differences (e.g., less than onepeoreivable differences, one to three:
minor perceivable differences and more than three: perceivable differgiinmsdn et al.,
2025:

YO oo G @ g W,
wher e L *, thecdlor pasameterstof the coatrolesample, and L*, a*, and b* are

those of the experimental sample. Each parameter was measured at five different points, and
the mean value was used for calculations.

Statistical analysis
The reliability of theobtained results was ensured by performing the experiments in

triplicate. The experimental data were subjected to statistical analysis using standard
Microsoft Office software packages.

Results and discussions
¢ hickpea sourdough development using pureuttures of lactic acid bacteria

The study of the dynamics of acidity accumulation, as the main indicator characterizing
sourdough maturation, showed that at the initial stage of sourdough development the
accumulation of acidity in all sourdough samplesupped slowly and uniformly. The data
on acidity accumulation in the sourdough samples are presented in Table 2.

Table 2
Acidity of sourdoughs during fermentation, degrees
Fermentation | Samplel (L. Sample 2 Sample 3 (mixture ofL.
time, h buchneri) (L. plantarum) plantarumand L. buchneri)
0 5.0 5.0 5.0
4 6.0 6.0 6.0
7 7.0 7.0 7.0
10 12.0 11.8 12.0
14 15.0 14.0 15.0
16 16.0 14.7 15.5
24 25.5 23.0 25.0
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During the first four hours of fermentation, an increase of 1 degree of acidity was
observed in all sourdough samples. Further evaluation of acidity during sourdough
fermentation showed that a significant increase in acidity occurred after seven hours of
fermentation: in the period from 7 to 10 h of fermentation, that is, over three hours, the acidity
increased by 5 degrees. After the 10th hour of fermentation, a change in the dynamics of
acidity accumulation was observed. In the sourdough samples cogtaictic acid bacteria
L. buchneriand the mixed culture df. buchneriand L. plantarum acidity accumulation
proceeded similarly, whereas in the sourdough contalniptantarumthe acidity at 14 h of
fermentation reached 14 degrees, which was 1 dégsee than in the other samples. At 16
h of fermentation, the acidity in the sourdough sample containimdantarumwas also
lower than in the sample containiihg buchneri(by 1.3 degrees); a slightly lower rate of
acidity accumulation was also obserwedhe sample containing the mixed culture of lactic
acid bacteria.

Fermentation of the sourdough for 24 h demonstrated the preservation of the differences
in acidity development among the samples. After 24 h, sourdoughs with high acidity values
in the range of 23.025.5 degrees were obtained. Considering the aim of the study to obtain
chickpea sourdough suitable for bread production with a lower acidity level, a parallel
investigation of the activity of lactic acid bacteria in these sourdoughs was cedlice
results of this investigation are presented in Table 3.8.

Determination of the activity of lactic acid bacteria in the experimental sourdoughs
showed that high and very high activity levels were reached aftd614 of fermentation.

Prior to thistime, the activity of lactic acid bacteria in the sourdoughs remained low.

During the study, it was found that in sourdoughs inoculatedlwitiuchneriand with
the mixed culture of. buchneriandL. plantarum the activity of lactic acid bacteria was
very high, whereas in the sourdough sample inoculatedlwighantarumthe activity was
high; moreover, the duration of indicator discoloration during the analysis of this sourdough
was twice as long as in thehet samples.

Table 3
Activity of lactic acid bacteria in sourdoughs during fermentation
Fermentation Samplel Sample 2 Sample 3 (mixture of
time, h (L. buchneri) (L. plantarum) L. plantarumand L.
buchneri)
4 >100 min >100 min >100 min
7 >100 min >100min >100 min
10 70-100 min (low) | 70-100 min (low) 70-100 min (low)
14 21 min (very high) | 48 min (high) 24 min (very high)
16 18 min (very high) | 40 min (high) 21 min (very high)

The observed differences in the activity of lactic acid bacteria may be attributed to the
different adaptability of these cultures to the chickpea flour substrate and to differences in
their metabolic fermentation mechanisms. Chickpea flour contains gediramount of
sugars required for the growth and metabolic activity.gflantarumstrains. In particular,
chickpea flour contains 0.08.2% glucose, 0.02.15% fructose, 0i3.2% sucrose, and
0.05 0.3% maltose. When the content of fermentable sugatfseirsaurdough is low.,.
plantarum bacteria reduce their activity, in contrast ta buchneri which are
heterofermentative cultures capable of metabolizing other nutrients.
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In addition,L. buchneribacteria produce acetic acid as a result of fermentatomegses,
in contrast td_. plantarum which predominantly produce lactic acid. This also contributes to
the formation of higher acidity values (Di Biase et al., 2019). In the sourdough sample obtained
using a combination of these two cultures, the lower activity plantarumis compensate
by the activity ofL. buchnerj which promotes the achievement of acidity and lactic acid
microbiota activity at a level comparable to that of the sample contdinmg-hnerialone.

Chickpea flour is characterized by a relatively low content of sisygdars available for
lactic acid fermentation, the total amount of which, according to literature data, does not exceed
0.4i 1.8% of dry matter. The major proportion of carbohydrates is represented by raffinose
family oligosaccharides, which cannot be diseatilized by most lactic acid bacteriBegum
et al., 2023). The limited availability of fermentable sugars, combined with the high buffering
capacity of chickpea raw material, determines the specific features of sourdough acidification
and may explairthe lower titratable acidity values observed in sourdoughs inoculated with
homofermentative cultures bf plantarum

Therefore: (1) the duration of chickpea sourdough development using pure cultures of
L.. pl aamdLla.r.ubmu wdsr4élr6i h A% ; £Ckhe final acidity of mature
sourdoughswas 126 A f or sour dolLug hbsy dhinsecr| Bbeds wut b
inoculatedwiti. . . p| aand18r6um\ f or sourdoughs inocul at
ofL.. pl andlL ars b m¢3lacte acid bacteria activity at this stage was high or very
high: very high for sourdoughs with. . b u, bighrfoe sourdoughs with . . p | aamd ar um
very high for sourdoughs with the combined culture; (4) the mature sourdough exhibited the
appearance @ wellaerated, loose mass.

It should be noted that the transformation of sourdough consistency into such a loosened
structure occurred from the 14th hour of fermentation, since sensory evaluation at the 12th hour
of fermentation indicated that the soundh was still a rather viscous, flowable mass.
Comparative visual evaluation of the consistency and appearance of the sourdoughs showed
that, in the case of fermentation withbuchnerj the sourdough exhibited the loosest and most
aerated consistency, riaining a large number of large gas cells in its structure. This is due to
the fact that, in addition to organic acidis,buchneriactively produce carbon dioxide. The
sourdough sample prepared udinglantarumhad a less loose consistency; the gds telts
structure were smaller in size and fewer in number, and the overall consistency was denser,
since these bacteria predominantly produce lactic acid and only very small amounts of carbon
dioxide. The sourdough sample prepared with the mixed coltlaetic acid bacteria exhibited
a consistency similar to that of the buchnerisample; however, the gas cells were smaller,
resulting in a lower degree of aeration. This effect was expected considering the influence of
plantarumon sourdough congency; thus, this sample occupied an intermediate position
between the two abovmentioned sourdoughs.

The obtained mature sourdoughs were evaluated based on sensory characteristics (Table
4).

According to the sensory evaluation, the aroma of all sourdoughs was acceptable for this
type of semifinished product, with no signs of unpleasant odors; the aroma characteristics were
within the range typical of sourdough products. It was establishetthéhsourdough fermented
with L. buchneri exhibited a pleasant alcohdlacidic aroma, with slight fruity notes
reminiscent of apple and legume nuances. The sourdough fermentdd pléintarumwas
characterized by a lactic aroma with pronounced legutesnThe sourdough prepared with
the mixed culture exhibited the most intense and complex aroma, which was more difficult to
characterize: a distinct alcohdlaxcidic character with lactic acid notes was perceived, along
with a slight aroma reminiscent sfuerkraut; legume notes similar to green pea aroma were
also detected.
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Table 4
Quality indicators of chickpea sourdoughs

Indicator Samplel Sample 2 Sample 3 (mixture of
(L. buchneri) (L. plantarum) L. plantarum and L.
buchneri)
Initial acidity, 5.0 5.2 5.2
degrees
Final acidity, 15.6 14.2 15.0
degrees
Aroma Alcoholici acidic Pronounced lacti¢ More intense than in th
with  slight fruity | aroma initially, | other samples
notes; faint legumg followed by the| immediately perceiveq
aroma development of ¢ alcoholid acidic aroma
chickped nutty combined with lactig
aroma, more intens| and slight sauerkray
than in the L.| notes, followed by
buchnerisample chickped nutty notes
Taste Sour, with a slight Sour, the perceptiol The sourest among 4
legume aftertaste | of aciditydiminishes| samples; no lingering
rapidly, —with  a| aftertaste
legume aftertaste

Thus, it was established that the selected lactic acid bacteria cultures ensure the
fermentation of chickpea flour during sourdough preparation andhinwit4 16 h of
fermentation of the senfinished product, promote the production of a sourdough
characterized by high lactic acid bacteria activity. However, this activity is not sufficient for
the sourdough to fully perform the function of a leaveningnage the dough system.
Therefore, when using these sourdoughs, it is advisable to include compressed yeast in the
formulation of bakery products, while the sourdoughs will primarily serve as acidifying
agents and carriers of aromatic compounds.

Effect of chickpea sourdoughs inoculated with different lactic acid bacteria strains
on bread quality

Considering the technological recommendations for the preparation of chickpea
sourdoughs established above, it became necessary to investigate the effectonigbsurd
produced under these conditions on the quality of wheat bread. The results of the analysis are
presented in Tablg

Figures 1 and 2 present the baked products: the control sample, the sample with the
addition of chickpea flour, and the sample wtik addition of sourdough.

According to the research results, the bread containing chickpea flour exhibited medium
and fine porosity with pore walls of medium thickness. The crumb was elastic. In all samples
containing sourdough, an increase in criefasticity was observed, and the crumb acquired
a more creantolored appearance.
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Table 5

Sensory and physicochemical characteristics of the bread

Parameter Control with L. buchneri L. plantarum | Mixture of L.
chickpea flour sourdough sourdough plantarum
and L.
buchneri
Shape Regular, without| Regular, Regular, Regular,
cracks without cracks | without cracks| without cracks
Surface Smooth Smooth Smooth Smooth
Crust color Dark golden Golden Dark golden | Golden
Crumb Creamcolored; | Creamcolored; | Cream Cream
characteristics | non-uniform non-uniform colored; colored; non
porosity, medium uniform uniform  fine
predominantly | porosity; medium porosity; thick
medium  with| medium  cell| porosity; cell walls, with
inclusions of| wall thickness,| medium cell| inclusions of
large pores] with inclusions| wall medium and
medium cell| of large pores;] thickness; large  pores;
wall thickness;| more elastic more elastic more elastic
elastic than the combl | than the L. | than the L.
buchneri buchneri and
sample L. plantarum
samples
Taste Slight legume| Slight acidity| Less sour thar Slight
aftertaste perceived at thq the L. | sourness
beginning  of| buchneri perceived at
mastication; sample; the beginning
very mild | legume flavor| of mastication;
legume flavor;| more flavor  more
pleasant pronounced | harmonious
aftertaste and pleasan
than in theL.
buchneri
sample
Aroma More Acidic,  with | Less intense| More intense
pronounced almost with slight | aroma  with
legume aroma | imperceptible | acidity = and| pronounced
legume notes | somewhat acidity
legume notes
Moisture, % 42.6 42.3 42.2 42.4
Acidity, 1.8 2.8 2.2 2.8
degrees
Porosity, % 67 66 67 69
Specific 2.5 2.3 2.5 2.8
volume, ml/g
Shape stability, 0.44 0.44 0.38 0.42

H/D
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Control with With L. buchneri  With L. plantarum With L. buchneri+
chickpeaflour sourdough sourdough L. plantarum
sourdough

Figure 1. Pan bread products

Control with With L. buchneri ~ With L. plantarum  With L. buchneri+
chickpea flour sourdough sourdough L. plantarum
sourdough

Figure 2. Free-standing bread

In breads prepared with buchnerisourdough and with the mixed culture, the crumb
structure became finer compared to the control, with the formation of pore walls of medium
thickness. In breads prepared wlithplantarumsourdough, the porosity was markedly non
uniform, predominantly fine, with thicker pore walls and inclusions of large pores.

The control bread was characterized by a pleasant wheat bread aroma with slight notes
of legume flour. In samples caihing sourdough, the aroma was pleasant and more
pronounced. Despite the use of an accelerated dough preparation method, the aroma of the
products was rich, resembling that obtained by a long fermentation process. In breads with
sourdough, a slight acidaftertaste was perceived, while legume notes were not detected.
The crumb of bread prepared withplantarumsourdough was coarser during mastication.
Based on sensory evaluation, the breads prepared_wlithchnerisourdough and with the
mixed-culturesourdough were more attractive.

To ensure a more objective evaluation of the color characteristics of the breads (crust
and crumb), the colorimetric method in the CIELab system was afphdte6).
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Table 6
Colorimetric parameters of breads determinedn the CIELab system

Bread with L* L* a* a* b* b* E
(crust) | (crumb) | (crust) | (crumb) | (crust) | (crumb)
Control with | 47.45 65.10 15.10 0.55 21.83 14.32 -
chickpea
flour

sourdough 48.82 63.25 14.80 5.01 22.65 13.47 | 5.7
(L. buchner)
sourdough 48.93 64.18 14.44 2.50 21.59 10.65 | 4.0
(L.

plantarum
sourdough 47.85 62.43 15.60 3.14 21.07 1434 | 6.2
(L. buchneri
+ L.

plantarum

The L* parameter was used to evaluate the degree of darkening of the crust and crumb
within a range from O (black) to 100 (whit@he L* values for the crust varied only slightly
(47.45 48.93), indicating the absence of a significant effect of sourdough type on crust color
intensity. All samples were subjected to similar conditions of-@rmymatic browning
reactions during baking.

In the crumb, the L* value decreased slightly in samples prepared with sourdough,
indicating moderate crumb darkening when sourdough was used; this effect was most
pronounced for the mixed culture, which is consistent with the intensification of fermentatio
processes and acid formation.

The value of the parameter characterizing changes in the color spectrum within the green
red range (a*) indicates that the control bread containing chickpea flour exhibited a very low
a* value (0.55), corresponding to an alm t neutral, fifcool 6 tone.
resulted in an increase in this parameter, indicating the formation of warmeii ceddish
hues in the crumb, most pronounced when the heterofermentative sourtobghhher)
was used. This effect is asgated with the formation of fermentation products and changes
in the proteiii starch matrix.

Evaluation of the b* parameter is related to the identification of color tones within the
blue yellow range. All chickpe@ontaining breads were characterizedlbyated b* values,
corresponding to the yellow hue inherent to legume raw materials.LTipdantarum
sourdough significantly reduced the intensity of the yellow hue, whereas the mixed culture
maintained it at a level comparable to the chickp@aainingcontrol.

Thus, the color evaluation of the breads showed the following: control with chickpea
flour: the lightest crumb, minimal red component (a*), and a pronounced yellow tone (b*),
typical of nonfermented chickpea flout;. buchnerisourdough: resultemh a warmer and
slightly darker crumb color, with moderate retention of the yellow Hueplantarum
sourdough: provided the smallest deviation in lightness compared to the control and reduced
the yellow tone, forming a more neutral crumb color; mikeduchneri+ L. plantarum
sourdough: caused the greatest crumb darkening while preserving an intense yellow tone,
indicating a synergistic effect of the cultures on the pigment profile.
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Evaluation of the physicochemical parameters showed that the |prgdstt volume
was characteristic of the bread prepared with the mixi#tdre sourdough. This bread also
exhibited good shape stability of the hearth bread.

Conclusions

It was established that the type of lactic acid bacteria significantly influehees t
dynamics of acid accumulation, microbial activity, and the properties of chickpea
sourdoughs. Sourdough basedlamtilactobacillus buchnerexhibited the highest acidity
and microbial activity, while sourdough prepared vittttiplantibacillus plantarm showed
lower acidity and moderate activity, producing a milder and more neutral aromatic profile.
Sourdough prepared with the mixed culture combined the advantages of both strains,
providing an optimal balance of acidity, aroma, and technological pregpetthe optimal
conditions for chickpea sourdough preparation weiiel18 h of f eridbn A&t i o
under which high or very high lactic acid bacteria activity was achieved at a moderate final
acidityof121 6 A.  Ch ibasediseuadouyHs tunmi primarily as acidifying agents
and carriers of aromatic compounds rather than as complete leavening agents, making their
use in combinati on wi t h compressed baker
physicochemical and sensory characteristics of thehied bakery products were obtained
using sourdough prepared with the mixed culturd.actiplantibacillus plantarumand
Lentilactobacillus buchneri
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Introduction. The aim of the study was to evaluate the effect
lemon balm brewing methods and different types of chicken egg v
on foam stability and sensory properties in model beverage syster
order to substantiate the development of formulations and tegies!
for intended drinks.

Materials and methods. Infusions of lemon balm Melissa
officinalis L.), cherry juice, honey, native and reconstituted chicken
white, and cinnamon were used in the study. Foam stability was ass
by measuring foam volumend the duration of foam height retentio
Dry matter content was determined using the refractometric me
while titratable acidity was measured by éddidse titration.

Results and discussionThe method of preparing the lemon ba
infusion significany alters the taste characteristics, aroma, and colc
the beverage. The hot lemon balm infusion was characterized by a
pronounced flavor and aroma, as well as a higher concentration ¢
substances, whereas the cold infusion exhibited highettyaeidd less
intense sensory properties. These differences can be explain
enhanced extraction of volatile compounds and phenolic substan:
elevated temperatures. To prepare drinks based on lemon balm infu
a comparative assessment of the dquali native egg white (sample 1
and dry egg white (samples 4 from different manufacturers we
conducted. The functional properties of egg white powders v
depending on their origin and processing conditions, which dire
affected foaming behavicand stability. The sample 3 dry egg wh
demonstrated the best foam stability and the greatest increase in
volume, reaching the highest volumetric expansion of 331.25%
comparison, sample 2 egg white reached 325% at the sixth mint
whippingand 293.75% at the fourth minute, while native chicken
white reached 217.65% at the fourth minute of whipping. In the m
system, sample 3 egg white also showed the highest foam stabili
foam retained more than 50% of its initial volume everra? hours,
whereas the native egg white lost more than 30% of its volume with
minutes, indicating weaker interfacial film formation.

The beverage with 10% egg white was found to be optimal in te
of sensory properties, achieving the highest cempuality indicator of
45.00 points, compared to 42.17 points for the sample with 12%
white and 34.17 points for the sample with 7%. This concentre
provided a balanced combination of foam stability, mouthfeel, and fl
perception without excesa& proteinrelated offnotes.

Conclusions. Cold and hot lemon balm infusions, as well as dr
egg whites, significantly influenced foam stability, taste, and text
Optimal foam formation, sensory qualities and functional propertie
the beverage we obtained when using 10% dried egg white.
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Introduction

Modern society is increasingly oriented toward a healthy lifestyle, which drives the
growing demand for functional beverages. These products not only quench thirst but also
perform healthpromoting functions by supporting physiological goslchological weH
being.

In place of traditional bar menubar programsare increasingly being introduded
conceptual solutions that integrate beverage assortments with marketing strategies and
service design. Unlike standard menus, bar programs aregstrat nature and focused on
current consumer demands in the areas of health, biohacking, and mentsinglliSuch
programs contribute to shaping a culture of functional nutrition within the restaurant sector,
positioning healthy beverages as part wrgday consumer choice. Each type of drink is
developed according to a recipe adapted to specific physiological needs (Pushka et al., 2025).

These bar programs typically include: @@tox drinksaimed at supporting metabolic
processes and facilitatinhe elimination of metabolic byroducts; (b)anti-stress drinks
capable of reducing cortisol levels and stabilizing emotional stateir{o)unostimulating
drinks which support the bodyod6s protective f
sleepenkancing drinks formulated with functional ingredients that may improve sleep
quality; (e)drinks for children and adolescentdesigned to supply essential vitamins and
energy; (f)drinks for athletesintended to enhance endurance and supportepesti®
recovery.

Today, there is a significant increase in demand for healthy, natural, and functional
products, accompanied by growing regulatory initiatives aimed at limiting the consumption
of harmful ingredients (Stabnikova and Paredesp e z , 2 0 2efds encolirhge s e t
manufacturers to develop beverages with improved nutritional composition and enhanced
health value.

Alexandropoulou et al. (2025) analyzed the impact of healthy dietary practices on
physical and psychemotional welbeing, demonstratindpat diets enriched with functional
foods are associated with improved health indicators, highlighting their technological and
social relevance. Similarly, Aprilia et al. (2025) reported significant therapeutic and
preventive potential of biologically acévcompounds derived from natural plant materials,
underlining their importance for both pharmaceutical and food technologies.

Plant materials incorporated into functional foods can provide health benefits by serving
as sources of bioactive compounds withtiaidant activity, including vitamin C,
tocopherols, carotenoids, and phenolic compounds (Stabnikov et al., 2025). Numerous
studies support the use of pld#tsed ingredients in functional beverage development
(Gubsky et al., 2025; Stabnikova et al., 202Bomba et al. (2023) demonstrated the
effectiveness of plant extracts in preventing metabolic disorders, while Karputina et al.
(2022) and Tyshchenko et al. (2023) identified antioxidant;iafitimmatory, and health
promoting effects of various hertsid plant materials, including amaranth, chia, ginger, and
turmeric, added to nealcoholic beverages. Priss et al. (2025) highlighted the potential of
wild catnip (Nepeta catarid_. ) extracts for producing beverages with high biological value
and sensgrquality. The addition of aqueous or aquéalsoholic infusions of spices, such
as common rueRuta graveolens&.) and catmint Klepeta transcaucasida), to alcoholic
cocktails has been shown to enhance redox potential and and overall sensory appdal (Ku
et al., 2020).

The technological aspects of functional beverage formulation have also been widely
investigated. It was showed that freelrteed vegetable powders retain a high content of
biologically active substances, making them suitable for-alasholic functional drinks
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(lIvanov and Schutuyk, 2012). Dulka et al. (2024) and Paska et al. (2024) demonstrated that
chia mucilage formed during seed hydration improves beverage texture, stability, and
microbiological safety without compromising sensorypamies. Kurilenko et al. (2024)
emphasized the importance of optimizing processing technologies to preserve active
compounds during beverage enrichment.

In parallel, nutritional and regulatory challenges remain important considerations.
Kersting et al. (2025) pointed out that pHatsed milk alternatives may lack sufficient levels
or bioavailability of calcium, vitamin D, vitamin B12, and protein, net¢assg careful
formulation and fortification strategies. Sugajski (2023) emphasized the role of water quality
in functional beverages, as contamination can negate potential health benefits.

Legislative initiatives aimed at reducing sugar consumptiorisaasted by Nikolenko
(2024), further stimulate the development of nutritionally improved beverage formulations.
Within this context, the development of functional beverages with balanced nutritional,
technological, and sensory properties remains a relegsearch direction.

The aim of this study was to evaluate the effect of different lemon bdlkeliséa
officinalis L.) brewing methods and native and dry chicken egg white protein on foam
stability and sensory properties in model beverage systems, én mrdsubstantiate the
development of formulations and technologies for functional beverages.

Materials and methods
Materials

The object of the study was model systems of infusions of a mixture of lemon balm,
chamomile, and lavender, reconstituted chk en egg whi t es, and th
Raspberry Blisso with different dosages of
natural ingredients with healipromoting properties: phytocomponents (lemon balm,
chamomile, lavender), cherry juice, honeggewhite, and cinnamon. Preparation of the
samples began with the reproduction of formulations according to the selected concepts.

A comparative characterization of two extracts of the dried mixture of lemon balm,
chamomile, and lavender was carried pugpared by two methods: hot (805 AC, t i me
min)andcold{4i16 AC, time, 12 h), followed by filt
the drink was formed by adding cherry juice, cinnamon, egg white, and honey. To ensure the
foamy structure, claken egg white was used.

Preparation of test samples

A comparative study of four samples was carried out: native egg white (hereinafter
referred to as sample 1) and three dried egg white samples (samples 2, 3, and 4). Sample 1
was native chicken egg vikiobtained from fresh eggs and separated manually immediately
before use. Samples 2 were industrially produced dried chicken egg white powders
obtained by industrial dehydration and supplied by different manufacturers (Table 1).

The dried samples diffed in production methods and functional characteristics,
including foaming capacity and foam stability, which made it possible to assess the influence
of the source and manufacturer of egg white on the quality characteristics eftfostored
beveragesPrior to use, the dried egg white powders were reconstituted with potable water
in accordance with the manufacturerds instr
for incorporation into beverage formulations.
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Table 1
Eggs used irthe study

Sampl Characteristic( Manufactu
1 Native egg white Boyar ka, UK
5 I ndustrially produc|produced

dehydration of natiVyOreshkino,
3 I ndustrially produc|produced by
dehydration of natiyltaly
4 I ndustrially produc|produced
dehydration of natiyZdorovo, UK
Methods

Foam stability

A comparative analysis of the foam stability of native egg white and three reconstituted
dried egg whites from different manufacturers was carried out, as well as their ability to form
and maintain foam in the drink composition. Before beingedddhe egg whites were
reconstituted in water to the required concentration and added to the mixture, after which the
beverage was intensively mixed in a bar shaker for 4 minutes. The stability of the foam was
studied by measuring the volume and duratibfbam cap retention.

Functional beverage based on egg white

In the course of the research, a beverage aimed at improving sleep and reducing
excitability, AiMel |l ow Raspberry Bliss, 0 was:c
chamomile, lavendecherry juice, egg white, honey, and cinnamon. To determine the best
method of lemon balm extraction, two techniques were stuidibdt brewing and cold
infusion (46 AC) , comparing sensory properties,
developingamix¢ dr i nk, it is important to conside
create a stable foam but also its safety, storage conditions, areffectiveness. The study
of the effect of egg white content on the suitability of the beverage was cartiegh@arying
its mass fraction within the range of 7%, 10%, and 12% of the total beverage mass.

Sensory properties

The sensory properties of the drinks were evaluated by a tasting commission using a 5
point scale. The obtained samples were subjectsértsory evaluation by a tasting panel,
during which the intensity and quality of taste, aroma, and aftertaste were assessed. Based on
the mean sensory scores and taking into account the assigned weighting coefficients, the
complex quality index was calctiad.

The complex quality index (CQI) was calculated based on the weighting coefficients of
each parameter. The resulting CQI values were used to compare the samples and to determine
the optimal level of egg white addition to the beverage formulation.
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Physico-chemical characteristics

Physicochemical characteristics were determined according to current standards: dry
matter content was measured refractometrically, and titratable acidity was determined by

acid base titration.

Statistical analysis

Data amlysis included calculation of arithmetic means and standard deviations.

Results and discussion

Characteristics oflemon balminfusions

The sensory and physicochemical indicators of lemon balm infusions (Table 2)
demonstrate a significant dependence of the beverage quality on the preparation method. In
particular, as a result of cold infusion, a light streatored, slightly cloudy drink ith a mild,
neutral taste and delicate aroma was obtairseth a beverage is well suited as a refreshing
one, especially in combination with other ingredients.

Table 2
Quality indicators of lemon balm infusion
. . Experi mental sampl
IQuallt_y Inc'lLemon ibraflurs i ofLe mon ibraflusi @
emon imdlumi
prepared by q(prepared by
Color Gol dent,r sresia/Li ght gol den
wi t h slight tcharacteri st
Tast e Mi | d, eakly | |Moder at wil tyhr
di stinct min
Aftertaste |Practically 4qdgModerately e
shade
Ar oma Light-mifhltgrallPronounced,
roasted herb
Appearance |Light straw JyRich brown w
turbidity
Consi stencyHomogeneqws , d{Homogeneous,
Dry matter 0. 2 1
Titrated ac/l. 8 0.9
Color Gol dent,r sresaLi ght gol den
with slight tcharacteri st
Tast e Mil d, weakly |Moderately r
di stinct min

Thus, each preparation method has its advantages: the hot infusion is more concentrated
and aromatic, whereas the cold infusion is characterized by milder sensory properties. The
choice of infusion method therefore depends on the desired characteristics fofal

b b blkrainian Journal of Food S cience. 205. Volume 13. Issue 2b b b 231

ISSN: 2409-4951 (Online), 2310-1008(Print)

Creative Commons license: CC-BY


https://en.wikipedia.org/wiki/Creative_Commons_license
https://en.wikipedia.org/wiki/Creative_Commons_license

product . Based on | emon balm infusion, t h
beverage was developed, with the incorporation of egg white to form a stable foamy structure
(Figure 1).

N

" Lemon Balm

&

Figure 1. AiMel | ow Ras pboempongntsBl i ssd beverl

Research on functional beverages and their technological and physiological aspects has
also been widely addressed in publications by other authors (Karputina et al., 2022; Paska
and Mlynko, 2023).

The hot infusion, on the contrary, had anrisi color, a pronounced aroma of essential
oils, and a rich flavor with a minty aftertaste, which makes it attractive as a functional drink
with a calming effect. The consistency of both samples remained stable.

However, the hot infusion contained fivenés more dry matter (1.0% vs. 0.2%), which
indicates higher efficiency of bioactive compound extraction during thermal processing. As
for acidity i the cold infusion had a higher value (1.8 degrees vs. 0.9 degrees), which is
probably due to the preservatiof organic acids that are partially destroyed under high
temperatures. This contributes both to the improvement of taste and to the microbiological
stability of the beverage.

These studies are consistent with those of the authors who used phytochandcals
antioxidant activities of decoction lemon balm and sage (Yaman, 2020) and green tea extract
(Heydari et al., 2025).

Native chicken egg white has limitations in the bar industry due to microbiological risks
and a short shelf life, so a promising altive is dried egg whité it is more convenient to
use, has a longer shelf life, and better stabilizes the foam. To determine the optimal
manufacturer and dosage of egg white, foam stability tests were carried out using both the
classical method and a $tea.

The most economically advantageous option is raw egg white; however, it has a limited
shelf life (up to 3 weeks) and requires heat treatment due to the risk of microbial
contamination, including salmonella. Dried egg whites are safer, easier foontaaad can
be stored for up to 12 months. Sample 3 is the most expensive, sample 4 is the most
affordable, and sample 2 is a compromise option. One kilogram of dry powder yiglkg 7
of reconstituted product, equivalent to the amount of fresh egg.whaking into account
sanitary standards and economic aspects, dried egg whites have a number of advantages in
many respects.
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Quality of egg whites

One of the criteria for assessing the quality of such a drink is the volume and stability
of the foam, which depends on the specific properties of the selected egg white. The foam
formation dynamics (Figure 2) show the rate at which the maximum foam éxpass
achieved a key parameter for service speed in food service establishments.

400
350 : i i

300 { { { B& { ;Jir {
250 1 b mSample 1
200 7

150 Sample 3
100 g OSample 4
0

O Sample 2

Foam height, %

50

1 2 3 4 5 6 7
Whipping time, min
Figure 2. Foam volume increase during whisking of egg whites
(native and dry from different manufacturers)

All test samples begin to form foam within the first minute of whisking; however,
significant differences are observed afterward. The best results were demonstrated by Sample
3 egg white, reaching the highest volumetric increase of 331.25% already ifththerfute,
after which the values did not change. Sample 2 also showed a high inc82&8é by the
sixth minute, but with lower stability. In Sample 4 egg white, foam formation occurs quickly,
but stabilizes by the fifth minute at 293.75%, which malidate lower structural strength.

The worst performance was observed in native egg Wwhite volume increases slowly,
reaching only 217.65% by the fourth minute, after which it remains unchanged.

This trend is due to the fact that chicken egg whita® fdifferent manufacturers had
different initial physicochemical parameters (dry matter content, pH), which affected the
results obtained. The results obtained coincide with the studies of the authors who analyzed
the foam resistance of native egg white dndegg white (Polovyletal., 2019).

To determine foam stability, measurements of foam height reduction were conducted
over 120 minutes after whisking using both the traditional method and a shaker (Figures 3
4). This made it possible to compare notydhk initial volume but also the duration of foam
retention depending on the method used.

The foam formed by native egg white was less stable compared to the dry analogues.
The Sample 2 egg white showed the best stability when whipped with a mixer thvehile
Sample 3 egg white was more stable when using a shaker. Thus, foam stability depends on
the type of egg white and the whipping method.
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Figure 3. Foam column height of egg white during mixing with a mixer
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Figure 4. Foam column height of egg whiteluring shaking

To evaluate the foaming ability of egg whites, generalized indicators of foam formation
and foam stability (%) were calculated for samples whipped with a mixer and a shaker. The
study covered 4 minutes of whipping and 30 minutes of starfdiaige 3).

Table 3
Foaming ability and foam stability of egg whites
Egg white
Indicator Sample 1 Sample 2 Sample 3 Sample 4
M S M S M S M S

Foaming ability, % [129.41/135.29187.50 118.75/ 212.50400.00 193.75/400.00
Foam stability, % 82.05| 92.50( 93.48| 77.14[ 90.00| 83.75| 85.11| 83.75

Dry matter content | o 18 10 10 9 9 8 8
in egg whites, %

Note: M - mixer; S- shaker
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The highest foaming ability during shaking was shown by sample 3 and sample 4 egg whites
(400%), while the sample 2 egg white demonstrated the best foam stability when whipped with a
mixer (93.48%). Sample 1, although it formed a relatively stable foaminfeior in foaming
properties to the dry analogues. To determine the relationship between dry matter content and
foam stability of egg whites, their mass fraction in each sample was analyzed. This made it
possible to identify a potential correlationveeen the concentration of dry matter and foam
properties.

Sample 1 contained the highest amount of dry mati@, but this was not decisive for
achieving the highest foaming rate. The lowest dry matter content was found in the sample 4 egg
whitei 8%. Thus, the dry matter content does not always correlat¢hitibility of egg white
to form and retain foam.

Since it is a multicomponent beverage, the ability of egg whites to form and retain foam
within a model system was studied. For this purpose, four model samples were prepared using
cold-brewed lemon balrimfusion, lavender infusion, chamomile infusion, cherry juice, and one
of the four tested egg whites. The ingredients were mixed in a bar shaker (Figure 5).

120

=
o
o
x|

5]

|

80 { T
60 :: ] T ] []

7

40 -

Foam stability, %

20

0 30 60 90 120
Standing time, min
mModel system with sample 1 egg white
O Model system with sample 2 egg white
Model system with sample 3 egg white
OModel system with sample 4 egg white

Figure 5. Foam stability of various egg whites in the model beverage system

The least stable foam was observed in the model system with sample 1, which lost more
than 30% of its volume after just 30 minutes. The best stability was demonstrated by the sample
3 egg white, in the system with which the foam retained more than 5@9tndtfal volume even
after 2 hours.

For guests of food service establishments, an important aspect is the visual presentation of
the beverage, which includes the uniformity of structure, the presence of foam, and the overall
impression of the drink ilhe glass. The color is evaluated in terms of naturalness, intensity, and
correspondence to consumer expectations. The aroma should be balanced, without foreign or
overly sharp odors, with clear notes of the used ingredients. The consistency determines the
overall mouthfeel whether the beverage is light and airy or, conversely, too thick. The taste
should be balanced, with a clear sweet and sour composition that reveals all components of the

b b bkrainian Journal of Food S cience. 20%5. Volume 13. Issue 2b b b 235
ISSN: 2409-4951 (Online), 2310-1008(Print)  Creative Commons license: CC-BY


https://en.wikipedia.org/wiki/Creative_Commons_license
https://en.wikipedia.org/wiki/Creative_Commons_license

recipe. The aftertaste is important for forming the overall isgpei it should be pleasant and
lasting, without bitterness or unpleasant notes.

According to the data in Table 4, the addition of different amounts of egg white significantly
affects the sensory properties of the drink. The study showed that wittregsain egg white
concentration, both the color (from dull pink to rich raspberry) and the flavor profile changed.

Table 4
Quality indicators of the fAMell ow Raspberry Bl is
egg white, similar to sample 3
I ndi cat 7% 10% 12%
AppearalLight infulLight infulLight infu
fluffy whi|fluffy whi|fluffy whi
Col or Dul | pink |[Light pinkRich rasph
Ar oma Fresh Fresh Refreshing
Consi st|Medi-tulm ck, [Medi-tulm ck, | Medi-tutm ck,

foam and sfoam and gfoam and g
berry pureberry puregberry pure
Taste DistinctlyHar moni ous Slightly f
opti mal <cq
of malt an
AftertdaPronobheckd Moder at el yyHer bal
Dry mat/10. 3% 8. 9% 7%

content

The best results were obtained for the sample with 10% egg white with a balanced taste,
pleasant aftertaste, and harmonious texture. The drink with 7% was too sweet, while the one with
12% had a less harmonious taste. The aroma in all samples remained stable, with characteristic
notes of lemon balm. The appearance and consistency were also similar: a light drink with lush
foam and medium density.

The complex quality indicator (CQI), calated on a fpoint scale, made it possible to
determine the optimal sample according to sensory and functional criteria.

As a result of the study, it was found that the inclusion of egg white at levels of 7%, 10%,
and 12% affects the sensory characteristics of the test samples differently. The lowest value of the
complex quality indicator (CQI = 34.17) was recorded for &mepde containing 7% egg white,
which was due to lower scores for taste and aftertaste. Increasing the proportion of egg white to
10% led to a noticeable improvement in sensory properties, resulting in the highest CQI value of
45.00. A further increase irgg white content to 12% did not allow for additional improvement
of the complex quality indicator. The CQI value for this sample was 42.17, which can be attributed
to a reduced balance of sensory characteristics.

Based on the analysis of the sensory dmgsipochemical parameters of the mixed
functional drink AMell ow Raspberry Blisso f
determined that the variant containing 10% egg protein exhibited the most harmonious sensory
profile. This conclusion wadrawn from the results of sensory evaluation, in which the attributes
of appearance, aroma, taste, aftertaste persistence, and overall harmony were assessed using a
five-point scale. The complex quality index (CQI) was calculated as a weighted surmeéiine
sensory scores, with the weighting coefficients reflecting the relative importance of individual
sensory attributes. The sample containing 10% egg white achieved the highest CQI value (45.0),
indicating superior overall sensory quality compared tsdingples containing 7% and 12% egg
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white. The optimality of the 10% egg protein level was confirmed by the simultaneous increase

in the CQI value and the absence of undesirable sensory effects, such as excessive foam density
or imbalances in taste and aféste, which were observed at lower or higher egg white
concentrations.

Conclusions

The feasibility of developing functional beverages was confirmed as a promising direction
for expanding bar assortments in HoReCa establishments. The investig#ttierndtience of
specific ingredients on the sensory and physicochemical parameters of beverages made it possible
to formulate scientifically substantiated principles for the development of recipes and production
technologies for functional drinks with praunced sensory appeal and hepitimoting
properties.

It was established that different methods of preparing lemon balm infusions significantly
affect the sensory characteristics, acidity, and dry matter content of the final beverage. Cold
infusion resukd in a dry matter content of 0.2%, whereas hot infusion increased this value to
1.0%; the corresponding titratable acidity
formed a delicate taste profile with light acidity, while hot infusion predwa more intense taste
and concentrated aroma, allowing the extraction process to be adjusted according to the intended
functional purpose of the beverage.

The comparative study of egg white types (native and three dried variants) demonstrated the
techndogical advantages of dried egg whites for use in bar practice. Dried egg white Sample 3
exhibited the highest foam stability and the greatest increase in foam volume, reaching a
maximum volumetric expansion d31.25%. In comparison, Sample 2 achievesPB2t the
sixth minute of whipping, Sample 4 reached 293.75%, and native chicken egg white achieved
only 217.65% at the fourth minute. Although native egg white is less expensive, it is characterized
by lower microbiological safety and reduced technoldgiffeziency.

The opti mal dosage of reconstituted egg w
was determined to be 10%. According to the complex quality indicator (CQI), this formulation
achieved the highest score of 45.0 points, demonstratineexdeaming capacity, prolonged
foam stability, a pleasant mouthfeel, and the highest sensory evaluation scores.

Anal ysis of the chemical composition of t|
its functional orientation. Consumption of the begerprovides 31.7% of the recommended daily
intake of tryptophan and 41.3% of bioflavonoids for adults, nutrients that play an important role
in supporting sleep quality and overall psyemotional balance.
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Abstract

Introduction . The study of plarassociated microbiota deepe
our understanding of plamicroorganism interactions and is ¢
considerable practical importance for the identification of str
suitable for the development of biotechnological prepamatfor crop
production. This paper presents the results of an investigation int
epiphytic microbiota of Scots pin®ifus sylvestrid..) seeds and its
antagonistic potential.

Materials and methods Epiphytic bacteria were isolated k
washing seeds tpreserve native surface communities. The isol:
were characterized by morphological and cultural traits and ident
using classical microbiological methods and MAEDDF mass
spectrometry. Antagonistic activity was evaluated in vitro by the re
streak method against phytopathogenic bactesegdomonas
syringae8511,P. fluorescen8573,Xanthomonas campesti®903b,
Agrobacterium tumefacien8628, andClavibacter michiganensis
subspmichiganensid ().

Results and discussionit was found thathte epiphytic bacteria
microbiota is represented by three speciBscillus subtiligB.
amyloliquefaciens Pantoeaagglomeransand Micrococcus luteus
Epiphytic bacterial isolates from Scots pine seeds were succes
identified using MALDFTOF mass sp&ometrywith a high degree
of reliability: 99.9% Structural analysis of the epiphytic microbion
shows an even distribution between two taB: subtiligB.
amyloliquefaciensnd P. agglomeranseach of which accounts fc
40% of the total number of identified isolates; one fifth of -
microbial community (20%) is composedMf luteus.

Bacillus subtilisamyloliquefacienstrain E18 showed the highe
antagonistic activity, forming growth inhibii on zones
mm againstX. campesttisand 15 N2  @mmickiggreensis
Isolate E15 showed selective activity agaipssyringae( 1 8 N 1
andC. michiganensig 12 N1 mm) . Meanwhi |
did not inhibit the growth of any dhe tested phytopathogens.

Thus, the results of the study confirmed the presence of bac
with pronounced biocontrol potential among the epiphytic microb
of P. sylvestrisseedsBacillusspp. strains are particularly promisin
as they are capablé producing a wide range of biologically acti
metabolites and demonstrating stable antagonistic activity.

Conclusions The experimental data obtained provide a basis
the development of environmentally safe biological products that
be used in fastry to increase seed germination and protect seed
from phytopathogens.
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Introduction

Food safety is a priority area of research, with one of its key components being the
achievement of stable crop yields and effective protection against plant pathogens. The plant
microbiome plays acrucial role in maintaining plant health by contributing to pathogen
suppression, growth stimulation, and tolerance to abiotic stresses. These microbial communities,
inhabiting internal tissues (endophytes) and plant surfaces (epiphytes), are arptiegirplant
life (Lindow et al., 2003; Turner et al., 2013).

Epiphytic bacteria are microorganisms that colonize the external surfaces of plants,
including leaves, stems, flowers, and seeds, without penetrating host tissues. Unlike endophytic
microorgarsms, epiphytic microbiota form complex microbial communities on plant surfaces,
collectively referred to as the phyllosphere (Lindow et al., 2003; Vorholt, 2012).

Among epiphytic bacteria, representatives of the gdPeeadomonas, Bacillus, Pantoea,
Sphirgomonas, Methylobacteriymand Enterobacter are the most common. These
microorganisms exhibit antagonistic activity against phytopathogens and are capable of producing
a wide range of biologically active substances, including antibiotics, siderophores,
phytohormones, terpenes, and other metabolites that enhance plant resistance to biotic and abiotic
stress factors (Achath et al., 2025; Gnanamanickam et al., 2006; Hirano et al., 2000; Lindow et
al., 2003; Vorholt, 2012; Trias et al., 2012).

The microbiota aciated with seeds is important and largely derived from rhizosphere
microbial communities, although partial vertical transmission from the host plant has also been
reported. These microorganisms can be beneficial, promoting seedling germination and
devebpment, or pathogenic, leading to seed degradation and damage to the host plant, depending
on the species composition and functional characteristics of the microorganisms (Necajeva et al.,
2023).

Scots pine Rinus sylvestrid..) plays a key role in the foration of coniferous forest
ecosystems in northern Europe. The cultivation of this species faces specific challenges,
particularly infection of young plants by phytopathogenic fungi, sudfusariumspp., which
cause fusarium wilt and severely affect eemination capacity of seed material. Additional
problems arise from adverse abiotic conditions, including temperature extremes, salt stress, and
heavy metal exposure. The combined impact of these biotic and abiotic factors leads to reduced
germination eargy, lower percentages of viable seedlings, and slowed ontogenetic development
of the young tree generation (Pirttila et al., 2011).

Conventional phytoprotection methods based on the use of chemical fungicides, bactericides
and synthetic pesticides havenited effectiveness and are characterised by negative
ecotoxicological potential, causing contamination of natural environments and inducing the
formation of resistant strains of phytopathogenic microorganisms (Pal et al., 2006; Pirttila et al.,
2011). Trerefore, the search for environmentally safe alternatives based on the use of
antagonistically active epiphytic bacteria is a relevant and promising area of research.

Although endophytic bacteria from Scots pine seeds have been extensively studied for thei
growth-stimulating and protective effects, the epiphytic bacterial community found directly on
the surface of these seeds remains less studied. Due to their surface colonisation, epiphytic bacteria
are the first line of microbial interaction with gerning seeds and young seedlings, potentially
providing protective and growstimulating benefits. The study of epiphytes on seeds is
extremely important for understanding the initial points of interaction and their response to
external environmental facrThese microorganisms, which are found on the surface of the seed,
are the first to interact with external stress factors during germination: moisture, temperature,
ultraviolet radiation, and potential pathogens (e.g., soil fungi, airborne bacteriggtudliyeof
epiphytic bacteria is important for understanding the early interactions between plants and
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microorganisms and for developing targeted seed treatment methods that provide effective
phytostimulant effects (Aachath et al., 2025; Gnanamanickam 2086).

The plant microbiome has a significant impact on the health of the host plant, its growth and
resistance to biotic and abiotic stresses. These microbial communities, which include bacteria and
fungi, interact with plants in complex and dynamicysyashaping their development and
adaptation to stress factors (Turner et al., 2013). Epiphytic bacteria are a major component of the
diverse microbiota that inhabits the surface of plants. They live predominaniparasitically
on various plant organisicluding seeds, forming aggregates or biofilms (Gnanamanickam et al.,
2006; Thomas et al., 2024).

Epiphytic bacteria have significant potential in sustainable agriculture due to their ability to
promote plant growth. This is often achieved through théyation of phytohormones (auxins,
cytokinins, and gibberellins), which are important for plant development. For example, some
Bacillus species are known to produce gibberellins (Aachath et al., 2025; Turner et al., 2013).
They can also solubilise essehtirutrients (zinc, potassium, phosphorus), making them
bioavailable to plants. Some bacterial species are also capable of fixing atmospheric nitrogen,
providing additional symbiotic benefits (Aachath et al., 2025).

Epiphytic bacteria can effectively suppsephytopathogens through various mechanisms.
Key mechanisms include competitive exclusion, where beneficial microbes outcompete
pathogens for essential nutrients (carbon, nitrogen, hydrogen, oxygen, sulphur, phosphorus) and
space on the plant surface.dddition, many epiphytic species secrete antimicrobial compounds
(e.g., antiviral, antibacterial, and antifungal bios compounds) that directly inhibit pathogen growth
(Gnanamanickam and Immanuel, 2006).

Studies of thePinus sylvestrismicrobiome have mostl focused on endophytic
communities, especially in the roots. These studies have shown that factors such as geographical
origin and season significantly influence the composition and nature of interactions between root
endophytic fungal and bacterial commities, correlating with the biochemical properties of the
host plant's roots and climatic factors (Maitra et al., 2024).

In the context of studying the epiphytic microbiota of Scots [Rimei§ sylvestrit.) seeds,
it is important to consider the speciionditions of these microorganisms. The surface of conifer
seeds is characterised by low moisture content, the presence of resinous substances and other
secondary plant metabolites, which creates selective pressure for the formation of a specific
microbial community (Pirttila et al., 2011).

Particular attention in studies is paid to epiphytic bacteria of the drawmitus which
demonstrate high efficiency as biological control agents and are characterised by their ability to
produce various antimicrothiaompounds, lipopeptides and surfaotive substances (Aachath
et al., 2025; Monteiro et al., 2005).

Studies have also shown that epiphytic bac@aicllus subtilis Bacillus megateriunand
Bacillus cereusisolated from cabbage and radishes, exhipitificant antagonistic activity
against the phytopathoganthomonas campestrihe authors noted that inoculation of plants
with epiphytic bacteria contributed to increased germination and reduced pathogen infection of
seedlings (Monteiro et al., 2005)

Scientists have established that the microbiota of seeds of plantBadskizaceadamily
contains endophytic and epiphytic microorganisms of the geBeawillus Massilig
Pseudomonaand Pantoea which exhibit growtkstimulating activity on thgermination and
initial development of the host plant (Barret et al., 2015).

An important aspect is the study of factors that influence the formation of epiphytic seed
microbiota. According to scientific research, the composition of the microbiota depetits
plant genotype, environmental conditions, seed storage methods and other factors (Compant et
al., 2019).
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In the field of forestry, the study of conifer seed microbiota is particularly relevant. The
authors note that conifer seeds are often chaiserldry low germination and high sensitivity to
pathogens, which makes the search for natural antagonists among the microbiota a promising area
of research (Pirttila et al., 2011).

Fusarium filamentousscomycete fungi are wdlhown pathogens dPinus swestris
seeds, capable of significantly reducing germination rates (Davydenko,[28A@enko et al.,
2018;Yusipovich et al., 2018). This highlights the need for effective biological control strategies.
Despite active research into phytomicrobiome itémas and recognition of the importance of
seed microbial associations, there is insufficient study of the epiphytic bacterial community of
Pinus sylvestris seeds and its functional characteristics. Therefore, comprehensive
characterisation, study of thgpecies diversity of epiphytic bacteria in pine seeds, and
experimental determination of their antagonistic activity against phytopathogenic microorganisms
is a relevant scientific task that can contribute to the development of environmentally safe methods
for protecting and stimulating the growth of this important forest species.

The aim of the present work is to study epiphytic bacteria isolated from the seed material of
Scots pine Rinus sylvestrid..); to establish the taxonomic affiliation of surfacécroflora,
characterise its morphological and cultural features, and assess the bioantagonistic potential of
identified epiphytic isolates against phytopathogenic microorganisms.

Materials and methods
Materials

For the study, firstlass Scots pind’(nus sylvestrid..) seeds harvested in 2023 from
the Bucha Forestry Enterprise (Kyiv region) were used. The seed material was stored under
optimal conditions to preserve its quality until laboratory analysis.

Phytopathogenic bacteria strains

To studythe antagonistic activity of epiphytic bacteria isolated from Scots piimeig
sylvestrid..) seeds, a collection of wetharacterised strains of phytopathogenic bacteria was
used: Pseudomonas syringa®511; Pseudomonas fluorescen®8573; Xanthomonas
campestris 8003b; Agrobacterium tumefacien8628; Clavibacter michiganensisubsp.
michiganensid.0;.

Test cultures of the phytopathogenic bacteria were obtained from the collection of the
Department of Phytopathogenic Bacteria of the D. K. Zabolotny Instifutdicrobiology
and Virology of the National Academy of Sciences of Ukraine.

Isolation of epiphytic bacteria

For selective isolation of epiphytic bacteria, a "soft" washing method was used, which
ensured the preservation of surface microorganisms witheuuse of harsh sterilisation
procedures characteristic of endophyte isolation. This methodological difference is critical
for differentiating between epiphytic and endophytic microbial communities.

A washing method was used to isolate epiphytic bacfesin the surface of Scots pine
seeds (Baruco et al., 2020; Golub et al., 2012; Saragzz et al., 2018). A seed sample
(50 seeds) was placed in 100 ml of sterile
a mechanical shaker for 20 minutes at B0 to desorb surfaeagssociated microbial cells
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(Necajeva et al., 2023). The resulting wash solution containing the epiphytic microbial
community was thoroughly mixed to ensure uniform distribution of cells and serial tenfold
di l uti ons (wkrdprapared.JAbquots of 0.1 ral frgm)the corresponding dilutions
were transferred with a sterile pipette to the surface of agarised nutrient media: potato agar
(for fungi) and LB medium (for bacteria). The inoculum was evenly distributed over the
surfa@ of the medium using a sterileshaped spatula. The Petri dishes were labelled, turned
upside down and incubated at a temperatur e
colonies was monitored every 24 hours for 72 hours. Morphologically distinct and
representative bacterial colonies were selected for further purification by repeated transfer to
fresh nutrient media until pure cultures were obtained for further identification and
characterisation.

Nature of isolated bacteria

The isolated epiphytic Ioterial strains were characterised using classical
microbiological methods (Patika et al., 2014; 2017). This included assessment of colony
morphology (size, shape, colour, transparency, surface texture, edge characteristics), cell
morphology (shape, arraegnent), Gram reaction, and endospore presence. Physiological
and biochemical tests were performed to determine key metabolic properties: catalase and
oxidase activities, ability to grow on media with different NaCl concentrations (2%, 5%, 7%,
10%), aerobicand anaerobic growth on glucose; hydrolysis of gelatin, starch, casein and
esculin. Nitrate reduction, tyrosine hydrolysis, citrate utilisation and the Mexgekauer
reaction (acetoine production) were also evaluated. The optimal, minimum and maximum
temperatures and pH ranges for growth were determined.

Use of MALDI-TOF-MS for the identification of epiphytic bacteria

Taxonomic identification of purified epiphytic bacterial isolates was performed using
matrix-assisted laser desorption/ionisation (MAELDDF) mass spectrometry using the
VITEK MS system. The study included the preparation of a calibration curve using
Escherichia coli ATCC 8739. Pure cultures of test bacteria, grown @4 I®urs, were
applied in a thin layer to the MALBTOF target wello f t he pl ate. -A mat
cyane4-hydroxycinnamic acid) was then added to each target well and allowed to air dry.
The prepared slide was placed in the VITEK MS device and the identification process was
started. Bacteria identification was achigévey comparing the obtained mass spectra of
unknown isolates with an extensive database of reference spectra. The system provides a
percentage of identification reliability, with a range from 60% to 100% indicating correct
identification (Ashfaq et al., 22; Cevik et al., 2021; Tsuchida et al., 2020).

Antagonistic activity of epiphytic bacteria

The antagonistic activity of epiphytic bacteria isolated from Scots pine seeds against
bacterial phytopathogens was evaluated in vitro using the radial strela&dh{ebculture
test) on appropriate agar media. A streak of the antagonist (epiphytic isolate) was made on
an agar plate, and then streaks of phytopathogens were made perpendicular to the isolates.
The plates wer e i-48tbaurs.dntagusticadtivin2wasiqDantitatively 2 4
assessed by measuring the growth inhibition zone (in millimetres) of the phytopathogen
around the antagonist streak (Butsenko et al., 2010; Patyk et al., 2017).
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Assessment of experimental results

Experimental studies we conducted with three replicates for each variant.
Mathematical and statistical analysis of the obtained data was performed using the Statistica
6.0 software package with standard Microsoft Excel statistical tools.

Results and discussion
Isolation and characterisation of epiphytic bacteria from Scots pine seeds

During the study of the epiphytic microbiota of Scots plRias sylvestrit.) seeds,
bacterial isolates were isolated and characterised from the seed surface without sterilisation.
The method used effectively isolated microorganisms associated with the seed surface and
allowed the natural epiphytic microbiota of pine seed®tprieserved for further study of its
species composition and functional properties.

Bacteria forming colonies of various morphologies were isolated from the surface of
Scots pine seeds. Significant variability in the morphological and cultural characdeist
the isolated isolates (their size, shape, transparency, surface texture, and others) was
observed, indicating a high biodiversity of the epiphytic microbiota of the dJeaddetailed
study and characterisation, the most typical isolates demamgtsatrious morphological
and cultural characteristics were selected: E13, E16, E18 and E20 (Figur®.

N

a b c
Figure 1. Colonies of epiphytic bacteria from Scots pine seeds: isolate E15 {gdlate E16 (b),
and isolate E17 (¢

Morphological and cultural analysis showed that among the isolated isolates (E15, E16,
E17, E18, E20), Graspositive rods predominatahich are capable of growing on various
nutrient media under aerobic conditions. most isolates showed a positive reaction to the
catalase test and the ability to hydrolyse gelatin (Table 1).

As shown in Table 1, various morphological, cultural, physiological, and biochemical
properties were found among the isolated epiphytes. Isolates E15 and E18, idenBfied as
subtilis (or B. amyloliquefaciensformed rounded or irregular colonies witkdiameter of 2
4 mm, with wavy or fringed edges, opaque, with a wrinkled surface, whitish in colour. They
are Grarmpositive, motile, straight rods that form ellipsoidal and cylindrical spores. These
isolates showed positive results for catalase activityrdlysis of gelatin, starch, casein and
esculin, as well as the ability to reduce nitrates and utilise citrate. They demonstrated growth
at NaCl concentrations up to 10% and aerobic growth on glucose, with an optimal growth
temperature of 28 0 A C  aangke ofeb.53HBH
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Table 1
Properties of epiphytic isolates isolated from Scots pinginus sylvestrid..) seeds

Isolates from Scots pine| Properties of typical representatives of specieg
Property seeds according 'go literature data
E15, (16 E17 B. B. amyloli P. aggle | M.
E18 E20 subtilist | quefaciens | merang | luteug
Cell shape Rods | Rods | Cocci Rods Rods Rods Cocci
Spore formation + - - + + - -
Gram staining + - + + + - +/-
Mobility - + - + + + -
Catalase activity  + + + + + + +
Oxidase activity + - + +/- - - +
Growth in a
medium with + + + + + + +
2% NacCl
Growth in a
medium with + - - + + +/- -
7% NacCl
Growth in a
medium with + - - +/- +/- N/A -
10% NacCl
Growth in
glucose medium  + + + + + + +
aerobically
Growth in
glucose medium - + - +/- +/- +/- -
anaerobically
Gelatin
hydrolysis * * i * * " )
Starch
hydrolysis M ) ) M M ) )
Casein _ + ) ) + + N/A +
hydrolysis
Esculin
hydrolysis " " j * * +h- )
Nltrate. + + - + + + -
reduction
Cl.trate. + + - + + + -
utilization
Voges
Proskauer +- + - + + + +/-
reaction

Note:N/A T not found; 1 according to Logan et al., 2015; Rooney et al., 2009; Satapute et al., 2012;
21 according to Baudu et al., 2025; Afrin et al., 2028;&cording to Mardaneh et al., 2013; Acioly

et al., 2017; 4 accordingo Shi et al., 2023; Greenblatt et al., 2004; Environment and Climate
Change Canada, 2018.

Isolates E16 and E20, identified Bantoea agglomerangormed smooth, translucent,
convex colonies with intact edges and a pale yellowish colour. They are-r@gative,
motile, straight rods that do not form spores. They are characterised by catalase activity,
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gelatin hydrolysis, nitrate reduction and digraitilisation. They are capable of growing at
7% NacCl, with an optimal temperature o350 A C and

a i POH

range

Isolate E17, identified aMicrococcus luteusformed round, smooth, crearggllow

col oni es

of

appr oxi mat el yare doccoidn Gramositive, immdaile,e r .
and do not form spores. This isolate exhibited catalase and oxidase activity, casein hydrolysis,

but did not hydrolyse gelatin and starch. Growth was observed at 5% NaCl. The optimal

growth temperature was 2% 0

AdGhe pHirange was 7.9.0.

This characterization confirmed the greater taxonomic and functional diversity of the
epiphytic community compared with the predominantly bacillary endophytic community
described byshopinskyi and Butsenko (2025)

MALDI -TOF MS-based identification of epiphytic bacteria

The identification of epiphytic bacteria was also carried out using the MAIQH mass
spectrometry method, which ensured high accuracy of taxonomic determination.

Taxonomic identification of the studiédcterial isolates was performed using the matrix

assisted laser desorption/ionisation mass spectrometry method.

Based on the results of MALBITOF mass spectrometric analysis, the taxonomic
affiliation of five epiphytic bacterial strains (E15, E16, E178&hd E20) isolated from the

surface ofPinus sylvestriseeds was established. The dominant taxa were representatives of
B. subtiligB. amyloliquefacienandP. agglomeransA single isolate oM. luteuswas also

identified.

Five separate epiphytic bacterial isolates (E15, E16, E17, E18, E20) were successfully
identified using MALDITOF mass spectrometry with a high degree of reliability: 99.9%

(Table 2).
Table 2
Results of identification of epiphytic bacterial isolates using/ALDI -TOF
| sol Il denti fied epiphjldentificati
El15 Bacillus subtilis/ ar 99. 9
E16 Pant oea aggl ome 99. 9
E17 Mi crococcus | u 99. 9
El18 Bacillus subtilis/ ar 99. 9
E20 Pant oea aggl ome 99. 9

Diversity of the epiphytic microbiota of Scots pine seeds

The epiphytic bacterial microbiota Bfnus sylvestrig. seeds is characterised by limited

taxonomic diversity and is represented by three dominant speBiesubtilis B.
amyloliquefaciengfor isolates E15 and E18p. agglomerangfor E16 and E20) ani.

luteus(for E17).

Structural analysis of the epiphytic microbiome shows an even distribution between two

taxa:B. subtiligB. amyloliquefacienandP. agglonerans each of which accounts for 40%

of the total number of identified isolates; one fifth of the microbial community (20%) is

composed oM. luteus(Figure 4).
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M. luteus
20%

B. subtilis
40%

P.
agglomerans
40%

Figure 4. Species distribution of epif
i sol ated frPima8sd ovtbs Jpisme d(s

The identified structure of the epiphytic microbiome reflects the selective adaptation of
bacterial taxa to the specific ecological conditions of the surface of conifer seeds. The
dominance oBacillusspp. reflects their high resistee to stress factors and ability to form
spores, which ensures survival in conditions of variable humidity and temperature
fluctuations. The presence Bf agglomeransnay be associated with their phytostimulating
properties and ability to colonise plasutrfaces, whileM. luteusis characterised by high
resistance to UV radiation and water deficiency.

Biocontrol potential of Scots pine epiphytes against phytopathogenic bacteria

The results of determining the antagonistic activity of epiphytic bacterial isolates isolated
from Pinus sylvestrisL. seeds in relation to collection strains of phytopathogenic
microorganisms are presented in Table 3.

Table 3
Antagonistic activity of epiphytic bacteria isolated from Pinus sylvestrid.. seeds against
phytopathogenic bacteria

C.
P. P. X. A. michiganensis
Epiphytic | syringae | fluorescens| campestris| tumefaciens subsp.
bacteria 8511 8573 8003 8628 michiganensis
10
Growth inhibition zones, mm
{15 18\1 17NL* N/A 5NL 12\1
(16 0 oN1L 0 0 0
(17 0 0 0 0 0
{ 18 14N1L 14N1L 35N\1 12N1 15N\
{20 0 0 0 0 0
Notes: *1 no complete absence of growth was observed, only its delay; NoA studied

The data obtained indicate significant variabilitytive antagonistic activity of the
studied epiphytes. Isolates E15 and EB $ubtiligB. amyloliquefaciens showed
antagonistic activity, forming the largest growth inhibition zones against most of the

248 b b Wkrainian Journal of Food S cience. 205. Volume 13. Issue 2b b b
ISSN: 2409-4951 (Online), 2310-1008(Print)  Creative Commons license: CC-BY


https://en.wikipedia.org/wiki/Creative_Commons_license
https://en.wikipedia.org/wiki/Creative_Commons_license

collected phytopathogenic strain¥: campestris( 3 5 frh), C. michiganensissubsp.
michiganensig 1 5 N2 Prsynihgae( 1 4 N1  mPnjluoresceds( 1 4 N1 mm) . Th
indicates a broad spectrum of antimicrobial activity of this isolate and its potential as an
effective biological control agent.

Strain E15 showed selective antagonistic activity, exhibiting high efficacy only against
P.syringaegl 1 8 N1 mm) and mo d@ michigamensisulispmichigayensisg ai n s
(12N1 mm). 1t was also found t hatyagainstai n E
P.fluorescenf 17 N1 mm) and only inhibits the grow
completely eliminate it, indicating a bacteriostatic rather than bactericidal effect.

Isolate E16 was characterised by a narrow spectrum of antageuistity, exhibiting

an inhibitory effect only againg®. fluorescend 9 N1 mm) . Such selectiyv
specific mechanism of antimicrobial action or a limited spectrum of antibiotic compounds
produced.

Strains E17 and E20 did not show antagoniatitivity against any of the tested
phytopathogens. This may indicate that these strains are unable to produce antimicrobial
compounds that are effective against the studied phytopathogens, or that they have other
mechanisms of interaction with the hosirmilthat are not related to direct antagonism.

Compared to endophytic bacteria, epiphytic isolates show more variable antagonistic
activity with less characteristic efficacy indicators. However, strain E18 was characterised
by a pronounced inhibitory effeon X. campestris wher e t he gr owt h i nh
mm) exceeded the results obtained for endophytic bacteria.

The results confirmed the potential of epiphytic bacteria isolated from Scots pine seeds
as hiocontrol agents, especially strains E15 Bh8, which may be promising for further
study as potential agents of biological control of phytopathogenic bacteria in forestry.

Conclusions

The isolated epiphytic bacteria of Scots piRe(s sylvestrid..) seeds, identified as
Bacillus subtiligamyloliquefaciens Pantoea agglomeranand Micrococcus luteusare
characterised by significant biocontrol potential for suppressing phytopathogenic
microorganisms. The established taxonomic structure of the epiphytic microbiome
demonstrates the dominanatbacillary forms and the presence of phytostimulating taxa
adapted to the specific ecological conditions of the surface of coniferous seeds. The
antagonistic activity oBacillusspp. strains against a wide range of phytopathogens confirms
the promise ottheir use in the creation of environmentally safe biological products for
forestry. Further research should be aimed at studying the molecular mechanisms of
antagonistic action, identifying antimicrobial metabolites, and evaluating the effectiveness of
sdected epiphytic isolates in field conditions for protecting seedlings and increasing seed
germination.
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Abstract

Introduction. The aim of this review is to summarise availal
information on secondary metabolite production by actinobacteria il
presence of biological inducers in culture media.

Materials and methods. A systematic search of scientifi
publications was conducted, primarily using PubMed and Go
Scholar, to identify studies on the cultivation of actinobacteria in
presence of biological inducers from the earliest available reports
2025.

Resuts and discussion.With the development of biotechnolog
unconventional methods of cultivating producers alongside ¢
microorganisms or inducers are attracting increasing atten
Cultivating actinobacteria with biological inducers can lead to irsem:
concentration and/or activity of synthesised secondary metabolite
well as to the production of practically valuable metabolites that are
characteristic of monocultures.

Actinobacteria, bacteria, fungi, and yeasts are used as biolc
inducas, mainly in the form of living cells, although supernatants
inactivated cells are also employed. Among the possible mechanis
induction, the most commonly highlighted are intercellular interacti
between producers and inducers, as well as ffecteof inducer
signalling molecules on the biosynthesis of secondary metabc
however, this aspect remains insufficiently studied and requires di
molecular and physiological investigation.

Actinobacteria are cultivated with inducers in the lalbary mainly
in flasks on shakers, although some researchers also use labc
bioreactors, indicating the potential for process sople Different
nutrient media are often applied for the preparation of microbial ina
and for biosynthesis, which reiges further optimisation for scaling
to the industrial level. Not all authors provide a detailed descriptio
preparing inocula of actinobacteria and other microorganisms, w
makes it difficult to determine whether the cultivation was ind
performed with an inducer and limits reproducibility of the resu
Furthermore, not all studies investigate the biological activity of
secondary metabolites obtained, which requires further study, a
feasibility of their industrial production and thepotential practical
applications largely depend on this.

Conclusions. The cocultivation of actinobacteria with biologice
inducers represents a promising biotechnological strategy for enha
and diversifying the production of secondary metabolltesvever, the
underlying mechanisms of induction and intercellular interacti
remain insufficiently understood and further study is needed to ide
effective inducers and optimise conditions.
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Introduction

Microbial products are increasingly being explored for medical applications, as it has
been established that only 0126 of all microorganisms have been successfully cultivated
under laboratory conditions, while their diversity remains virtually limit{@gnani et al.,

2017; Alhadrami et al., 2021). Actinobacteria are prolific producers of secondary microbial
metabolites and can be classified into members of the datnelstomyceand rare, non
Streptomyceactinomycetes, possessing dozens of biosyntpeties (Hoshino et al., 2018a;
Liang et al., 2020). Their metabolic repertoire includes, among others, antibiotics (Boruta et
al., 2021; Shamikh et al., 2020), alkaloids (Maglangit et al., 2020; Shamikh et al., 2020), and
polyketides (Hoshino et al., 2018/ang et al., 2014).

A considerable number of valuable microbial metabolites are now known; however,
some exhibit low biological activity, occur at low concentrations, or are not synthesised at
all under standard laboratory conditions, making it importanexplore strategies to
overcome these limitations (Maimone et al., 2021).

Conventional approaches to modulating the biosynthesis process include altering the
composition of the nutrient media, adjusting temperature and pH (Alam et al., 2022), as well
as refining strains through metabolic engineering techniques (Singh et al, 2023).
Concurrently, with the advancement of applied biotechnologies, the use of mixed cultures
has attracted increasing attention (Khedkar et al., 2025). In our study (Piro@@23},,we
have highlighted that the conceptsofcar | t i vati on Awi th competit
Awith biological inducerso are distinct: i
concentrations, whereas in the latter, the producer iseappli a substantially higher
concentration than the inducer. In our previous review (Pirog et al., 2025), we examined the
impact of competitive microorganisms on the synthesis of secondary metabolites by
actinobacteria; in this review, we focus on the ailbiological inducers.

The earliest reports on the impact of biological inducers on the synthesis of secondary
metabolites by actinobacteria date back to 220&1. Initially, these were sporadic studies
(Kurosawa et al., 2008; Onaka et al., 2011); hawein recent years, there has been a
noticeable increase in such research (Selegato et al., 2023).

Cultivation of producers of antimicrobial secondary metabolites with competitive
microorganisms or inducers may result in (Wang et al., 2021): alteratiomgtabolite
concentration and/or antimicrobial activity; production of metabolites not typically observed
in monocultures; or absence of metabolites normally formed in monoculture. Studies (Liang
et al., 2020; Song et al., 2020) indicate that produesysond differently to various inducers
in the culture media, and no consistent patterns in secondary metabolite formation have been
identified, meaning that the induction mechanism underlyinguitivation remains poorly
understood. Furthermore, theresguarantee that the metabolites obtained will possess the
desired biological activity, so each approach t@@lbivating microorganisms or cultivating
them with inducers should be thoroughly investigated and analysed.

The aim of this study is teummarse the literature on the biosynthesis of practically
important secondary metabolites by actinobacteria in the presence of biological inducers,
considering their various physiological states (living cells, inactivated cells, or supernatant)

The objectiveof this study are tgearch for, analyse, and summarise the findings of
international colleagues regarding the influence of biological inducers on the synthesis of
secondary metabolites by actinobacteria and their biological activity, as well as on the
production of metabolites not typically observed in the producer monoculture
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Materials and methods

A systematic search of scientific publications was conducted, primarily using PubMed
and Googl e Schol ar dat abases, wii § & c oknedyamoyr
met abol ictuelst,uwr e ®o Ai nducer, 6 delisitor, o a
published from 2008 to 2025 were selected. Only studies reporting secondary metabolite
production in the presence of biological inducers were includetkvie studies were

summarised and analysed.

Results and discussion
Synthesis of metabolites not characteristic of monocultures

In the available literature, the vast majority of studies on the -cultivation of
actinobacteria with inducers, resulting liretsynthesis of new metabolites, focus on the use
of other actinobacteria containing mycolic acids and belonging to the gesidkamurella
RhodococcugGordonig andNocardia(see Table 1).

Table 1
Cultivation of actinobacteriain the presenceof inducers: synthesisof metabolites not
characteristic of monocultures

_Producer * Synthes_lsed Antimicrobial activity Cytotoxu? a_md Sources
inducer metabolites other activity
Inducers - other actinobacteria

Streptomyces Red pigment T T Onaka et
lividansTK23 + |UPG* al., 2011
Tsukamurella
pulmonis
TP-B0596
(living cells)
S.coelicolor Antibiotic MI C ( Og/ mL) T Onaka et
S522+ T. pulmonija | ¢ h i v e nfMicrococcus luteugP- al., 2011
TP-B0596 B1007 0.06;Bacillus
(living cells) subtilisATCC 6633i 40;

Staphylococcus aureus

209P JG1, Escherichia cq

NIHJ JG2, Candida

albicansTP-F0176- > 50
Gordoniasp. Gordonicacid [GIZ(mm)1 0 OgM.d T Park et al.,
KMCO005 (yellow polyketidg luteusKk CCM11548i 2.5; 2017
+ S tendae glycosid) Enterococcus hirae
KMCO006 KCCM11768-1.5
(living cells)
Umezawaeap. |Antibiotic Glz,50¢g / dd. abiran; T Hoshino et
RD066910 umezawamide |7 1.7 mm;Diameter ofGIZ| al.,2018b
+ T. pulmonis ) (1009 / ¥ B. eereus, S.
TP-B0596 aureussensitive to
(living cells) methicillin, E. coli (not

reported)
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Producer +

Synthesised

Cytotoxic and

inducer metabolites Antimicrobial activity other activity Sources
Antibiotic Diameter ofGIZ (10 T
umezawamide |Og/ § C. sllnicansB.
1 cereus, S. aurewsensitive
to methicillin, E.
coli - not reported
Actinosynnema Absence of antimicrobial | Cytotoxic activity Hoshino et
mirumNBRC Antibiotics activity againstC. albicang against cervical |al., 2018c
14064 mirilactams B. cereussS. aureus cancer, MCF/
+ T. pulmonis o, D, E |sensitive to methicillin |breast cancer,
TP-B0596 (strain numbers not A549 lung cancg
(living cells) specified cells, starting
from 10|
Micromonospora | Antibiotic keyicin | Inhibition of growth of T Adnani et
sp. WMMB-235 Mycobacteriunsp. WM al,, 2015,
+ MB-235, Rhodococcusp. 2017
Rhodococcusp. WMMA -185 (degree of
WMMA-185 inhibition not reported);
(living cells) Ml C (Og/ mR)
subtilisi 8; S. aureus
sensitive to methicillin
(strain numbers not
specified - 2
Streptomyces Lipidic metabolitd G1Z, mm (300g / Wi § T Sugiyama
nigrescens SA-9n* B. subtilisNBRC 3134 et al.,2016
HEK616+ 12;S. aureus\BRC 1327¢
T. pulmonis T 10.Growth inhibition
TP-B0596 zone mm (1000 g / M i
(living cells) E. coliNBRC 3972- 10
Streptomycesp. [Ch oj al a c|Absence of antimicrobial|l C 2 81 8| Hoshino et
CJ5 and d activity againsB. subtilis,| Moderate al.,2015a
+ T. pulmonis (butanolides) S.aureusandC. albicans | cytotoxic activity
TP-B0596 (strain numbers not against P388
(living cells) specified mouse leukemig
cells
Catenuloplanesp.| Catenulobactin T Moderate Hoshino et
RD067331 (heterocyclic cytotoxic activity al., 2018a
+ peptide) against P388
T. pulmonis mouse leukemis
TP-B0596 cells(ICso 22.4
(living cells) ON
Catenulobactinl T Cytotoxic activity
(heterocyclic against P388
peptide) mouse leukemis
cells(ICs0 ©100
oM
Streptomyces Antibiotic GlZ, mm (300g / Hi gAbsence of Kurosawa
padanus RSM* ¢ S. padanuMITKK -1037 |activity against |et al, 2008;
MITKK -103 15; E. coli-8; S. aureusd; |HL-60 human |2010

+ Rhodococcus
fascians307((living
cells)

B. subtilig 8; Helicobacte
pylori -10

leukemia cells
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Producer * Synthes!sed Antimicrobial activity Cytotoxp a_md Sources
inducer metabolites other activity
S. padanus Antibiotic Glz, mm 3009/ Wi gAbsence of Kurosawa
MITKK -103 RSM* | S. padanuMITKK -1037 | activity against |et al, 2008;
+R. fascians307 18;E. colii 12; S. aureus |HL-60 human |Kurosawa
(living cells) 14; B. subtili§ 14; H. leukemia cells |etal.,2010
pylori -18
Streptomycesp. |CBQ* G Absence ofintimicrobial | Selective Lianget al.,
RKND-216 activity againssS. aureus | cytotoxic activity| 2020
+ resistant to methicillin | against MCF/
Mycobacterium ATCC 33591 E. faecium |and HTB26breas
smegmatifATCC F379resistant to cancer |
12051 vancomycing, S. warneri|3.07 and 3.67
(living and ATCC 17917 Proteus  |O M)
inactivated cells) vulgarisATCC 12454 and
C. albicansATCC 14035
Streptomycesp. |Niizalactams A, H Absence of51Z againstC. | Absenceof Hoshino et
NZ-6 + T. pulmoni| (multicyclic albicans B. subtilis and |activity against |al.,2015b
TP-B0596 macrolactams) | Saccharomyces cerevicig P388 mouse
(living cells) leukemia cells
Streptomycesp. | Aromatic T T Hoshino et
TAKO-2 +T. polyketides al., 2016
pulmonisTP-B059( julichrome @ and
(living cells) julichrome Qs
S. nigrescens Alkaloids MI Cf ) Oagain 1 Sugiyama
HEK616 + 5aTHQs* Schizosaccharomyces etal.,, 2015
T. pulmonis pombelY1i 6.3
TP-B0596
(living cells)
Streptomyces LCA* A-D (cycliclMl C[ § Oagai n|Absence of Jianget al.,
sp. KUSC_F05 |[hexapeptides) |B. subtilislFO3134-100; |activity against |2021
+ absence of antimicrobial | HT1080 human
T. pulmonis activity againssS. aureus |fibrosarcoma
TP-B0596 IFO13276,E. coli cells af
(living cells) IFO3972,Pseudomonas
aeruginosdF0169
Streptomyces Arcyriaflaviny T Cytotoxic activity Hoshino et
cinnamoneus (alkaloid) against P388 |al.,2015c
NBRC 13823 + mouse leukemig
T. pulmonigstrain cells(ICso 39
number not oN
specified
(living cells)
Micromonospora | Dracolactamg | Absence of antimicrobial | Absence of Hoshino et
wenchangensis | activity againstC. albicang activity against |al.,2017

HEK-797 (macrolactams) |B. cereusS. aureus P388 mouse

+ T. pulmonis resistant to methicillinT. |leukemia cells

TPB0596 pulmonis(strain numbers

(living cells) not specified
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Producer * Synthes!sed Antimicrobial activity Cytotoxp a_md Sources
inducer metabolites other activity
Micromonospora | Complex of MI C ( Og/ mliS) |Activity against | Shamikh
sp. UA17 metabolites, aureus Trypanosoma |et al.,2020
+ Gordoniasp. including NCTC 8325 8.6; bruceiTC221
UAL19 (living cells)| piperidine Enterococcus faecalis | (MIC > 100

derivative MY (strain number not Og/)mL

3364, antibiotic | specified i 7.4;

chlorocardicin, |C. albicans5314i 6.4

antibiotic

WS 5995A,

neocopi a
Micromonospora | Complex of Ml C ( Og/ mB) |Activity against
sp. UAL7 metabolites, aureusNCTC 8325/ 4.2; | T. bruceiTC221
+ Nocardiasp. including antibioti E. faecalig(strain number| (MIC > 100
UA 23 (living cells]c h i ¢ a my c|not specifiedli 3.9; Og/)mL

libramycin¢ , C. albicans5314i 3.8

alkaloids
Streptomycesp. | During growth on T Activity of Gamaleldin
UR23 ISP2 agar mediu metabolites et al.,2020
+ bafilomycins synthesised on
Nocardiasp. UR21D and A1, agar and in liqui
(living cells) aggrecer media against.

salbostatin brucei(strain

During growth in number not

ISP2 liquid specified

medium lipstatin, (ICs0 4.6 and 2.4

trichostatic acid, Og/ mL,

trichost respectively

terreusinol,

platenolide Il
Micromonospora | During growth on T Activity of Gamaleldin
sp. UR17 ISP2 agar mediu metabolites et al.,2020
+ neihumicin, synthesised on
Nocardiasp. UR2] antascomicin® agar and in liqui
(living cells) a n d Dubng media against.

growth in ISP2 brucei(ICso 2.7

liquid medium and2.50g/ m

geldanamycin, 2 respectively

HPAA¥*, daidzein,

GTRI-02
Nocardiopsisp. |During growth on T Activity of Gamaleldin
UR17 ISP2 agar mediu metabolites et al.,2020

+ Nocardiasp.
UR27 (living cells)

MPC*, 5-HPA*
During growth in
ISP2 liquid
medium
Forphenicine

againsfT. brucei
(strain number
not specified
(ICso © 100¢(
Og/)mL
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Producer * Synthes!sed Antimicrobial activity Cytotoxic gnd Sources
inducer metabolites other activity
Inducersi other bacteria

Streptomycesp. |NC-DHBA * T Low activity Liang et al.,
RKND-216 against kidney [2020
+Alteromonassp. CCL-81 cells,
RKMC-009 MCF-7 and
(living and HTB26 breast
inactivated cells) cancercells, and

HCT116 colon

cancer |

O 32 mg|

Inducersi fungi

Streptomyces Complex of new |Inhibition of growth ofR. |T Maimone,
lunalinharesii unknown solani(strain number not etal.,2021
A54A metabolites, specified T
+Rhizoctonia sola| includingthe 88,43 % (extract
(strain number no] DFO* siderophor{ concentration 50éng / ){
specified (living |and anisomycin
cells) derivatives
Streptomycesp. |He r o n a p y|Diameter ofGIZ for A. sp. |1 Khalil, et
CMB-StM0423 + CMB-AsM0423i not al., 2019
Aspergillussp. reported
CMB-AsM0423
(living cells)
Notes:i¢c 7T € T dat a GI& ogrowth ishfbibon zored*tJPG i undecylprodigiosinSA-9n -

streptoaminabn; R S [i rhodostreptomycin; CBQ@ carbazoquinocin;5aTHQs- 5-alkyl-1,2,3,4
tetrahydroquinolined;CAT longicatenamides2-HPAA - 2-hydroxyphenylacetic acid; MPOnethyl
pyrrole-2-carboxylate; BHPA 1 5-hydroxypicolinic acid; NC-DHBA - N-carbamoyl2,3
dihydroxybenzamide; DF® desferrioxamine.

Data from Table 1 also indicate thiaing cells of other organisms are most commonly
employedo induce the synthesis of metabolites not typically observed in monocultures. Liang
and ceauthors (2020) useliing and inactivated cellsf M. smegmatisATCC 12051 and
Alteromonasp. RKMG009, and suggested that the presence of inactivated cells in the medium
reduces the number of potential secondary metabolites of the inducers that could act as chemical
signals on th producer, thereby limiting the induction of new metabolites.

In contrast, wherliving inducer cellsare used, competition for carbon and nitrogen
sources in the culture medium occurs, which can act as a trigger for the activation of silent
biosynthetic pthways.

Not all authors have described in detail the procedure for introducing the inocula prior to
the synthesis of secondary metabolites, which makes it difficult to determine whether the
cultivation was carried out with an inducer or with competitiveraorganisms. For example,
Sugiyama et al. (2015, 2016) do not specify the ratio in which the inoclan@frescens
HEK®616 andT. pulmonisTP-B0596 were introduced for the synthesis of the natural lipidic
metabolite streptoamingh and Salkyl-1,2,3,4tetrahydroquinoline alkaloids. We consider
that in these studids pulmonisTP-B0596 was used as an inducer, as numerous similar articles
report that the inocula ofsukamurellaactinobacteria were added in significantly smaller
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amounts than that of thproducers. In Liang et al. (2020), the inocula of the producer

Streptomycesp. RKND-216 and the induceid. smegmati?\TCC 12051 andhiteromonas

sp. RKMGO009 were introduced into the medium in equal amounts; however, this also
constitutes cultivation withnducers, since the producer was introduced 72 hours earlier,
resulting in a higher biomass.

Among the possible mechanisms inducing the synthesis of new metabolites, the following
can be distinguishedl) Mycolic acid stimulating biosynthesis pathwaysaictinobacteria
(Shamikh et al., 2020)2) Mycolic acid triggering biosynthetic routes in producer strains,
alongsidentercellular interactions with inducersigshino et al., 2018®©naka et al., 2011);

(3) Specific inducer compounds acting without direellular contactAdnani et al., 2017,
Maimone, et al., 2021); (4) Horizontal transfer of plasmid DNA resulting in formation of
recombinant strains (Kurosaweh al.,2010);(5) Modification of precursors of target product
biosynthesis by an inducer (Hwso et al., 2017)6) InducerstimulatingNO synthesis, which
mediates transcriptional activation of silent gene cluskérali, et al.,2019).

Secondary metabolites of actinobacteria synthesised in the presence of inducers are
mostly characterised by antimicrobial activity. These include the antibatbs/emycinA
(Onaka et al., 2011keyicin (Adnani et al., 2017yhodostreptomycing and B(Kurosawa et
al., 2008), complexes of antibictiontaining (Shamikh et al., 2020) and new unknown
metabolites (Maimone et al., 2021), gordonic acid (Park et al., 2017), the lipid metabolite
streptoaminabn (Sugiyama et al., 2016), alkaloidsalkyl-1,23,4-tetrahydroquinolines
(Sugiyama et al., 2015), and longicatenamideB Aliang et al., 2021). All these compounds
showed antimicrobial activity against various pathogens, supported by specific data. Such
secondary metabolites can be considered as @dtantiseptic agents for pharmacological and
medical use

In some studies (Hoshino et al., 2018b; Khalil et al., 2019), the diameters of the growth
inhibition zones for test cultures were not reported, but the authors noted that umezawamides
A and B ancheronapyrrole B also exhibit antimicrobial activity.

New metabolites of actinobacteria obtained in the presence of inducers in the culture
media may also exhibit cytotoxic or atrypanosomal activity. The antibiotics mirilactams C,

D, and E (Hoshino etla 2018c), chojalactones A, B, and C (Hoshino et al., 2015a), and
carbazoquinocin G (Liang et al.,, 2020) showed no antimicrobial activity, but displayed
cytotoxic effects against cancer cells, making them potemttaimour agents

The use of differemutrient media for inoculum growth and cultivation may complicate
process scaling to an industrial levedr example, in Hoshino et al. (2018b, ¢), the inocula was
grown on A3M medium, while cultivation was carried out or2Z medium. In contrast, Park
et al. (2017) and Liang et al. (2020) used the same medium for both pufpbbdisuid and
ISP2m, respectively making the process technologically feasible for indussgale
production.

Overall, the technology of cultivating actinobacteria with biolabieducers to produce
new metabolites appears promising for practical applications, but further data and optimisation
of the production process are required.

Effect on metabolite synthesis

As a result of cultivating actinobacteria together with inducers, the concentration of
synthesised secondary metabolites may also increase. Representatives of the genus
Streptomyceare most frequently used as producers in such studielslabet al. (202palso
report the cultivation of rare actinomycefisodococcus eq@@GMCC14861 together with a
prokaryotic inducer. Biological inducers include living cells (Sharma et al., 201¢t al.,
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2015), supernatant (Ma et al., 2030 et al., 2017), and inazated cells (Song et al., 2020).
In Wang et al(2017),Penicillium chrysogenurAS 3.5163 was used as an inducer in a rather
original physiological statéthe evaporated ethyl acetate extract of the supernatant, which, to
our knowledge, has not been reapd previously in the available literatufidne target products
are most often antibiotics, such as natamycin (Shi et al., ¥247g et al., 201)7 valinomycin
(Sharma et al., 2017), and rimocidin (Song et al., 2020). Summary information is provided in
Table 2.

Table 2

Cultivation of actinobacteriain the presenceof inducers: effectson metabolite synthesis

Concentration

Producer + Synthesised -
. . _ Without | Sources
inducer metabolites With inducer inducer

Inducers - other actinobacteria
S. lividansTK23 + Red pigment 1.93Q1 0 0.2G4 Onaka et
T. pulmonisTP-B0596 actinorhodin al., 2011
(living cells)
Streptomycesp. NZ6 + | Niizalactam C 1.3mg/10L in 5times | Hoshino
T. pulmonisTP-B0596 (multicyclic lower etal.,
(living cells) macrolactam) 2015b

Inducersi other bacteria
R equiCGMCC14861 + | Chitin deacetylase | 2, 9 7 2085 | 157.61 Ma et al.,

Staphylococcusp.MC7 U/mL (living U/mL 2020
(living cells, supernatant) cells);3, 153.

161.49U/mL

(supernatant)
S.sp. CGMCC4.7185 + | *N-Ac-Trp, 14.9 mg/L, much Yu et al.,
B. mycoidesGMCC1.197 | bacillamides 3 mg/L, lower 2015
(living cells) ¢ andl 13.7 mg/L, without

respectively inducer

Inducersi fungi

S natalensiHW-2 + Antibiotic 2.49 g/L 1.33g/L | Wang et
P. chrysogenumAS natamycin al., 2017
3.5163 évaporated ethyl
acetateextract of

supernatant

S natalensiHW-2 +A. Antibiotic 0.799 g/L (living | 0.639 g/L | Wang et
niger AS 3.6472 ljving natamycin cells), 1.62 g/L al., 2013
cells supernatant (supernatant)

S natalensiHW-2 + Antibiotic 0.975 g/L (living | 0.639 g/L | Wang et
P. chrysogenum natamycin cells), 1.84 g/L al., 2013
AS 3.5163(living cells, (supernatant)

supernatant

S natalensisHW-2 + Antibiotic No effect (living | 0.639 g/L | Wang et
Aspergillus oryzad\S natamycin cells), inhibition al., 2013
3.2068(living cells, of synthesis

supernatant (supernatant)

Streptomyces natalld5 | Antibiotic 1.44 g/lL 67% Shi et al.,
+ A. niger (strain number | natamycin lower 2017

not specifiedsupernatant
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Producer + Synthesised Concentration - S
inducer metabolites With inducer Wlthout ources
inducer
S natalusN5 + P. Antibiotic 1.42 g/lL 66% Shi et al.,
chrysogenupsupernatant, natamycin lower 2017
S lavendulaeACR-DA1+ | Antibiotic 26.3 g/L 50 mg/L Sharma et
T. velutinum(living cells) | valinomycin al., 2017
S nourseiATCC 11455 +| DFO-, DHXC * Increase in - Boruta et
P. rubensATCC 28089 and argvalin concentration al., 2023
(living cells)
Inducersi yeasts
S natalensiHW-2 + Antibiotic No effect 0.639 g/L | Wang et
S cerevisiaeAS 2.2081 natamycin al., 2013
(living cells, supernatait
S natalusN5 + S Antibiotic Increase in - Shi et al.,
cerevisiagstrain number | natamycin concentration 2017
not specifiedsupernatant
S lavendulaeACR-DA1 Antibiotic 67 mg/L 50 mg/L Sharma et
+ S cerevisiag(living valinomycin al., 2017
celly
Streptomyces rimosus Antibiotic rimocidin | 0.37 g/L 0.21 g/L Song et
M527 +S cerevisiagh 3 (supernatant), al., 2020
(supernatant, living and 0.3 g/L (living
inactivated cells) cells), slight
increase
(inactivated cells)

Notes:cT € T dat a*NrAo-Trp-INagetgltryptanthe; DFQ - desferrioxaming ; DHXC
T deshydroxynocardamine

The article fa et al.,, 2020) describes an atypical case of successful cultivation of
actinobacteria with an inducer, as living cells and the corresponding superoftant
Staphylococcusp. MC7 were added to the culture medium at higher concentrations than the
inoculum of the produceR. equiCGMCC14861 (4:1 and 7:5, respectively), resulting in the
synthesis of chitin deacetylase at higher concentrations than when the inocula were added in other
ratios. In a study by Boruta et al. (2023), although the inoculireptanyces noursehTCC
11455 andPenicillium rubensATCC 28089 were added simultaneously, actinomycetes
predominated in the total biomass; therefore, in our opinion, this also constitutes cultivation with
an inducer.

The presence of the same inducer in thelanegh lead to multiple effects simultaneously.

For example, Onaka et al. (2011) reported that the cultivatiBnlnfidansTK23 together with

living cells of T. pulmonisTP- B0596 was accompanied by an increase in the concentration of the
red pigment amorhodin and the synthesis of a new pigment, undecylprodigiosin. A similar
situation was described bioshino et al. (2015b), where cultivationStfeptomycesp. NZ6 in

a medium containing. pulmonisTP-B0596 resulted in an increase in the conceotrabf
niizalactam C and the synthesis of niizalactams A and B, which are not observed in monoculture.

The effect of biological inducers on the synthesis of secondary metabolites by actinobacteria
is not always positive. For instance, the presence ofjlnétisof Aspergillus oryzadS 3.2068
andS cerevisiaeAS 2.2081, as well akeir corresponding supernatants, in the culture medium
of Streptomyces natalendiV-2 did not affect the concentration of natamy@itlang et al.,
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2013). Similarly, the cultivatiorof StreptomycesavendulaecACR-DA1 with living cells of
Trichoderma velutinun(strain number not specified) was accompanied by a decrease in
valinomycin concentration by 23.7 g/L.

Among the possible mechanisms of inducttbe authors highligtihe influence omycolic
acid on the induction of biosynthetic pathways in producers, as well as the intercellular interaction
of actinobacteria with inducer®©gaka et al., 2011), artde action of extracellular signalling
substances produced by an induéa t al., 2020).

Yu and ceauthors (2015) abstractly refer to induction as an “species crosstalk
strategy,” whereas Wang armb-authors (2017) suggest that the increase in natamycin
concentrationn S. natalensisnay represent a protective response to the presence of fungi in the
culture medium, mediated by changes in the permeability of the producer's membrane and the
influx of extracellular calcium as an activator of enzymes involved in antibiotic biosynthesis.

Not all authors have investigated changes in the antimicrobial and cytotoxic activities of
synthesised metabolites in the presence of inducers, which raises questions about the cost
effectiveness of the technology of cultivation with inducers for the inalugtioduction of
bioproductsHoshino and colleagues (Hoshino et al., 2015b) examined the biological activity of
niizalactam C; however, this metabolite exhibited neither antimicrobial acsg#ynstC.
albicans, Bsubtilis andS. cereviciaéstrainnumbers not specified), nor cytotoxic activity against
P388 mouse leukaemia cells.

Regarding culture media, not all authors described the experimental preparation procedures
in detail. For instance, Yu et al. (2015) do not specify the medium used fomatiudfi
Streptomycesp. CGMCC4.7185 wittBacillus mycoidesCGMCC1.197, and Sharma et al.
(2017) do not indicate the medium used for preparing inocula.

Wang andco-authors(2017) employed different nutrient media for the preparation of the
inocula of S. natalensisHW-2 and P. chrysogenunAS 3.5163, which could potentially
complicate the scalingp of the technology to an industrial level.

On the other hand, in the stuoly Boruta et al. (2023), the cultivation ®f nourseATCC
11455 with an inducer & performed in a laboratory bioreactor rather than in shaking flasks,
which may facilitate the scalingp to an industrial production level.

Therefore, the technology of cultivating actinobacteria with inducers to obtain target
products in higher conceations is both interesting and promising, but requires furtidefith
investigation.

Effect on the synthesis and activity of metabolites

The cultivation of actinobacteria in the presence of inducers can simultaneously produce
multiple effects on thesame metabolites, such as increased concentration and enhanced
antimicrobial activity, which is commercially attractive. We identified two such studies (Patin et
al., 2018 Sung et al., 20)7The summarised data are shown in Table 3.

The study ofStreptorgcessp. PTY08712cultivation with different bacteria as inducers
(Sung et al., 2017) illustrates that each combination of microorganisms must be investigated
separately. Thus, in the presence of living a#lB. subtilisSATCC 6051, methicillirresistants
aureusATCC BAA-1717, andP. aeruginosaATCC 15442 in the culture medium, antibiotics
with enhanced antimicrobial activity were synthesised. By contrast, in the presence of methicillin
sensitiveS. aureusATCC BAA-1718,no changes in the biological activity of the synthesised
metabolites were observed compared with antibiotics produced in monoculture.

From a practical perspective, it is difficult to estimate the concentrations of synthesised
secondary metabolites, as Sumgl colleagues (Sung et al., 2017) reported the areas under the
peaks obtained by liquid chromatographgiss spectrometry, and Patin and his team (Patin et al.,
2018) presented graphs showing the variation of peak areas over time. Moreover, thallatter stu
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does not provide specific values for the growth inhibition zones of test cultures drasgar
medium, nor is the cause of their inhibition clarified.

In the article by Sung et al. (2017), the authors suggest that a possible mechanism for the
increasedconcentration and antimicrobial activity of the antibiotic complex is an ecological
stressor, i.e., competition between microorganisms for substrate and space. However, Patin et al.
(2018) describe the ecological relevance of induction as "often spegllsitice most producers
and inducers were isolated from different environments and are unlikely to interact in nature.

Table 3
Cultivation of actinobacteriain the presenceof inducers: effectson metabolite synthesis and
activity
Producer + Synthesised Effects on concentration and biological S
. . . ources
inducer metabolites activity
Inducersi other bacteria
Streptomyces sp. | Antibiotics Increase in concentration by 1018.8 | Sung et
PTYO08712+ granaticin, fold. Reduct i on-foidn al, 2017
B. subtilis granatomycin D, againstB. subtilis ATCC 6051, 2fold
ATCC 6051 dihydrogranaticin | against methicillirsensitive S. aureus
(living cells) B ATCC BAA-1718 and methicillin
resistant S. aureusATCC BAA-1717,
with no change againsP. aerugimsa
ATCC 15442
Streptomyces sp. | Antibiotics Increase in concentration by 23.3fold. | Sung et
PTY08712+ granaticin, No change in antimicrobial activity al., 2017
S aureussensitive| granatomycin D, against B. subtilis ATCC 6051,
to methicillin | dihydrogranaticin | methicillin-sensitiveS. aureus
ATCC BAA-1718| B ATCC BAA-1718, methicillinresistans.
(living cells) aureus ATCC BAA-1717, and P.
aeruginosaATCC 15442
Streptomyces  sp. | Antibiotics Increase in concentration by 16%5.9 | Sung et
PTY08712+ granaticin, fodd Reduction i n M]|al,2017
S aureusresistant| granatomycin D, fold againsB. subtiliSATCC 6051, 4fold
to methicillin | dihydrogranaticin | against methicillirsensitive S. aureus
ATCC BAA-1717| B ATCC BAA-1718, 8fold against
(living cells) methicillin-resistant S. aureus ATCC
BAA-1717, with no change againft
aeruginosaATCC 15442
Streptomyces sp. | Antibiotics Increase in concentration by 883fold. | Sung et
PTY08712+ granaticin, Reducti on in Mifolel | al., 2017
P. aeruginosa granatomycin D, against B. subtilis ATCC 6051,
ATCC 15442 dihydrogranaticin | methicillin-sensitive S. aureus ATCC
(living cells) B BAA-1718, and methicillirresistant S.
aureusATCC BAA-1717, with no changg
againstP. aeruginoséATCC 15442
Salinispora tropica| Lomaiviticin Increase in concentration|{ Patin et
CNY-681 +Vibrio | (glycosidg, Increase in antimicrobial activity of th al., 2018
sp. CUA-759, | sioxanthin metabolite complex (living cells), with
(living cells, | (carotenoid slight increase in antimicrobial activity ¢
supernatant) pigment) the metabolite complex (supernatal
against 12 test cultures.
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The available scientific literature also reports the cultivatioBtaptomycesp. 285 with
Cladosporiunsp. 322 (Liu et al., 2024), which was accompanied by the synthesis of a borrelidin
complex and its derivatives, with antimicrobial activity increasing by 36.67 and 42.86% Bgainst
subtilisATCC6633 ancbaprolegnia parasiticy G438, respectively, compadenith the control. In
addition, four metabolites not observed in 8teeptomycesp. 285 monoculture were detected,
alongside a -B0-fold increase in the concentration of other metabolites. This study describes an
atypical method of culturing the secaingl metabolite produc&treptomycesp. 285 with other
microorganisms, as the inocula of actinobacteria and fungi were prepared together in equal
proportions rather than separately, vdladosporiunsp. 322 dominating the overall biomass.

Therefore, tl cultivation of actinobacteria with biological inducers, which is accompanied by
multiple simultaneous effects, is commercially attractive but requires further investigation and
clarification.

Effect on metaboalite activity

The effect of eukaryotic and prokaryotic inducers in the culture medihaflococcus
erythropolisIMV Ac-5017 andNocardia vacciniilMV B-7405 on the biological activity of
surfactants synthesised under these conditions was studied in detail at thendpeft
Biotechnology and Microbiology, National University of Food Technologies (Table 4).

Table 4
Cultivation of actinobacteriain the presenceof inducers:
effecton surfactant activity
Producer + Effect on a_nt_|m|crob|al Effect on gntlbmﬂlm Sources
inducer activity activity
R. erythropolis| Increase in  antimicrobig Increase in antibiofilm Okhmakevych
IMV Ac-5017 | activity by 7.530 times| activity by 9.145.4% againsi et al., 2025
+ S cerevisiae| against bacterigE. coli IEM- | bacteria E. coli IEM-1,
BTM-1 1, Pseudomonasp. MF2, S. | Pseudomonasp.
(living cells) aureusBMS-1, B. subtilisBT- | MI-2, S. aureusBMS-1, B.
2) and by 60240 times| subtilis BT-2) and by 27.1
against yeastdJ. albicansD- | 58.9% against yeasts C(
6, C. utilis BVS-65, S.| albicans D-6, C. utilis BVS-
cerevisiaeBTM-1) 65, S. cerevisiadBBTM-1), as
well as by 326 and 629%
against duakpecies bacterig
and bacteridlyeast biofilms,
respectively
R. erythropolis| Increase in antimicrobig Increase in  antibiofilm Okhmakevych
IMV Ac-5017 | activity by 1.83.5 times| activity by 1.2-23.8%6 against| et al., 2025
+ against bacteriai, coli IEM- | bacteria E. coli IEM-1,
S. cerevisiag 1, Pseudomonasp. MF2, S.| Pseudomonasp.
BTM-1 aureusBMS-1, B. subtilisBT- | MI-2, S. aureusBMS-1, B.
(inactivated 2) and by 7.114.1 times| subtilis BT-2) and by12.1-
cells) against yeast€C. albicansD- | 45.4% against yeasts
6, C. utilis albicans D-6, C. utilis BVS-
BVS-65, S. cerevisiaeBTM- | 65, S. cerevisiadBBTM-1), as
1) well as by1-14 and 215%
against duakpecies bacterig
and bacteridlyeast biofilms,
respectively
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Producer + Effect on antimicrobial Effect on antibiofilm Sources
inducer activity activity
R. erythropolis| Increase in  antimicrobial Increase in  antibiofilm Okhmakevych
IMV Ac-5017 | activity by 3.67.3 times| activity by13.338.86 against| et al., 2025
+ S. cerevisiag against bacteriad, coli IEM- | bacteria E. coli IEM-1,
BTM-1 1, Pseudomonasp. MF2, S. | Pseudomonasp.
(supernatant) | aureusBMS-1, B. subtilisBT- | MI-2, S. aureusBMS-1, B.
2) and by 29.114.5 times| subtilis BT-2) and by26.7
against yeastgC. albicansD- | 51% against yeasts
6, Cu.utilis BVS-65, S.| albicansD-6, C. utilis BVS-
cerevisiaedBTM-1) 65, S. cerevisiadBBTM-1), as
well as by1-22 and 726%
against duabpecies bacterig
and bacteridlyeast biofilms,
respectively
R. erythropolis| Increase in  antimicrobig Increase in antibiofilm Pirog et al.,
IMV Ac-5017 | activity by 416 times agains| activity by 3.816.6% agains| 2020a
+ E. coli IEM- | E.coliI[EM-1,S aureusBMS- | B. subtilisBT-2
1 (living cells) | 1, B. subtilisBT-2
R. erythropolis| Increase in  antimicrobig Increase in antibiofilm Pirog et al.,
IMV Ac-5017 | activity by 8 times againdE. | activityby15.323.7% agains| 2020a
+B.subtilis coli IEM-1, S aureus B. subtilisBT-2; by 2.620.8%
BT-2 (living | BMS-1, B. subtilisBT-2 againstC. utilis BVS-65
cells)
N.vaccinii Increase in  antimicrobial Increase in antibiofilm Pirog et al.,
IMV activity by 416, 33-6.25, and| activity by 11-23% against&. | 2020b
B-7405 + E. | 2.95.8 times for surfactanty coli [EM-1; by 1931%
coli synthesised on biodies({ againsB. subtilisBT-2; by
IEM-1 production waste, refine{ 10-28% againsPseudomonas
(living cells) sunflower oil, and fried sp. MI2; and by &2%
sunflower oil, respectively| againstS aureusBMS-1
against E. coli IEM-1, B.
subtilisBT-2, S aureusBMS-
1, P. vulgaris PA-12,
Pseudomonassp. MI-2, E.
cloaceaeC-8
N. vaccinii | Increase in  antimicrobia Increase in antibiofilm Pirog et al.,
IMV B-7405 +| activity by 3.313.3, 510, and| activity by 10-24% against. | 2020b
E.coli [EM-1 | 3.57 times for surfactanty coli IEM-1; by 1729%
(inactivated synthesised on  biodies{ against. subtilisBT-2; by
cells) production waste, refine( 11-30% againsPseudomonas
sunflower oil, and fried sp.
sunflower oil, respectively| MI-2; by 1424% againstS
against E. coli IEM-1, B. | aureusBMS-1

subtilisBT-2, S aureusBMS-
1, P. vulgaris PA-12,
Pseudomonassp. MI-2, E.
cloaceaeC-8

b b blkrainian Journal of Food S cience. 205. Volume 13. Issue 2b b b 267
ISSN: 2409-4951 (Online), 2310-1008(Print)

Creative Commons license: CC-BY



https://en.wikipedia.org/wiki/Creative_Commons_license
https://en.wikipedia.org/wiki/Creative_Commons_license

Producer +
inducer

Effect on antimicrobial
activity

Effect on antibiofilm
activity

Sources

N. vaccinii
IMV B-7405 +
B. subtilis BT-
2 (living cells)

Increase in  antimicrobia
activity by 2.95.7, 3.36.7,
and 48 times for surfactants
synthesised on  biodies
production waste, refine
sunflower oil, and fried
sunflower oil, respectively|
against E. coli IEM-1, B.
subtilisBT-2, S aureusBMS-
1, P. vulgaris PA-12,
Pseudomonassp. MI-2, E.
cloaceaeC-8

Increase  in antibiofilm
activity by 18-25% against.
coli IEM-1; by 2334%
againstB. subtilisBT-2; by
14-33% againsPseudomonas
sp. ME2; and by 20-26%
againstS. aureu8MS-1

Pirog et al.,
2020b

N. vaccinii
IMV B-7405 +
B. subtilis BT-
2 (inactivated
cells)

Increase in  antimicrobia
activity by 2.55, 2.95.7, and
2-8 times for surfactants
synthesised on  biodies
production waste, refine
sunflower oil, and fried
sunflower oil, respectively|
against E. coli IEM-1, B.

Increase in antibiofilm
activity by 1621% against.
coli IEM-1; by 2033%
againstB. subtilisBT-2; by
17-35%againstPseudomonag
sp.

MI-2; and by 1728% against
S aureusBMS-1

Pirog et al.,
2020b

subtilisBT-2, S aureusBMS-
1, P. vulgais PA-12,
Pseudomonassp. MI-2, E.
cloaceaeC-8

Thus, it was reported that the surfactantR oérythropolidMV Ac-5017, synthesised
in the presence of livinggaccharomycegeast cells, exhibited higher antimicrobial and
antibiofilm activity against singleand dualspecies biofilms compared with sacfants
synthesised in the presence of inactivattcharomycesells or the corresponding
supernatant (Okhmakevych et al., 2025). It is suggested that both intercellular and
biochemical interactions between the surfacfaotucing strain and the inducere
important for induction. Furthermore, in comparison with data reported by Pirog et al.
(2020a), it is suggested that changes in the inducer also affect the specificity of the activity
of the synthesised antimicrobial compounds.

Okhmakevych et al. (28 and Pirog et al. (2020a) focused on surfactant synthesis
exclusively in ethanetontaining media; therefore, further research on alternative substrates,
such as technical glycerol or waste sunflower oil, is required. In Pirog et al. (2020a),
inoculum peparation ot. colil[EM-1 andB. subtilisBT-2 was performed on agar medium,
which may complicate scaling up the laboratory technology to an industrial level.

Pirog et al. (2020b) investigated the cultivationNof vaccinii IMV B-7405 in the
presence of mkaryotic inducers, resulting in the synthesis of surfactants with higher
biological activity against bacterial test cultures compared with those obtained without
inducers. However, the effects of eukaryotic inducers on surfactant activity and their impac
on yeast test cultures were not evaluated, which warrants further investigation.

Therefore, the technology of cultivating actinomycetes with prokaryotic and eukaryotic
inducers to enhance the antimicrobial and antibiofilm activity of the syntheseseddary
metabolites is potentially attractive for application in the pharmaceutical industry and
medicine, but further research is still required.
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Actinobacteria asinducers

Actinobacteria can act not only as producers of secondary metabolites but also as
inducers, for example, stimulating the synthesis of metabolites that are not characteristic of
fungal monocultures. Stroe et al. (2020) showed that cultivatigkspérgillusfumigatus
ATCC 46645 with livingStreptomyces rapamycinicaslls (strain number not specified) or
with the corresponding supernatant was accompanied by fumigermin synthesis. Wakefield et
al. (2017) demonstrated that cultivationAf fumigatusMR2012 ina medium containing
living Streptomyces leeuwenhoekiB4 cells resulted in the formation of luteoride D,
pseurotin G, terezine D, and-Okmethylpseurotin A, none of which are typical of fungal
monocultures.

Selegato et al. (2023) distinguished two types of induction: sidtare activation and
multispecies induction. Whereas the former is widely reported in the scientific literature, the
latter remains relatively rare. Wakefield et al. (2017) describedebdl microbial crosstalk
occurring within the same cultivation flask, as the concentrations of chaxapeptin and
nocardiamin produced . leeuwenhoek@34 increased during interaction with the fungus.
However, the biological activity of the metabolifeemed was not investigated, which raises
questions regarding their potential practical applicati@te et al. (2020) prepared the
fungal inoculum in minimal AMM medium and the actinobacterial inoculum in M79
medium, an approach that may complicateegss scaling to the production level.

Therefore, theise of actinobacteria as inducers also requires further investigation and
optimisation.

Conclusions

Technologies for cultivating actinobacteria with biological inducers to obtain
metabolites that arewot characteristic of monocultures, or metabolites with higher
concentrations and/or enhanced biological activity, are highly promising. However, the
mechanisms by which inducers influence the biosynthesis of secondary metabolites remain
insufficiently studied and require further investigation. Additional research is also needed to
evaluate the antimicrobial, antibiofilm, cytotoxic, and antitrypanosomal activities of
secondary metabolites synthesised in the presence of inducers, as these properties largely
determine the feasibility of their industrial production and practical applications.
Furthermore, optimisation of nutrient media for both inoculum preparation and metabolite
biosynthesis is necessary, since the use of a single medium is more practical and
economically advantageous for industisahle production. Finally, approaches in which an
inducer promotes the synthesis of a complex of metabolites rather than a single product
appear especially promising, as they may facilitate the development obtegkgndustrial
technologies for the production of actinobacterial secondary metabolites.
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Introduction. This review summarizes the operati
principles and current engineering solutions of Optical G
Sorting Machines and synthesizes a practical classificatic
support equipment selection and process tuning for specific «
and quality and safety targets.

Materials and methods A staged iterature search an
screening workflow was applied in Web of Science, Scopus,
Google Scholar using Ukrainian and English keyw
combinations and predefined relevance criteria, with a prin
focus on 2012025 publications. The selected evidence tivas
extracted and systematized to synthesize a genere
classification of Optical Grain Sorting Machines.

Results and discussiorOptical Grain Sorting Machines ce
be described as a set of functional subsystems: feeding/s
formation, optical acqgsition, decision making, rejection ar
routing, cleaning/diagnostics, and control/integration. Sor
grain targets fall into distinct groups, separating defective kel
from plant, mineral, technogenic, and biological contamina
Optical Grain Sortig Machines can be compared within a sin
multidimensional classification defined by six axes: sorting ty
structural design and flow handling, automation/intellige
control level, application focus, crop specificity, and optic
system characteristicSorting cues are summarized in a feat
taxonomy that links each target group to practical indicator
covers color/spectral, shapel/size (morphomet
texture/surfacalefect, and internal/chemical signatures, and i
accounts for how cues are obg (surface vs. volumetric; stat
vs. dynamic) and how they are used in decisions (prim
auxiliary, indicator). This framework makes commerc
solutions easier to compare and helps justify sensor and spe
channel selection for a given crop antpirrity profile.

Conclusion Optical Grain Sorting Machines are
strategically important finastage technology for quality an
safety assurance in grain processing, and the prog
multidimensional classification provides a practical basis
selectingsensor modalities, machine design, and control sett
according to the crop, defect types, and target perform
indicators.
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Introduction
The problem of grain cleaning

During harvesting, transportation, and primary processing, grain lots inevitably contain
impurities and a fraction afefective kernels that enter the stream together with the base crop.
Even after preliminary cleaning, some problematic material remains because it is physically
similar to sound grain or because defects are not visible in bulk handling (Pascale &)al., 202

This is critical because residual impurities and defective kernels reduce commercial quality,
increase wear and maintenance of processing equipment, and, most importantly, can compromise
safety when fungal infection and mycotoxin contamination arepresen at low levels. As a
result, the risk is not limited to downgraded product grade but may extend to exceeding regulatory
limits for hazardous compounds (Femenias et al., 2022; Freitag et al., 2022; Kos et al., 2023;
McMullin et al., 2015).

Conventimal mechanical cleaning is highly effective for removing impurities that differ
markedly in size, density, or aerodynamic properties, yet it cannot reliably separate kernels and
inclusions that closely match the base crop in mass and geometry, norssasstiaternal or
earlystage defects (Abdullayev and Huseynzade, 2025). Therefore, more selective approaches
based on optical features (color, texture, fluorescence, and spectral response) are required to detect
and remove subtle defects and hazardoutanonants that remain beyond the resolution of
purely mechanical separation (Ageh et al., 2025).

Advantages of optical sorting methods

Optical sorting belongs to a group of methods that operate not on the integrgborastric
characteristics of kerrgl but on their optical and morphological features (Abdullayev and
Huseynzade, 2025; Yang et al., 2025). Unlike conventional mechanical cledugirg the
decision to remove a particle is based on its size, density, or aerodynamic proptctksortes
analyze color, brightness, spectral reflectance, surface texture, and grain shape in real time
(Abdullayev and Huseynzade, 2025; Feng et al., 2019; Zhu et al., 2021). This enables the detection
and removal of problematic kernels that are virtually ifrdisishable from sound grain in terms
of mass and geometric parameters, yet exhibit characteristic visual or spectral differences
(discoloration, darkening, localized spots, signs of micromycete infection) (Femenias et al., 2022;
Feng et al., 2019; Kecskdiagy et al., 2016).

A key advantage of optical methods is their high selectivity toward specific groups of
impurities and defective kernels (Abdullayev and Huseynzade, 2025; Yang et al., 2025).
Depending on the configuration of illumination sources andas, the machine can respond to
changes in the visible range, the niefnared (NIR) region (Abdullayev and Huseynzade, 2024),
the ultraviolet region, as well as to fluorescence and other specific optical effects, including
polarizationdependent refléance, differences in angular scattering, the specular component
(gloss), and effects associated with translucency and surface microstructure (Feng et al., 2019;
Masilamani et al., 2020). This enables the targeted removal of kernels with an elevated risk o
mycotoxicosis, sprouted kernels, kernels with a darkened germ, as well as specific types of plant,
mineral, or artificial contaminants that differ in color or spectral signature but are not always
detectable at the mechanical cleaning stage (Carmalck281®; Femenias et al., 2022; Graves
et al., 1998; Jia et al., 2020; Kecskéagy et al., 2016; Pearson et al., 2009).

Another i mportant advigherngel énmakingdiadignmmer e
Each kernel or particle within the opticabsy e mds fi el d of view i s an:
rejection decision is made based on a selected set of features and predefined thresholds (Feng et
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al., 2019; Yang et al., 2025; Zhu et al., 2021). In practice, this not only reduces the proportion of
undesirable components in the target product, but also enables more precise control of sound
grain losses by adjusting the traafEbetween cleaning intensity and acceptable losses (Carmack
etal., 2019; Kecskddagy et al., 2016). Optical sorters oftepgort multiple sorting modes (e.g.,
Aimai n pretduewor ko), enabling flexible redi
requirements of a given process (Abdullayev and Huseynzade, 2025; Yang et al., 2025).

A major advantage of modern opticak®ms is their programmability and adaptability
(Abdullayev and Huseynzade, 2025; Maier et al., 2024). Changing the crop, target product, or
endquality requirements typically does not require equipment replacement, but rather adjustment
of software settigs, such as coleor spectrurbased sensitivity regions, trigger thresholds, and
masks for analyzing specific kernel areas. This significantly reduces line changeover time when
switching between crops (e.g., whbatleymaizerice) and allows the samerbavare platform
to be used across a wide range of processing tasks (Abdullayev and Huseynzade, 2025;
Zareiforoush et al., 2015).

From a resoureefficiency perspective, optical sorting provides additional opportunities to
improve the efficiency of raw matel utilization (Maier et al., 2024). First, it enables reductions
in losses of sound grain by more precisely removing impurities and defective kernels that were
previously separated together with a portion of the good fraction by coarse mechanicat method
(Cujbescu et al., 2023; Kautzman et al., 2015). Second, reducing the content of problematic

kernels in a batch at early stages of the process chain helps avoid unproductive costs associated

with further processing of epec raw material and decreaseslbad on cleaning facilities and
finishedproduct quality control systems (Delwiche et al., 2005; Dowell et al., 2002). Third, the
ability to selectively separate specific fractions (e.g., severely infected or discolored kernels)
creates potential for ¢ir dedicated utilization or disposal in the safest manner (Abdullayev and
Huseynzade, 2025; Carmack et al., 2019; Yang et al., 2025).

Finally, modern optical sorters integrate naturally into the concept of digitalization in food
technologies. Most indust machines are equipped with tools for recording sorting statistics,
transmitting data to supervisory control systems, and enabling remote monitoring and
configuration (Abdullayev and Huseynzade, 2025; Rakipov et al., 2025). This transforms optical
sorting not only into a tool for the physical cleaning of grain, but also into-¢imeakource of
information on raw material quality, which should be taken into account when developing
integrated resouresaving grairprocessing technologies (Abdullayev addseynzade, 2025;
Rakipov et al., 2025).

The aim of this revievis to synthesize the physical principles and contemporary technical
solutions of optical grain sorting and to develop generalized classifications of Optical Grain
Sorting Machines and the apatl features used to discriminate kernels from impurities. The study
integrates scientific literature with evidence from industrial equipment and proposes an original
multidimensional framework derived from the analysis of commercial sorter models.

Materials and methods
Approach to structuring the literature review
The review was conducted in a staged manner and included: searching for scientific sources,

initial screening against formal criteria,-depth content assessment, systematization and
synthesis of the retrieved data, and the development of a classification of optical grain sorting

machines. The search and selection strategy was designed in accordance with recommendations

for scoping and systematic reviews reported by M. D. J. Peidi&.aDarreraRivera (Carrera
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Rivera et al., 2022; Peters et al., 2021), with adaptation to the applied engineering specificity of
optical grain sorting.

The literature search was performed using keywords and their combinations in Ukrainian and
English acres bibliographic and fuliext databases, including Web of Science, Scopus, Google
Scholar, as well as other available electronic resources. Search queries were structured to cover
the key directions of the review: (1) the design, architecture, and ogeapéticiples of optical
grain sorters (including the feeding unit, inspection zone, and rejection system); (2) sensing and
illumination systems and optical/spectral inspection approaches; (3) optical features of impurities
and kernel defects; and (4) aljomic dataanalysis methods image processing, spectral
analysis, machine learning, and deep learnifay automated recognition of objects in grain
streams.

The formal criteria for the initial screening included the publication type (original research
articles and reviews), thematic relevance to sorting in grain streams, absence of duplicates, and
availability of the full text (open access or via institutional resources). During thkepih
assessment, priority was given to studies that concurreptiyted experimental results (sorting
performance/quality metrics), described the equipment design and operating principle, and
detailed the features and methods used to discriminate grain kernels, impurities, and defective
components.

The primary body o$ources was limited to the period 2EATR5, which captures the current
state of development of optical systems and -aiatdysis algorithms for sorting tasks.
Publications published before 2010 were included when they were foundational to specific aspects
of the topic (in particular, historical background and the evolution of optical sorters) and lacked
fully comparable, more recent counterparts. To broaden the set of relevant sources, the reference
lists of the selected publications were also screenéchwhabled the identification of additional
studies and reduced the risk of missing important work.

Approach to developing a generalized classification of machines

The development of a generalized classification of optical grain sorting machiroggieald
features was conducted as a separate stage of the study, grounded in the compiled body of
literature. The underlying assumption was that no single criterion (e.g., spectral range alone or
conveying system type alone) can fully capture the divesidgsign and functional solutions;
therefore, the classification was designed to be multidimensional. For each machine model, a
combination of attributes was analyzed, including sorting type (baked; coleandshape;
color-andspectral propertiesthe feeding method and gratream formation, the level of
automation, the intended application, the operating spectral range and sensor type, and the target
crops. The key grouping criteria and the concept of the generalized classification were greviousl
presented and discussed in conference papers (Galka and Sharan, 2025a, 2025b).

In the first stage, models were grouped according to similar design and operational
characteristics, identifyi n-ed befibased antiylyighe 0 ma c
moneand multispectral; | aboratory awdtindget
analysis was performed to determine how consistently the same models were assigned to the same
groups under different criteria and to identify thiitaites that proved most informative for
characterizing differences between equipment classes. As a result, several complementary
dimensions of the classification were established: sorting type; design features and stream
handling approach; level of autation; application focus; opticalystem characteristics; and
orientation toward specific cereal crops.

A similar approach was applied to the classification of optical features. Based on descriptions
in scientific publications and technical documentatthe, features used to discriminate grain
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kernels and impurities were first grouped into broad categories according to their physical nature
(color-spectral, morphometric, textural, surfatefect features, and internal/chemical features).
The classificationwas then refined by considering the observation modality (surface vs.
volumetric; static vs. motiedependent) and the role of each feature in deefaiking (primary,
auxiliary, or indicative). The final classifications of machines and features repmassuthorial
proposal that synthesizes the available evidence and provides a structured framework for further
research and for practical selection of optical sorters.

Results and discussion
Historical aspects of the development of optical grain sortgnmachines

Before the advent of mechanized cleaning systems, impurities and defective kernels were
removed predominantly by manual picking, which was associated with high labor intensity and
subjective quality assessment (Xu et al., 2024; Yang et ab).20Be earliest attempts to
mechanize the conditioning of grain mass relied exclusively on mechanical and pneumatic
principles (Olkhovskyi and Dudarev, 2021). In industrial practicep&sed and screen (sieve)
separators gradually became establishethboing the effects of gravity, air flows, and
geometric separation on sieves (Aliev, 2020; Olkhovskyi and Dudarev, 2021). Subsequently,
these devices evolved into migtage graircleaning units incorporating vibrating sieves,
adjustable aspiration, argtavity tables (Kharchenko et al., 2024). However, even advanced
mechanical process schemes retained a fundamental limitation: they could not reliably remove
impurities and defective kernels similar in size and mass to the main fraction, which motivated a
shift toward alternative physical sorting principles, including optical methods (Abdullayev and
Huseynzade, 2025; Carmack et al ., 2019; Koz
al., 2022; Yang et al., 2025).

Early attempts to exploit opticpfoperties of materials in food technologies involved simple
photoelectric devices capable of distinguishing only the presence or absence of an object or coarse
color differences (He et al., n.d.; Inamdar and Suresh, 2014). In the-1®8Bs industrial
machines emerged that employed selective dmsed recognition for sorting seeds, peas, and
legumes; during this period, the first photoelectric sorters with vatulbencomponents and
rudimentary thresholttigger circuits were described in Europe andtiNémerica (Yang et al.,

2025). Such solutions include early photoelectric sorters developed in the 1930s, in which
individual particles sequentially passed through the inspection zone of a photoelectric sensor and
the resulting signal actuated a rejeetcimanism, as well as early UK serial machines developed

by Gunsondéds SORTEX (founded in 1947), such
peas and beans, which laid the groundwork for later -gmiing machines (Abdullayev and
Huseynzade, 2025\Ithough their throughput and reliability were limited, these developments

|l aid the groundwork for the subs-avasegnain adva
processing (Abdullayev and Huseynzade, 2025; Maier et al., 2024).

Further technologicgbrogress in the 195960s was associated with the emergence of
more sensitive photoelectric sensors, improvements in illumination systems, and a transition from
purely laboratory setups to industrial continuopsration separators (Pasikatan and Dowell
2001; Yang et al., 2025). Manufacturers began the mass production of color sorters for rice, coffee,
and legumes, and subsequently for cereal grains (Abdullayev and Huseynzade, 2025). This period
was characterized by the use of nartmamd optical filtes and multiple photoelectric sensors
tuned to monitor specific spectral bands, enabling, for example, the separation of darkened or
discolored kernels from the bulk grain stream (Pasikatan and Dowell, 2001). Nevertheless, the
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systems remained singeanné or dualchannel, and the analysis was limited to an integral
signal from a small area of the kernel surface (Pasikatan and Dowell, 2001; Yang et al., 2025).

Already at the early stages of optical sorting technology development, specific tasks were
formulated specifically for cereal grains (Maier et al., 2024; Pasikatan and Dowell, 2001). A
classic example is the removal of ergot from rye seed, where conventional mechanical methods
proved inefficient due to the similar size and mass of kernels and sclettotireas differences in
coloration enabled reliable separation of these components based on optical features (Pasikatan
and Dowell, 2001). Another important direction was the sorting of seed by germination capacity
and the degree of disease infestatidnile in breeding practice, color traits (e.g.,-redd green
kernel forms of wheat and other crops) were used for automated selection of desirable genotypes
(Carmack et al., 2019; Cujbescu et al., 2023).

A defining stage in the development of modernagpigrain sorting systems was the 1980s
1990s, when advances in microelectronics, the introduction of digital array cameras, and the
widespread adoption of digital imageocessing methods enabled the creation ofthighughput
and reliable machines witlutomated grain quality assessment (Abdullayev and Huseynzade,
2025; Yang et al., 2025). It became possible to analyze not only the mean brightness level, but
also the spatial distribution of color, as well as the shape and orientation of kernels (P@&@son,
Pearson et al., 2012; Xie et al., 2004). During this period, a specialized class of machines emerged
for sorting wheat, maize, barley, rice, and oilseed crops (Abdullayev and Huseynzade, 2025; Yang
et al., 2025). Multichannel systems combining thigble and neainfrared ranges were
introduced, enabling assessment of surface condition and, to some extent, the internal structure of
kernels (Haff et al., 2013; Pearson et al., 2013a; Peiris and Dowell, 2010).

At the beginning of the 21st centuogtical sorting technology gained new momentum due
to advances in highpeed processors, LED illumination sources, and digital ipampessing
algorithms (Ageh et al., 2025; Maier et al., 2024). Commercially available - nauid
hyperspectral systems erged, capable of recording the reflectance or transmittance spectrum of
each particle across numerous narrow wavelength bands (Ageh et al., 2025; Femenias et al., 2022;
Haff et al., 2013; Li et al., 2022). This substantially expanded the ability to sed tadatent
defects, signs of microbiological infection, changes in chemical composition, and related factors,
particularly when combined with machifearning and deelearning methods (Femenias et al.,
2022; Min and Cho, 20ilbt)el IDiuge mtgo t direa isrm meo rpte
integrating multiple sensor modalities (RGB, NIR, UV, fluorescence) and supporting adaptive
tuning of rejection criteria tailored to specific crops and processing objectives (Armstrong et al.,
2016; Maier etlg 2024).

The accumulation of these technical solutions has led to the emergence of modern approaches
to classifying optical grain sorting machines by sensor type, the number and spectral range of
channels, and the imagealysis algorithms implementedads, the historical development of
optical grain sorting machines can be viewed as a transition from simple photoelectric devices to
complex multichannel machirngsion systems. Each stage of this evolution was accompanied by
broader spectral capabilitiesigher spatial resolution, and increasingly sophisticated image
analysis algorithms, which gradually transformed optical sorting into a key tool within resource
efficient technologies for grain cleaning and preparation for processing.

Typical design andoperating principle of optical grain sorting machines
The operating principle of optical grain sorting machines can be described as implementing

a fNkkeykeehel 06 strategy: each particle passin
optical sensa, the acquired image or spectral response is analyzed in real time, and the control
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system then compares the measured feature set against predefined quality criteria to issue a reject
or accept command (Dowell et al., 2007; Pearson, 2009, 2010; Pealspp(43a).

A typical optical grain sorter comprises a set of functional subsystems that ensure the
successive stages of the process. In general, the machine includes: (1) a feeding system for
forming a stable monolayer or controligicin streamileinhanset al., 2022; Nordell1997); (2)
an optical module (illumination and acquisb n s ensor s) ;Mdepdidl. 2024,AG, 2
(3) an imagerocessing and decisignaking unit (feature extraction, classification, and
synchronization) (Abdullayev arHuseynzade, 2025; Maier et al., 2024); (4) a rejection system
and the routing of trajectories/ channels for
AG, 2016a, n.d.; Satake Corporation, n.d.); (5) systems for cleaning the optics and working
asemblies, diagnostics, and maintenance (B¢l
(6) a control system and operator interface for setting operating modes, monitoring parameters,
and integrating the machi ne 6& Rdgado ¢t bl.e2024;r oc e s
TOMRA Sorting, n.d.).

Table 1 summarizes these subsystems, their primary functions, key parameters that govern
sorting performance, and typical operational issues. Importantly, overall efficiency is determined
not only by the optal module and classification algorithm, but also by the stability of -grain
stream formation and the timing accuracy of the rejection actuation, which jointly define the
achievable selectivity and product loss.

Table 1
Optical grain sorting machinessubsystems

processing and
decision making

Subsystem Main function Adjustable parameters
Feeding Forms a stable monolayer | Feed rate; vibration frequency &
grain stream with minimal | amplitude; chute angle; belt speed; stre
overlap and predictable thickness and uniformity acrossdth
motion
Optical lllumination and optical Wavelength (RGB/NIR/UV);
information capture illumination intensity/stability; camera
resolution; exposure; optics alignment;
background/contrast
Image Extracts features, classifies| Feature set; decision thresholds; model

accept/reject, and
synchronizes decision with
actuation

type (rules/ML/DL); processing latency;
trigger alignment; sampling rate

Rejection
system and
fraction routing

Removes detected objects
and directs fractionmito
separate channels

Air pressure; valve opening time; nozzlq
pitch; activation window; geometry of
chutes/hoppers; number of fractions

Maintenance

Keeps optics and assemblig
functional; supports self
checks and planned
maintenance

Observed parameterwiper cycles;
cleaning schedule; diagnostics coverag
event logs; logs throttling

Control and
Operator
Interface

Coordinates subsystems,
sets modes/recipes, monito
parameters, and integrates
into the processing line

Operating modes/recipes; interks;
communications with
upstream/downstream equipment;
logging & traceability; remote
diagnostics (if available)

Each subsystem is described in detail below.
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Feeding and grainstream formation system The feeding system is responsible for
conveyinggrain from the receiving hopper to the optical inspection zone and for establishing
a particlemotion regime in which each kernel is maximally accessible for sensor observation
(Abdullayev and Huseynzade, 2025; Nordell, 1997). A typical feed path inciudesling
hopper, a metering device (gate, feeder, or screw), one or more vibratory or belt feeders,
distribution chutes, and a working surface (a chute or belt conveyor) (Nordell, 1997). The
primary function of this assembly is to transform a chaotic igearflow into an ordered
monolayer or quashonolayer with minimal particle overlap (Nordell, 1997).

In chutefed (gravity) machines, grain leaving the vibratory feeder moves along an
inclined surface, where the combined action of vibration and gravitysfa thin, spatially
extended stream (Pearson, 2010). Chute geometry, inclination angle, and vibration frequency
and amplitude are selected to ensure a uniform stream density and to reduce the likelihood
of kernels agglomerating into clusters (Nordell9Z9Tan et al., 2020). A generalized
schematic diagram of the chttigoe grain sorting machine is shown in Gigl.

Loading hopper . @)

0o ®

0®

Distribution channels ®
o ® 3]
RGB-Cameras + NIR &
or InGaAs-Cameras

LED lighting ﬁ
(N I:m Control panel

\O\g,ﬂ_ |

Ejector

Compressed air

0 ¢

Waste Good product

@

Figure 1. Generalized schematic diagram of the chutgype grain sorting machine

In belttype machines, the flow is formed on a moviognveyor belt: kernels are
arranged into a single layer on a horizontal or slightly inclined surface and then, together with
the belt, eter the optical inspection zor®Vallace, 1984. This approach improves the
positional stability of particles; howevet,requires a more complex mechanical assembly
and additional maintenance of the conveyor syst&dallace, 198% A generalized
schematic diagram of the beiipe grain sorting machine is shown in kig2.

The key parameters characterizing the perforrmafthe feed system are the uniformity
of grain distribution across the flow cressction, the layer thickness, the particle velocity,
and the temporal stability of these indicators (Nordell, 1997; Tan et al., 2020). An excessive
layer thickness cause®rkels to overlap and leads to loss of information from the lower
|l ayers, whereas an overly |l ow flow density
2006; Pearson, 2010; Pearson et al., 2012). Therefore, manufacturers typically provide feed
adjustent options by changing the position of gates in the hopper, tuning the vibration
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frequency of the feeders, adjusting the chute inclination angle, or varying the belt speed

(Nordell, 1997; Tan et al., 2020). In some modern machines, automaticdotadl systems

are used: based on sensor signals, they regulate the material feed, maintaining an optimal
layer thickness for the selected sorting mode (Abdullayev and Huseynzade, 2025; Maier et
al., 2024; Pearson et al., 2012).

Color camera "
>

Light source O | Background

) [ ) [ ) ®

p!
Conveyor ¢ ’ g N

Figure 2. Generalizedschematic diagram of the bektype grain sorting machine

The performance of the feed system directly affects sorting results:aniform flow,
local accumulations, or variations in particle velocity complicate optical analysis, increase
positioning erors of individual kernels, and reduce the triggering accuracy of reject air
nozzles (Tan et al., 2020).

Optical module: illumination and detectors. The optical module of an optical sorter
consists of an illumination system and one or more radiatiorveesg¢cameras or other optical
sensors) that generate an image or a spectral response for each individual kernel (Abdullayev
and Huseynzade, 2025; Ageh et al., 2025). The main task of this subsystem is to ensure stable,
reproducible observation conditionader which optical features (color, brightness, spectral
reflectance, and surface texture) are maximally contrasted against the background illumination
and minimally distorted by external factors (Delwiche, 2008; Haff et al., 2013). The design of
the optcal module determines the wavelength ranges used for analysis, the spatial resolution at
which images are acquired, and how reliably the system can distinguish small defects and subtle
differences between kernels (Pearson, 2009; Pearson et al., 2012).

lllumination systems in industrial sorters are predominantly based ceiligtiing diode
(LED) sources, which provide high intensity stability, low heat generation, and the ability to
produce both broadband and narrowband radiation in the visibleinfreeed (NIR), and
ultraviolet (UV) ranges (D6Souza et al .,
early designs, halogen or xenon lamps with optical filters were used; however, they are
gradually being replaced by LED systems due to theirdiorsgrvice life, better spectral
controllability, and easier integration with control electronics (Ageh et al., 2025; Delwiche,
2008). The illumination geometry (top, bottom, or angled lighting; combinations of diffuse and
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directional light) is selected t@duce specular reflections from smooth surfaces, enhance the
contrast of hull defects, and, when required, enable a transillumination mode to assess the
internal condition of kernels (Cataltepe et al., 2004b; Wang et al., 2005). To stabilize
illumination characteristics, diffusing screens, polarization filters, and optical elements that
homogenize the illumination field are often used (Ageh et al., 2025).

Signal acquisition is performed using lisean or areacan cameras, sometimes in
combination with other sensor types (e.g., NIR detectors or UV receivers) (Ageh et al., 2025;
Pearson et al., 2013a; Yao et al., 2023). {Sc@n cameras are typically otied across the
flow, and the image is formed by sequentially capturing individual lines as the grain moves;
this approach is well suited to chuiiye machines with high flow velocities (Ageh et al., 2025;
Pearson, 2010). Arescan cameras are more commyamged in belt sorters, where the motion
trajectory is more predictable and each kernel remains in the field of view for a longer time
(Ageh et al., 2025Vallace, 1984 The spatial resolution of the cameras must be sufficient to
reliably detect small stace defects and analyze kernel shape, while accounting for the trade
off between detail level and the data volume that must be processed in real time (Ageh et al.,
2025; Maier et al., 2024).

In terms of spectral characteristics, optical modules may gkginannel (monochrome)
systems with a set of filters, threbannel RGB systems, or multichannel multispectral and
hyperspectral cameras (Ageh et al., 2025; Haff et al., 2013; Nansen et al., 2008). RGB systems
enable color analysis in three basic chasinghich is sufficient for most sorting tasks based
on discoloration, darkening, varietal differences, or the degree of surface cleanliness of the grain
(Ageh et al., 2025; Pearson et al., 2012). Adding an NIR channel extends the capability to detect
intemal defects, hidden damage, and differences in chemical composition, sintdraeza
reflectance spectra are sensitive to moisture, protein, and fat content, as well as to certain
components of cell walls (Dowell et al., 2006; Haff kt 2013; Jiang2020; Siesleet al.,

2002. UV and fluorescence channels are used to detect kernels affected by certain micromycete
species or foreign impurities that exhibit characteristic fluorescent properties (Ageh et al., 2025;
Graves et al., 1998; Min and Cho, 80Pearson et al., 2009). Hyperspectral systems, which
record dozens to hundreds of narrow spectral bands, are still found mainly in research settings
(Nansen et al., 2008; Vejarano et al., 2017; Zhou et al., 2021).

To reduce the impact of random factoilturhination instability, changes in optical
contamination, and aging of light sources), optical modules are typically equipped with
cali bration means: the use of #Awhited and
view norruniformity, and reglar verification of sensor sensitivity (Ageh et al., 2025; Li et al.,
2022). Many machines include automated calibration procedures that are initiated when the
crop type is changed or after maintenance (Ageh et al., 2025). An important design feature is
also whether inspection is performed from one or both sides of the flow: in some sorters, kernels
are captured only from the exposed side, whereas other models usilduaspection with
two rows of cameras, reducing the likelihood of missing defectdidzedaon the opposite

surface (Kozgowski et al., 2024, Pearson et

The coordinated operation of the illumination system and sensors determines the quality
of the primary data on which all subsequent iraigEessing algorithms are based. Thesefo
developers of optical sorters pay particular attention to selecting spectral ranges, illumination
geometry, camera type, and resolution, thereby building into the optical module the potential to
implement more advanced analysis and classification metihodownstream system blocks
(Abdullayev and Huseynzade, 2025; Yang et al., 2025).

Image-processing and decisiommaking unit. The imageprocessing and decision

making unit is the Adigital coredo of an op
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sensors are transformed into a set of features suitable for classification, and based on these
features, a decision is made to reject or accept each individual kernel (Ageh et al., 2025; Maier
etal., 2024; Yang et al., 2025). In a typical system architedhe processing pipeline includes:
primary signal processing (normalization, noise filtering, correction for-@iidew non
uniformity), segmentation (separating objects from the background), extraction of informative
features (color, spectral, mémmetric, textural, and defectlated features), object
classification, and generation of control signals for the rejection system (Ageh et al., 2025; Min
and Cho, 2015).

At the primary imaggrocessing stage, the main tasks are to compensate for iltiomina
variations, suppress sensor dark noise, and correctmifammities in the optical system (Ageh
et al., 2025; Feng et al., 2019). For this purpose, various brightness normalization methods are
used, including fAwhit eo ammidhfreduencypnoikediltening f er er
(Feng et al., 2019; Gonzalez and Woods, 2017). At the segmentation stage, kernels are
separated from the background (e.g., the belt or chute), often using thresholding methods in
intensity or color spaces, as well as @ienmorphological operations to separate touching
objects (Gonzalez and Woods, 2017; Pearson et al., 2012). The result is a set of binary masks
or contours that define which pixels belong to a specific particle, enabling the transition from
the fAimdged Ithwe | evel of Aindividual obj ec:
and Woods, 2017).

Feature extraction involves computing, for each kernel, a set of parameters that describe
its condition and its devi atli2918; Pearsonpn?20k0h e dAr
Yorulmaz et al., 2011). These parameters include color statistics in different color models
(RGB, HSV, etc.), spectral reflectance measures in specific bands, geometric characteristics
(area, length, width, aspect ratio, roundietexture indices (homogeneity, contrast, entropy),
as well as local features related to the presence of spots, cracks, darkened regions, and similar
defects (Armstrong et al., 2015; Cataltepe et al., 2004b; Pearson, 2010; Pearson et al., 2013a).
Inmanyi ndustrial machines, users ar e -gpécficen t he
regions of the image for which features are computed (e.g., the germ area or the central part of
the endosperm), allowing the system to be finely adapted to thectdvéstics of a particular
crop (Femenias et al., 2022; Haff et al., 2013; Yorulmaz et al., 2011).

Kernel classification is typically implemented by comparing the extracted feature set with
predefined thresholds or ntoedpetlash |ceo rgreasipno,ndd i

someti mes Areprocesso (material requiring a
Pearson et al., 2012). In the simplest cases, threbhskt algorithms and rdb@sed
approaches are applied: ifthe value ofact ai n i ndi cator (e.g., rel

channel or fluorescence intensity) falls outside the permissible range, the kernel is assigned to
the reject fraction (Yao et al., 2023). More advanced systems use multidimensional threshold
regiors constructed in feature space or classical matbaraing methods (linear/logistic
regression, decision trees, support vector machines, simple neural networks), which better
account for interrelationships avaomdgrandi ffer
Jayas, 2000a; Santiago et al., 2024).

Modern highthroughput sorters increasingly integrate diegpning elements for grain
image analysis, particularly convolutional neural networks (CNNs) that operate directly on the
image or its patcheand automatically learn internal feature representations (Hidayat et al.,
2023; Santiago et al., 2024). In this case, the inprgeessing unit includes not only standard
preprocessing and segmentation stages but also inference modules of a trainecmertal
that outputs the probabilities of a kernel belonging to a given class (Fezzai et al., 2023; Zhu et
al., 2021). Based on these probabilities, the control system makes the final decision, often with
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the option to findune decision thresholds to bat® cleaning performance against losses of
marketable product (Yang et al., 2025; Yellanki, 2025).

From a technical standpoint, the imggecessing and decisignaking unit is
implemented using embedded industrial controllers, sibgged computers, ompsecialized
FPGA/ASIGbased modules, enabling réiahe processing of large data streams (Gyaneshwar
and Nidamanuri, 2020; Pearson, 2009; VSB Engineering College, India et al., 2020). Strict
latency requirements arise because only a very short time elsgigaesn image acquisition
and the moment a kernel reaches the actuation zone of the reject nozzle. Therefore, the
computational algorithms must be not only sufficiently accurate but also strictly time
deterministic in execution (Pearson, 2009, 2010). Toodioate operation with the actuators,
the control system generates a sequence of pulses synchronized with the positions of kernels in
the flow, as discussed in more detail in the next subsection.

Rejection system.The rejection system provides the phgbiseparation of the grain
stream into the target product and rejects in accordance with the decisions generated by the
imageprocessing unit (Haff et al., 2013; Pearson, 2010; Pearson et al., 2012). In most modern
optical grain sorters, pneumatic rejentigystems based on compresaicozzles are used,;
short air pulses deflect undesirable particles from the main trajectory (Pearson, 2010; Pearson
et al., 2012; Tan et al., 2020). The nozzle arrangement geometry, their number, spacing, and
valve openingiine are selected with regard to grain velocity and the distance from the optical
inspection zone to the rejection zone, in order to maximize jet accuracy on the target kernel and
minimize the impact on neighboring particles (Pearson, 2010; Tan et al), 2020

In chutetype sorters, after passing through the optical analysis zone, the grain follows a
ballistic trajectory, and the nozzles are positioned in the lower part of the path so that a
compresseair pulse alters the trajectory of an unwanted partitiierting it into a separate
collection channglHaff et al., 2013; Pearson, 2010). A key parameter in this case is the delay
time between image acquisition and nozzle actuation: it must precisely match the time required
for a kernel tspetctavel | fimem tthe tfien Arej ect
Tan et al., 2020). To achieve this, the control system uses calibrategeftusity values and,
in some cases, additional position sensors or synchronization with the camera frame rate (Ageh
etal., 2025; Nordell, 1997). Mismatch in these parameters leads to misses (unwanted kernels
not being rejected) or excessive removal of good product (Pearson et al., 2012; Tan et al., 2020).

In belt sorters, the rejection zone is typically located neaertideof the conveyor belt,
where the kernels separate from the belt and enter free fiitace, 1984 The nozzles are
oriented to deflect unwanted particles in the vertical or horizontal plane, creating separate
trajectories for the main product, reéfcand, if required, an intermediate fraction (reprocess)
(Haff et al., 2013; Pearson, 2010). The belt configuration enables better control over the initial
motion conditions of particles (speed and direction), which improves rejection accuracy;
however, it requires coordinating the pneumatic system with conveyor kinematics and
implementing more complex solutions to protect the nozzles from dust and product
contamination (Nordell, 1997; Tan et al., 20@allace, 1984

The operation of the rejection systeinvolves a number of operational tremfés.
Increasing air pressure and pulse duration improves the likelihood of removing unwanted
kernels, but it also raises the risk of entraining neighboring, potentially marketable kernels and
increases energy comaption (Delwiche et al., 2005; Inamdar and Suresh, 2014; Tan et al.,
2020). Conversely, overly short or weak pulses reduce the cleaning efficiency. Therefore,
manufacturers provide the ability to adjust pressure, valve opening time, and the nozzle
actvaton fAwi ndowd depending on the crop, sorti
cleaning performance and losses of the main product (Abdullayev and Huseynzade, 2025;
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Pearson, 2010; Tan et al., 2020). In some models, adaptive modes are implemented, where
rejection parameters are adjusted based on actuation statistics or feedback froroaniedity
systemsKleinhanset al., 2022).

Product trajectories downstream of the rejection zone are arranged using receiving
hoppers, chutes, and diverter valves thatiee separate collection of the main product, rejects,
and, where applicable, reprocess material (Haff et al., 2013; Nordell\¥89dce, 1984 The
receiving channels are designed to minimize ecosgamination of fractions due to ricochets,
re-mixing, and secondary dust generation (Nordell, 1997). The quality of flow separation at this
stage is no less important than nozzle actuation accuracy, since poor channel geometry can
partially negate the advantages of hgyhcision optical and pneumatic siogt (Nordell, 1997).

Overall, the rejection system, together with properly organized product trajectories, determines
the final purity of the fractions, the losses of marketable grain, and the energy intensity of the
process (Delwiche et al., 2005; Pearsbal., 2012).

Maintenance system.Cleaning systems in optical sorters combine passive and active
measures: seals, protective enclosures, and optimized aerodynamics reduce dust deposition on
optical components, while compressed blow-off, brush/wipermechanisms, and in some
cases washing with drying provide regular ¢
modes may be fixed or set by the operator depending on operating conditions and the dust
content of the pr odu ckbuilfiBdiapnbstcs moAi@r,illuniinatibre a ) .
intensity, temperature/humidity, air pressure, nozzle operation, and the state of the electronics,
generate warnings for deviations, and often performtesti$ of key modules during startup
(B¢hl er 20Gad, 2216b). 6 a ,

Service maintenance is supported through the operator interface, which displays event
logs, sorting statistics, nozzle actuation counts, operating hours, and other indicators important
for planning schedul ed 61&d). 8dme manufacterery piyide | e r
the option of remote access to the machine for diagnostics, software updates, and optimization
of settings for specific operating conditio

Control system and operator interface.The control system codinates the operation of
all units of the optical sortdrom grain feeding and the optical module to the pneumatic
rejection system and service subsystamd synchronizes them with the rest of the processing
l'ine equi pment ( B¢ hale2012)ATgpicallg Didchides an Pdustrials o n - ¢
controller or embedded computer, input/output modules for sensors and actuators, an operator
interface (panel/touchscreen or remote access), and communication means for external systems
( SCADA, ME &G, 20068, 2016beFolgado et al., 2024). Through the control system,
operating modes, sorting parameters, acceptance thresholds for optical features, and the logic
of interaction with the processing line are configured (e.g., stopping the feed whémhblal
reject | evel is exceeded) (B¢ghler AG, 2016a
is typically implemented as a graphical me n
specifying color/spectrakesponse ranges, defect sensitivihe tradeoff between cleaning
efficiency and losses of marketable grain, nozzle parameters, and more; the operator can adjust
threshol ds, enabl e/ disable features, and pe
AG, 2016a). In advanced systenag]ditional guidance and visualizations are prowvded
examples of classified kernels and statistical distributions of key feathiels simplifies
tuning without requiringird e pt h  knowl edge of optical metro
Corporation, n.d.)

In an integrated processing line, the optical sorter operates as a node within automated
production control: it receives signals on the status of upstream and downstream equipment
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(hoppers, screw conveyors, bucket elevators, mills, mixers) and tradataits its own status,
throughput, reject fraction, and alarm/ warn
n.d.). Via industrial protocols (Modbus, Profibus, Profinet, EtherNet/IP, etc.), its control system

is connected to the plant network, dirad scenarios such as automatic feed reduction or
shutdown, flow diversion, starting backup lines in the event of a failure, and collecting historical
data for analysis (B¢ghler AG, 2016b; Rakipo
informai on a l potential: in real ti me, the machi
of operational data on battb-batch variability, temporal changes, the appearance of atypical

i mpurities, or signs of ¢ ont2013). Integtaiingthese( B¢ h |
data into monitoring systems enables more flexible management -ofiaesial flows (e.g.,

diverting highrisk batches to separate processing or blending) and rapid response to deviations
related to suppliers, storage, or weatlaecft or s, transforming the so
devicedo into an active el ement of the digit
stable finishegbroduct quality (Rakipov et al., 2025).

Objects of optical sorting and types of impuities in grain streams.

Objects and impurity classes targeted by optical sorter©ptical sorters do not operate
on a fAcontinuouso grain mass but on indivi
kernels of the base crop, foreign particles, defctive elements of various origins (Maier et
al., 2024; Pearson, 2010). For grain processing, it is important not only to reduce the overall
impurity content, but also to selectively remove those components that most strongly affect
safety, technologid¢groperties, and the market quality of the product (Keeblkagy et al.,
2016), therefore, it is advisable to use a detailed classification rather than a simple division into
Afgraind and Ai mpuritiesod. Opti caihpuritiesthditods m
are difficult or impossible to reliably separate by mechanical means due to their similarity to
the main fraction in size, mass, or density (Aviara et al., 2022; Maier et al., 2024), but that differ
in optical, spectral, or morphologicaharacteristics.. In practice, the following groups of
objects for optical sorting are typically distinguished: defective and damaged kernels of the base
crop; plant impurities (weed seeds, kernels of other crops, and plant residues); mineral
impurities; atificial (technogenic) impurities; and biological impurities and manifestations of
microbiological contamination this grouping is then used as a basis for describing optical
features and configuring sorting algorithms. (Graves et al., 1998; Jia 608k Pasikatan and
Dowell, 2001).

Defective and damaged kernels of the base crdpefective and damaged kernels include
grains that belong to the base crop (wheat, maize/corn, rice, etc.) but exhibit deviations from
the normal morphological or physiologidc st at e ( Koz JowsKki et al .,
2000a). These may include kernels with hull cracks, shriveled and underdeveloped kernels, as
well as heavily broken or mechanically damaged grains incurred during harvesting,
transportation, or drying<(o z § o ws K i et al ., 2024; Khaeim et
separate group comprises sprouted kernels, as well as kernels with visible signs of mold
infection (changes in hull color, localized spots, mycelial growth) (Carmack et al., 2019; Guerra
and Cuevas, 2024; Jia et al., 2020; Pearson et al., 2013b; Yorulmaz et al., 2011) or discoloration
and darkening of the germ (Armstrong et al., 2015; Pearson et al., 2009).

The presence of such kernels impairs the technological properties of the raal iffiaie
yield and quality, vitreousness, and the stability of baking properties) (Baasandorj et al., 2015;
Cha et al., 2025), and, in cases of mycological infection, may compromise safety due to the risk
of mycotoxins (Pascale et al., 2022; Pearsah,62004). Because defective kernels often differ
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only slightly from sound kernels in mass and size, mechanical cleaning is relatively ineffective;
in contrast, optical sorters identify them based on changes in color/texture and local defects,
and in someases by spectral or fluorescent signatures (Caporaso et al., 2018; Ré&gkes

et al., 2016).

Plant impurities. Plant impurities include foreign inclusions of plant origin that are not
part of the target crop: weed seeds, kernels of other cropsrye.in, wheat or sorghum in
corn), fragments of stems and leaves, glumes/husk scales, parts of corn husks, straw fragments,
and similar materials (Aliev, 2020); Some of these impurities differ substantially from grain in
size and density and can be remabvgdnechanical separators, whereas impurities with similar
massgeometric parameters often remain after conventional cleaning. They redinatenal
uniformity, complicate cleaning/drying/milling operations, and may increase crude fiber
content and intrduce undesirable flavor and aroma components into the final product (Aliev,
2020; Inamdar and Suresh, 2014). From the perspective of optical inspection, such impurities
often exhibit characteristic differences in shape (elongated, flattened, with speziflcn s 0 or
needlelike structures), color, and surface gloss. This enables selective removal of weed seeds
and kernels of other crops based on color/spectral and morphometric features, especially when
a high level of varietal purity is required (Abdullaygym d Huseynzade, 2025;
2024; Majumdar and Jayas, 2000a, 2000b).

Mineral impurities. Mineral impurities are inorganic solid particles that enter the grain
mass during harvesting, transportation, and storage (stones, soil clods, sareht§afglass
or slag, ferromagnetic inclusions, etc.); a substantial portion of them is removed by destoners,
gravity tables, and magnetic separators (Graves et al., R@d88y 2010), however, small or
atypically shaped particles may remain in the stread pose a risk to both equipment and
consumers (Kecskddagy et al., 2016Reddy 2010). For optical systems, these impurities
typically differ from kernels in shape, surface texture, and optical properties (hue, matte/glossy
appearance, and a differamflection/absorption behavior in the visible and NIR ranges).
Therefore, optical sorting can complement mechanical cleaning stages by removing residual
stones and soil clods (Abdullayev and Huseynzade, 2025; Feng et al., 2019; Liu et al., 2022),
which isparticularly important for higlguality food products with strictly regulated levels of
hard inclusions.

Artificial (technogenic) impurities. Atrtificial (technogenic) impurities are foreign objects
of industrial or household origin that enter grain streauring harvesting, transportation, or
storage (fragments of plastic parts and packaging materials, rubber, textiles, paper, small metal
elements, cables, as well as fine polymer particles that are increasingly regarded as
microplastics) (Chen et al., 26 ) ; due to sizes comparable to
they can pass through sieve and pneumatic systems and are not always reliably removed by
mechanical methods (Graves et al., 1998). At the same time, their optical properties typically
differ substantially from those of grain (color, gloss, reflectance behavior in the visible and NIR
ranges, and texture), so optical sorters can effectively detect and remove such objects
(Abdullayev and Huseynzade, 2025); This is especially true for polymerk,wigispite their
wi de range of colors, exhibit characteristi
the use of combined visible and NIR channels advantageous for their detection (Masilamani et
al., 2020; Stuart, 2004).

Biological impuriti es and microbiological contaminationBiological impurities include
both macroscopic objects (whole insects, larvae, pupae, body fragments, and excreta) and
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manifestations of microbiological contamination associated with the growth of molds and
bacteria orthe grain surface. Some of these occur as separate impurities (insect bodies, mycelial
clumps), while others manifest through changes in kernel appearance (darkening, spots,
deposits, shifts in hull hue), effectively moving them into the group of dedekirnels but

with a different etiology (Somiahnadar, 2003; Stathas et al., 2023; Vejarano et al., 2017).
Microbiological contamination is particularly hazardous due to the risk of mycotoxin
accumulation, which often shows no pronounced visual signshastages. However, studies
indicate that infected kernels may exhibit specific changes in-splmtral characteristics and
fluorescence response, making the use of optical systems in the UV and NIR ranges promising
(Jia et al., 2020; Min and Cho, 2015yme industrial solutions already claim a reduction in the
proportion of potentially contaminated kernels by combining visible, NIR, and fluorescence
channels (Pearson et al., 2009; Yao et al., 2023).

Optical features. From a computescience perspectivan optical grain sorter can be
regarded as a system that solves a multiclass classification problem for objects in a stream (e.g.,
marketable grain, impurities, defective kernels, etc.) based on visual/spectral observation data
(Aznan et al., 2021; Yanegt al., 2025). Several methodological approaches are used to
implement such classification: (a) algorithmic compwision and imaggrocessing methods
with explicit extraction of semantically meaningful structures (segmentation, morphological
analysis, dcision rules) (Aviara et al., 2022; Majumdar and Jayas, 2000a); (b) classical
machine learning using relatively simple models (linear classifiers, decision trees, ensembles,
etc.) that operate on precomputed features (Cataltepe et al., 2004a); {epddeg methods
in which feature representations and the classification rule are largely learned jointly from data
(in particular, convolutional neural networks and their variants) (Fezzai et al., 2023; Hidayat et
al., 2023; Zhu et al., 2021).

Unlike deeplearning, the first two approaches typically require a featngineering
stagethat is, an explicit definition of an informative feature vector describing the object, on the
basis of which the class assignment decision is made (Majumdar and Jayad);200Qémaz
et al., 2011). It is therefore advisable to present a provisional classification of such features,
since it may be practically useful for readers when configuring optical sorting parameters. In
this subsection, optical features are convenliipiivided into several groups: colspectral,
morphometric, textural, surfackefect features, as well as internal and chemical features

Color-spectral features.Color-spectral features are fundamental for most optical sorters
(Ageh et al., 2025; Li «tl., 2022). They describe the intensity of reflected or transmitted light
in one or more wavelength ranges (visible, riefrared, ultraviolet), as well as the
relationships among these ranges (Caporaso et al., 2018; Li et al., 2022). In the singplest cas
these are brightness values in the three RGB channels or coordinates in another color space
(e.g., HSV, Lab) that characterize the hue, saturation, and lightness of the grain surface (Ageh
et al., 2025; Carmack et al., 2020; Pearson et al., 2012). featgees allow the detection of
discolored, darkened, yellow, chalky, or locally stained kernels, characteristic in particular of
rice, wheat, and corn (Cha et al., 2025; Sairi and Mustaffha, 2020).

In more advanced systems, not only theeler analysiss used, but also measurements of
intensity in specific portions of the visible and nigdrared spectrum (Caporaso et al., 2018;
Cha et al.,, 2025; Dowell et al., 2006). The set of such measurements forms a spectral
Afingerprinto ofchaaactérigtic afaephrticulanariety, klegneeolmaturéy,
moisture or protein content, as well as mold infection (Dowell et al., 2006; Femenias et al.,
2022; Jia et al., 2020; Wesley et al., 2008). In multispectral and hyperspectral systems, spectral
features include dozens to hundreds of channels, enabling morgrdined recognition
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models but requiring more sophisticated analysis algorithms and dimensioaddlittion
techniques (Caporaso et al., 2018; Cataltepe et al., 2007; Feng et al., 20ksh@ga and
Nidamanuri, 2020).

For certain tasks, relative spectral measures are important: ratios of intensities across
different channels and indices analogoustowell o wn fiveget ati on indice
but adapted to grain and impurities étial., 2022; Pasikatan and Dowell, 2004; Pearson et al.,

2004; Zhou et al., 2021). Such indices are less sensitive to changes in absolute illumination
brightness and allow the specifics of surface microstructure to be accounted for more effectively
(Capomso et al., 2018).

Morphometric features (shape, size, and proportionsMorphometric features describe
the geometric properties of kernels and impurities derived from their projection in the image
plane (Aviara et al., 2022; Majumdar and Jayas, 2a6)0dypical parameters include object
area, the length and width of the minimum bounding rectangle, the ratio of maximum to
minimum dimensions, degree of roundness or elongation, compactness, eccentricity, and
similar measures. More complex shape descapt@y also be used, for example those based
on contours or elliptical approximations (Aviara et al., 2022; Majumdar and Jayas, 2000b).

These features are particularly important for separating kernels of the base crop from plant
impurities (weed seeds, kals of other crops), as well as for identifying fractions that are
unacceptable in terms of shape or size, such as chipped, fragmented, or excessively small
kernels (Maier et al., 2024; Majumdar and Jayas, 2000a). For example, the seeds of many weeds
havea mor e el ongated shape, characteristic 0:
can be effectively captured by aspeatio measures and compactness indicators (Majumdar
and Jayas, 2000a, b). In seed production, morphometric features help impretad parity
by separating characteristically shaped kernels from atypical ones (Abdullayev and
Huseynzade, 2025; Maier et al., 2024).

Some morphometric indicators are related to rgassnetric characteristics traditionally
used in mechanical systems; lewsr, in optical sorting they are obtained directly from images
and can be combined with colspectral and textural features, improving the overall
discriminative power of the system (Ageh et al., 2025; Feng et al., 2019; Majumdar and Jayas,
20004, b).

Surface texture features. Texture features describe the spatial -noiformity of
brightness or color on the kernel surfaice at i s, t he character of
presence of small inclusions, striping, or other regular or random stru@anesack et al.,

2020; Majumdar and Jayas, 2000b). In practice, they are assessed using statistical measures
(variance, entropy, coefficient of variation), features computed from thelayely co
occurrence matrix (GLCM), local binary patterns, and disaureanalysis methods adapted

to the hardware constraints of an industrial system (Cataltepe et al., 2004a; Majumdar and
Jayas, 2000b).

Texture features are particularly useful for detecting surface damage that is not always
accompanied by a sharp charig average color but alters the hull microrel@fexample,
corrosionlike spots, mold foci, erosive damage, or traces of insect pest activity (Jia et al., 2020;
Majumdar and Jayas, 2000b; Min and Cho, 2015). In rice, for example, texture charecteristi
can be used to distinguish chalky kernels from more translucent ones (Majumdar and Jayas,
2000b; Sairi and Mustaffha, 2020), in wheat, they can be used to identify kernels with a
disrupted endosperm structure (Cha et al., 2025; Majumdar and Jayag, 2000b
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In combined algorithms, texture features are often used as auxiliary cues that refine
decisions made based on color and shape: if the color matches the reference but the texture
differs substantially, the kernel may be classified as defective or pratibefor a specific
product type (Ageh et al., 2025; Aviara et al., 2022; Majumdar and Jayas, 2000b).

Surface defects and damage featureSurfacedefect features focus on local changes in
the hull appearance: cracks, chips, dents, spots, localizedidarke discoloration, and areas
with altered gloss (Chengqian et al., 2025;
global color or texture measures, these features are tied to specific surface regions and require
segmentation of the defeati areas (Aviara et al., 2022; Chenggian et al., 2025; Guerra Ibarra
and Cuevas, 2024). To extract them, local thresholding methods, edge operators, morphological
operations, as well as analysis of brightness and texture gradients within small windows are
used (Aviara et al., 2022; Guerra Ibarra and Cuevas, 2024; Majumdar and Jayas, 2000b).

These features are critical for tasks where the presence or absence of specific defects
matters more than the overall kernel cdtor example, hull or endosperm crackssect
nibbling marks, pinpoint mold lesions, or localized scorching/darkening due to overheating
(Cataltepe et al., 2004b, 2004a; Chenggian et al., 2025). In some cases, local defects determine
the technological suitability of grain (e.g., in groats piaitbn or seed material preparation), so
sorting algorithms are designed to detect such regions even when average color indicators
remain within normal limits (Liu et al., 2022; Rahman and Cho, 2016).

Modern systems that use ddeprning methods can autatitally learn features of surface
defects from image analysis without explicit defiexdion segmentation; however, from the
standpoint of interpretability and fine tuning, it is often useful for the operator to be able to
visualize and control these ldgamrameters (Fezzai et al., 2023; Zhu et al., 2021).

Internal and chemical features (NIR spectra, translucency, fluorescenceéiternal and
chemical features are associated with kernel characteristics that cannot be fully described by
surface color or t¢ure but manifest through spectral response in the NIR region, changes in
translucency, transmittance indicators, or fluorescent properties (Caporaso et al., 2018;
Femenias et al.,, 2022; Min and Cho, 2015). In the-imd@red range, reflectance and
trarsmittance spectra are sensitive to moisture, protein, fat, starch content, and certain
secondary metabolites, enabling indirect assessment of maturity, damage, and microbiological
infection of grain (Caporaso et al., 2018; Dowell et al., 2006; Femeribsa&22; Masilamani
et al., 2020).

Fluorescence features arise when grain is irradiated with ultraviolet light and the resulting
secondary emission is recorded in a different wavelength range (Min and Cho, 2015; Yao et al.,
2023). Certain mycotoxins amaetabolites of molds exhibit characteristic fluorescence bands,
which were used in laboratory practice even before industrial sorters became widespread (Min
and Cho, 2015). Integrating UV and fluorescence channels into industrial machines enables
selectiveremoval of kernels with an elevated risk of mycotoxicosis, although the precise
relationship between visible fluorescence and toxin levels remains a complex scientific problem
(Femenias et al., 2022; Min and Cho, 2015; Pearson et al., 2009).

These featureare particularly promising for applications where safety and functional
technological properties are more critical than visual appearance (e.g., production of infant
foods, dietetic products, and specialized feeds) (Femenias et al., 2022). At thersgriesii
use requires calibration and validation for specific crops and under particular growing and
storage conditions, making such systems more complex to implement (Caporaso et al., 2018;
Masilamani et al., 2020; Min and Cho, 2015).

b b bkrainian Journal of Food S cience. 20%5. Volume 13. Issue 2b b b 291
ISSN: 2409-4951 (Online), 2310-1008(Print)  Creative Commons license: CC-BY


https://en.wikipedia.org/wiki/Creative_Commons_license
https://en.wikipedia.org/wiki/Creative_Commons_license

Summary and implications

A generalized classification scheme for optical grain sorting machine®ptical grain
sorting has progressed from early photoelectric separators to multichannel ravégibime
systems that combine several spectral ranges;dpigbd imaging, and sgalized decision
algorithms. The historical perspective indicates that each developmentftageacuum
tube circuitry to digital systems and deep learning was driven not only by hardware advances
but also by evolving views on which objects and disirative cues should be detected in the
grain stream.

Based on an analysis of industrial models of optical grain sorters described in the literature
and in manufacturersd technical document at.i
sorting machies was developed. The baseline version of this generalized classification scheme
was presented for expert discussion in the
Separatorso (Galka and Sharan, 2 0 2 Daus 2025
primarily on a single criterion (e.g., spectral range or the type of conveying system), the
proposed classification considers machines simultaneously in terms of sorting purpose, design
features, automation level, application focus, crop specificipd opticalsystem
characteristics. This approach better captures the real diversity of commercially available
solutions and provides a convenient framework for comparing and selecting equipment for
specific processing tasks.

Suggested Optical Grain Sartdachines classification is depicted in the Figure 3.
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Figure 3. Optical grain sorting machines classification
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Following subsections discuss the main dimensions of this classification. The aim is not
to firigidlyd assi gn amsindugsiial cditérsbelong to seeerals i n g
groups simultaneously (for example, an industrial -baked NIR sorter for rice
incorporating elements of deep learning). Rather, the classification is proposed as a
generalized coordinate system in which a dpeecnodel can be positioned, alternative
solutions compared, and the development of processing schemes incorporating optical
sorting can be planned.

Classification by sorting type Sorting type is the most intuitive dimension for users
and reflects the &ures used for rejection decisions. Based on technical documentation, three
groups are distinguished: (1) color sorters; (2) color + shape/size sorters; (3) color + other
optical properties sorters.

(1) Color sorters operate primarily on cdlspectral cas and detect discolored,
darkened, or spotted kernels, impurities of contrasting color, and foreign particles whose hue
differs from the base material. They are typical efemel solutions for wheat, corn, and
barley, aimed at improving appearance aadiglly removing defective kernels.

(2) Color + shape/size sorters complement color analysis with morphometric control
(length, width, aspect ratio, roundness), improving selectivity for weed seeds, kernels of other
crops, and fractions atypical in size shape. They are common where varietal purity or
narrow size fractions are required (e.g., seed production).

(3) Color + other optical properties sorters additionally use cues such as NIR reflectance,
translucency, gloss, and fluorescence, enabling dmteadf internal defects, early
mycological infection, changes in chemical composition, and specific artificial contaminants.
These machines are most relevant for applications with elevated safety requirements and for
maintaining stable functional and techogical properties of grain raw materials.

Classification by feeding typeThis dimension captures how grain is fed and conveyed
through the inspection zone. Four groups are distinguished: chute (gravity) sorters, belt
sorters, pneumatitansport machies, and hybrid systems.

Chute sorters form a thin stream on inclined vibrating chutes; grain moves by gravity
through the inspection zone. They are structurally simple andtiighghput for basic
cleaning, but kernel positional stability is limited, praghigher demands on optical and
ejector timing.

Belt sorters spread grain in a single layer on a horizontal or slightly inclined conveyor
before optical analysis. This improves control of trajectories and orientation and supports
more advanced shape/tas¢ analysis, at the cost of higher mechanical complexity and
conveyor maintenance.

Pneumatic and hybrid systems convey grain in airflow channels or combine multiple
feeding principles along the pathway. They enable adaptation for fragilesdrestive,or
heavily contaminated products.

Classification by automation and intelligent control Three provisional groups are
distinguished: serrutomatic, automatic, and intelligent (smart) optical sorters.

Semiautomatic machines rely on operativiven setup iad monitoring: crop changes,
thresholds, and modes are adjusted manually, and visualization tools are limited. They are
typical for small enterprises, laboratories, or earlier equipment generations.

Automatic sorters maintain preset parameters, offer-srppe ci fi ¢ Ar eci peod
and support automated calibration. The operator sets overall targets (e.g., reject fraction or
cleaning level), while the system controls feeding, rejection, and basic diagnostics.
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Intelligent (smart) sorters add sélining and adaptive thresholds, ML/Bhased image
analysis, and expanded data logging/communication. They can adapt -toatavial
variability, recommend settings, and in some cases refine models from accumulated data,
aligning optical sorting with plant digitafrastructure.

Classification by application By application focus, optical sorters can be divided into
laboratory and industrial systems.

Laboratory machines have low throughput and simplified feeding, but typically offer
flexible access to raw outputémages, spectra). They support research, algorithm
development, calibration of industrial settings, and detailed inspection of specific batches; in
some cases, they serve as prototypes for industrial designs.

Industrial sorters are built for continuousgirthroughput operation within processing
lines and include advanced diagnostics and service features. They prioritize reliability,
energy efficiency, and operatoriented interfaces, and in production they function not only
as cleaning equipment butalasreat i me fiqual ity sensors. o

Classification by grain crops (sorting objects).Product catalogs indicate that many
optical sorters are offered as crap productspecific (e.g., wheat, corn, rice, seeds, groats,
compound feed), alongside universalamiaes that cover diverse bulk foods through flexible
software fArecipes. o0

For wheat and other bread cereals, settings typically target defective or infected kernels,
weed seeds, and plant/mineral impurities that reduce flour quality and safety. For corn,
emphasis is often placed on detecting kernels potentially affected by toxigenic fungi and
removing husk/cob fragments and damaged ear pieces.

For rice, key targets depend on husked vs. unhusked material and include yellow, chalky,
discolored, and chippeklernels that strongly affect grade and appearance. Seed sorters
prioritize varietal purity, kernel integrity, and absence of mechanical damage, usually
applying stricter thresholds.

Universal sorters can process multiple crops and even other bulk prddutss
legumes, dried fruits), but require careful recipe reconfiguration and sometimes mechanical
adjustments (e.g., chutes/feeding). In practice, sedbject classification helps match
machine capabilities to the specific needs of an enterprise.

Classification by optical system This technically central dimension reflects the
spectral range and sensor type. Five groups are distinguished: RGB, NIR, UV/fluorescence,
multispectral, and hyperspectral systems.

RGB sorters operate in the visible range @hrkannels) and primarily evaluate surface
color and brightness, enabling rejection of discolored or clearly defective kernels and
impurities that differ in color.

NIR systems extend sensing beyond the visible range and add information linked to
internal $ructure and chemical composition, supporting detection of subtler differences
associated with moisture, infection, and maturity.

UV/fluorescence systems target materials with characteristic fluorescence, including
certain molds and organic contaminants.

Multispectral and hyperspectral systems capture responses in dozens to hundreds of
narrow bands, enabling more precise recognition of grain condition and impurities, but they
are more common in research or highly specialized industrial use due to cositand d
processing complexity.
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This classification is also important for ML/Bthased recognition because the selected
spectral channels determine which features can be extracted and how effectively hidden
defects and hazardous impurities can be detected.

Integration of optical sorting machines into grain processing lineOptical sorting
should be regarded as the final, Afineodo st
replacement for traditional mechanical and pneumatic equipment (Kharchenk@@p4j.,

Yang et al., 2025). In a typical process flow, optical sorters are installed downstream of the
precleaning and makcleaning equipment train (screen separators, aspirators, destoners,
gravity tables, etc.), once most coarse, light, and heavy ingsuniave already been removed

from the stream, along with a substantial portion of plant and mineral inclusions (Kharchenko

et al., 2024, Pascale et al., 2022). This is because excessive contamination of the grain mass
with nonstandard particles, dust, divte fractions compromises feed stability, complicates
the operation of the optical modul e, and i
AG, 2016aKleinhanset al., 2022).

Optical sorters are typically selected for a specific raw material tancharacteristic
impurity profile: wheat, rice, corn, seed material, or groats each require different machine
configurations, illumination modes, sets of
al., 2025; Yang et al., 2025). In practice, thissmethat when designing a processing line,
the equipment manufacturer and the customer agree not only on throughput, but also on the
target tasks (which specific defective kernels and foreign materials should be removed, to
what extent, and according to wh visual criteria) (Ageh et al., 2025). A substantial
proportion of machines are delivered with factory presets for common crops, but for

i ndustrial operation additional paramet er
requirements is almostalway carri ed out (B¢hler AG, 2016a
this sense, an optical sorter is not a fAst
customerdéds needs (Ageh et al ., 2025; Be¢ehl er

From the standpoint of plant layout,timal sorters are demanding in terms of operating
conditions. Most industrial models are designed for installation in enclosed facilities with
controlled ranges of temperatur e, relative
2016a, 2016b). Excessivdust, condensation, abrupt temperature fluctuations, or drafts can
contaminate optical surfaces, destabilize illumination, increase the rate of false triggers, and
rai se maintenance demands (B¢ghler AG, 2016a
a local aspiration hood, isolation from external influences, and accessible process space for
scheduled cleaning and service are often p
machines outdooraithout protection from weather conditions and vibnadi® generally
unacceptable (B¢ghler AG, 20160, 2016¢c) .

A separate practical requirement is the sensitivity of optical sorters to vibrations and
i mpact | oads (B¢ghler AG, 2016b, 2016c). Any
illumination sourcs, and feegsystem components directly affects image quality, kernel
positioning accuracy, and synchronization with the rejection system (Pearson, 2009; Pearson
et al., 2012). Therefore, when integrating the machine into the production environment, it is
necessary to account for existing vibration sources (bucket elevators, crushers, large fans)
and, where needed, use vibratienlating mounts, damping elements, and a rational
equi pment | ayout (B¢ghler AG, 2016 bativetd016c)
vibrating machines can negate the benefits ofeven agawelh ed opt i cal syst e
2016b).

In summary, integrating optical sorters into grei@aning schemes requires: (1)
ensuring a sufficient level of preliminary mechanical cleaningsé®cting and configuring
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the machine for the specific crop and impurity spectrum; (3) providing appropriate indoor
operating conditions; and (4) accounting for the sensitivity of the optical and mechanical
modules to vibration. Only when these preredegsare met can optical sorting realize its
potenti al as a fprecisiond stage for selec
materials at the end of the process chain.

Conclusions

The review demonstrates that optical grain sorting techndiagyevolved from simple
photoelectric devices to advanced machiisgon systems integrating multiple spectral
ranges, higkspeed cameras, and specialized im@a@eessing algorithms. Each stage of
development from vacuuwtube circuits to digital platformand deep learning has been
driven not only by advances in hardware, but also by changing concepts of target objects and
relevant features in the grain stream. Based on a systematic analysis of industrial equipment,
a multidimensional classification of agal grain sorters is proposed, accounting for sorting
mode, design features, automation level, application focus, crop specificity, and-optical
system characteristics, enabling consistent comparison of machines and clearer requirements
for procesdine design. In addition, optical sorting features are structured by physical nature,
observation modality, and decisiomaking role, linking sorter types to impurity classes and
recognition strategies. Practical analysis shows that optical sorters functioeffectstely
as a final, finecleaning stage following mechanical and pneumatic separation, provided that
adequate upstream cleaning, proper machine selection, and stable operating conditions are
ensured. Future developments are expected to focus on wddpticm of multi and
hyperspectral systems, deep learning, and deeper integration of sorters into digital production
infrastructures, while further research should assess their technological and resource
efficiency and promote standardization of featwts and testing protocols.
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Abstract

Introduction. The aim of the research was to determine
effect of tablet density and punch movement kinematics on t:
quality indicators, namely strength, friability, and dens
distribution.

Materials and methods Tablet strength was determined |
destructive stress during diametric compression, while friability
evaluated based on mass loss after processing in a rotating drur
volumetric density distribution under different punch kinematics '
analysed using thEinite Element Methodnethod implemented ir
COMSOL Multiphysics software.

Results and discussionAt a density below @59 / ¢ mj ,
exhibited low strength and were unsuitable for subseq
technological operations. Three zones tergth variation were
identified: (1) tablet strength increased proportionally with dens
(I strength increased at a higher rate, following a parak
relationship, with the transition from zone | to zone Il occurring
approximately0.710.8 g / c fflj) the rate of strength increas
slowed, and beyond a certain density, strength decreased
maximum tablet strength observed was 4.6 MPa, while
recommended working range wasiB9MPa. At densit abovel.5
g/ cmj, I ami nat i onThdse fesultstindicate
existence of an optimal density range that ensures ade
mechanical integrity without inducing structural defects. Deviati
from this range may negatively affect both tablet performance
manufacturability.

Tablet friablity decreased with increasing density following
parabolic trend and fell below 1% at densitied #¥4' 1.06g / c |
meeting pharmacopoeial requirements. However, at den:
exceeding 1B8L4 g/ ¢ mj , friabi |Icanexceed
acceptable limits.

During onesided compression, stress and density near the
contact edges differed from those in the tablet core. The core de
did not exceed the average by more than 7%, and this heterog
had a negligible effect on strength and friability.

Under twesided compression, highdensity zones appeare
near the tablet edges, while the core density differed from the av
by no more than 5%. These findings did not support the hypotl
that punch kinematics significantly affect density disttidu

Conclusions. Tablet density significantly affects strength a
friability, whereas punch kinematics have a negligible influence
density distribution within the tablet volume.
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Introduction

Direct compression of nemetallic granular materials is a primary technological
process in the production of solid medicinal forms, such as tablets (Gubenia et al., 2025). The
aim of this process is to transform a loose, porous system of granules and excipients into a
solid tablet with defined shape, size, and mechanical propertiesmgbcompression, the
system transitions from a frélewing to a compressed state, resulting in spatial
inhomogeneity due to contact friction along the die surface, tool geometry (Qiu et al., 2017),
and various compaction gradients (Swarbrick, 2007).

Dewations in tablet strength and friability can occur during compression, potentially
affecting manufacturability (Sinka et al
during subsequent processes such as coating, packaging, transportatiomagedAkande
et al., 1998; Natoli et al., 2017).

Tablet strength is not regulated by external standards and is determined by the
manufacturer of the medicinal product (CDER, 2015). For example, strength may range from
1.5to 2.5 MPa (Gubenia et al., 202&)th deviations from the target value not exceeding
5%. Friability, according to the Harmonized European Pharmacopoeia (2024), should not
exceed 1%, however, some researchers recommend a stricter limit@5@63(Podczeck,

2012).

The main factor affeatig the strength and fragility of a tablet is its density. During
compression, granule density can range fr
tolil. 5 g/ cmj (Akande et al ., 1998; Nat ol i

how teblet density affects strength and friability, highlighting the need for further research.
Some studies suggest that punch kinematics-¢atesl or twesided compression) can
significantly influence density distribution within the tablet and, consequemtbperty
heterogeneity along its height (Brewin et al., 2008). However, quantitative data on such
distributions are scarce, and this aspect remains largely theoretical.

Empirical methods such as Heckel analysis (Heckel, 1961) and general approaches to
compression evaluation (Leuenberger and Rohera, 1986) are commonly used to describe the
compressibility of powders, granules, and tablets. These methods rely on average properties
and often do not account for factors such as die geometry, friction, or purvemerct
sequences, which affect density and stress distribution. Moreover, their ability to model
stages like decompression and ejection is limited, even though these stages are critical for
understanding residual stresses and tablet failure risks. Therefmdelling the spatial
heterogeneity of the compression process is essential for analyzing potential defects
(Partheniadis et al., 2022).

Advanced simulation methods are required to predict and analyze tablet density
distribution during compression, alling the spatial behavior of the tablet to be reproduced
throughout all stages of the compression process (Partheniadis et al., 2022; Wu et al., 2008).

The finite element method (FEM), combined with constitutive compression models,
allows the transition &m general parameters to detailed distributions of stress, strain, and
relative density within a tablet. The most commonly used model is the ddepiyndent
DruckerPrager Cap (DPC), which integrates shear strength with volumetric compression
under hydretatic pressure and permits parameter calibration based on relative density
(Baroutaji et al., 2017; Han et al., 2008). Employing derdsyendent (or solitaction
dependent) DPC parameters improves agreement with experimental compression and
unloadingcurves, as well as predictions of tool displacements (Sinha et al., 2010a). For
greater accuracy, viscoelastic or plastic models are sometimes applied, providing better
reproduction of experimental curves during unloading (Diarra et al., 2013).
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The aim ofthis study was to investigate the influence of tablet density on key quality
parameters including hardness and friability, and to assess the influence of compression
method on density distribution within the tablet.

Materials and methods
Experimental studies

Materials. The strength of two weknown medicinal tablet products was examined.
Sample 1 contained excipients including citric acid monohydrate, potato starch, povidone,
cocoa, and calcium stearate, along with active pharmaceutical ingredikBts) (
acetylsalicylic acid, paracetamol, and caffeine. Sample 2 contained excipients such as potato
starch, talc, and calcium stearate, with the API sodium metamizole.

Experimental equipment. In this study, a field experiment was performed. The tablets
were made under production conditions using a Korsch XL 400 tablet press. This press
operates with a preompression force of 20 kN and a main compression force of 100 kN,
with a maximum output of 338,000 tablets per hour at a maximum drum rotation speed of
120 rpm.

Determination of tablet strength.The strength, or breaking point, of tablets (European
Pharmacopoeia, 2024) was determined using a standard pharmaceutical method: the tablet
was subjected to diametric compression, and the force PPP at wiielttitred was
measured, with this breaking force represert

S :i.. Pa, (2)
d
where Hs the breaking force (N), d is the tablet diameter (m), andheitablet height (m).
Tablet breaking force and strength were measured using theVP3® N Pharma Test
device, whose working element consists of two jaws facing each other and moving
horizontally to compress the tablet across its diameter. The deweednecision of 1 N, and
each measurement was performed 10 times.

Determination of tablet friability. The friability of tablets was tested using the
AERWEKA TAR |10 device, which features a rc
Pharmacopoei2024). Ten tablets were initially dusted off, weighed, and placed into a drum,
which was then closed with a lid. The device was operated for 4 minutes, and afterward, the
tablets were weighed again. The friability index P, %, is calculated using the dormul
m, - m

P =100 100, @)

where mp and mare the mass of tablets before and after processapectivelly

Determination of tablet density heterogeneity

The distribution of tablet density within the volume was analysed using simulation
model ing in COMSOL MultiphysicsE based on

mechanical behavior of the powder during compression was represented by aiplelstatic
mockl for powder compression, specifically the DruekReager Cap (DPC) model (Frenning,
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2023), which defines key material parameters as functions of relative density or porosity.

This approach allows the prediction of stress, strain, and local densitytfisddghout the

entire tablet volume during compression, as well as the assessment of density heterogeneity,

including variations or gradients between the core and outer zones, near the punches, and

along the die wall (Sinha et al., 2010b). The model atsmunts for the material properties

and initial state of the powder, simulating powder compression within the die to form the

tablet under quasstatic loading conditiong he initial powder state is characterized by the

tr ue dv@and ihe bulk ge s i dukyForjcalibration purposes, the following values

were wsed: 599 g/ cmjukElBIB6Kkg/ mm) ; (B60 kg/ mj
Accordingly, the i nitial e@=ebid et 026420 ensi t

The density distribution ithin the powder volume is considered uniform, and the material is

assumed to be isotropic at the start of the simulation.

Geometry of the tool, volume parameterization, and assumptiondhe model is
built in a 2D axisymmetric system, which is a commpproach for round tablets and ensures
accurate consideration of the contact interaction between the powder and the tool
(Cunningham et al., 2004; Sinka et al., 2003). The initial geometry of the powder column is
defined by the die radiusRnd the fillirg height H:

R,=5mm, H =12.5 mr
The crosssectional area of the powdep & calculated as
A, =" R

and the initial volume

For the given values
A,=7.854310m 2
V,=9.8175310m 3
Themass of the powder m in the die remains constant:

m=4u LV = xBOKKy.
The target height of the powdéf, after compression is determined based on mass
conservation and the actual density (excluding material losses):

H, =(M/A)/} s =0 . 0 0 4 8 3 Oramh

The tool (die and punches) in this model is treated as rigid (rigid tooling), meaning tool
deformation is not accounted for, and the focus is on the stire@s state of the powder
body and the effects of contact and frict{f@OMSOL AB, 2022).

Input and derived parameters for process simulation are shown in Tables 1 and 2.

Constitutive model of powder (Druck&rager Cap). The mechanical behaviour of the
powder is described using a continuous elastoplastic model of porotisitglaéased on the
Capped DruckePrager (DPC) model, which is used for compression processes with
pressurelependent fl ow and fcap' densi fication
2022). The evolution of the material state is determineddy th el at i ve density
changes due to irreversible plastic deformation and influences the mechanical properties
during compression. Hardening was regulated according to the implementation of DPC in
the COMSOL model (COMSOL AB, 2022).
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Table 1

Input parameters of the model

Symbol Value Description
Ro 5 mm Initial radius of the powder column (die radius
Ho 12.5 mm Initial height of powder filling
} true (Rhof) 1.59 g/cm True powder density
Jouk (Rhobu) | 0.36 g/cmd | Loose bulk density of theowder
Table 2
Derived parameters
Symbol | Expression | Value (SI) | Description
Ao pdR? 7.85420° | Crosssectional area
Vo Ao®lo 9.817%207 | Initial powder volume
m 1 bu®o 3.5343)0% | Mass of powder in the die
} rel(0) J bud thue 0.22642 Initial relative density
Hs (m/Ao) 4ud | 0.0028302 | Final height of the powder after compressi

Densitydependent material functions (COMSOL parameters). Material parameters
depend on t he reAldotnmulaseare dsegith the samexunitsas jn the
COMSOL model (Young's modulus and vyield strength in MPa; paramateis a
dimensionless). Young's modulus is defined as:

E(x) = 90-exp*** , MP:

o(¥ = ¢.
Yield function parameter:
a,(x) =tg(12.628-x + 56.194

Yield strength:
29551 4

The Poisson's ratio remained constant at
dependence of E anedatf lao w ipxaerda nse,t eirss commo n |
tablet compression because it captures how stiffnesstesrdyth change with increasing
density, simplifying the process of deter mi
2004; Partheniadis et al., 2022).

Contact interaction and friction. Contact between granules and the press tool was
modelled as a Couldnriction Problem. The coefficient of friction between the powder and
the wall of the die or the surface of the punch is set based on the model scenario; for
demonstration purposes, a typical value is around 0.1. It is advised to measure or estimate
this during sensitivity analysis, as friction affects density gradients and stress distributions
(COMSOL AB, 2022; Cunningham et al., 2004).

Loading program: compression and decompressionThe pressing process occurs
through controlled movement of the uppemch (displacemertontrolled), which ensures
a consistent deformation path and stability of the numerical solution for thénean
contactplastic problem. The load trajectory includes a compression stage until the final
height His reached and a dmopression stage.
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Output quantities and postprocessing detailsThe analysis was performed using the
foll owing indicat or Sz kRt the lerd f canpressian lad taftev e d
decompressi on; C o m pp (g, @ ttheequivdlent stressessos @astic U
deformations. The heterogeneity of compression was also examined through the difference
Jremax)T  refminy @nd the identification of potential risk zones for defects linked to tensile and
shear stresses during the unlogdiase (Partheniadis et al., 2022; Wu et al., 2008).

Results and discussion

Influence of density on tablet strength

The graphical relationship between tablet strength and its density is shown in Figure 1.
6.0

5.0

4.0

Strength, MPa

3.0

2.0

1.0

0.0

0.0 0.5 1.0 15 2.0
Density, g/crd

Figure 1. The influence of tablet densityon its strength:
17 sample 1; 2i sample 2

In general, three zones can be identified in the relationship between tablet strength
and density. In Zone |, strength increases nearly proportionally with density. In Zone I,
strength rises more rapidly following a parabolic trend, with the transitmurieg at around

0.770.8g/ c mj . In Zone 111, the rate of strengt
strength decreases, with tablet quality deteriorating due to delamination and particle
chipping.

Zones | and Il are not always distinguishett] shey are sometimes considered as a
single zone of increasing tablet strength with rising density or compression pressure. Since
the increase in strength is explained by granule particle fragmentation (Yadav et al., 2018)
and the formation of additondd onds bet ween granules (Siiri
should be treated separately.

As the force and pressing pressure increase, particles begin to deform and break into
smaller fragments during the initial stage, creating new bonding zones between the
(Garekani et al., 2001). The granulate mass becomes more compact as smaller fragments fill
the voids between larger ones. Beyond a certain pressure, it can be assumed that the
maximum number of bonds has formed, the material no longer consists of sgpanates
but becomes continuous, and its porosity approaches minimal values (Manufacturingchemist,
2020).
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Influence of tablet density on their friability

The relationship between tablet friability and density is shown in Figure 2.
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Figure 2. Influence of tablet density on friability :
17 Sample 1; 2i Sample 2.
A1 friability limit according to regulatory standards;
B 7 recommended friability limit according to researchers;
C 1 tablet density at which tablets disintegrate in hands;

D i tablet density at which tablets disintegrate in the drum of the friability tester;

E T tablet density at which delamination occurs in the drum of the friability tester.
* NoteT points (experimental values) are connected by a smooth curve for
clarity and bettervisual perception. Such a connection should not be
considered as a mathematical dependence.

Initially, when tablets reach the minimum density at which they do not disintegrate in
hands or in the drum of the friability tester, friability decreases foligve parabolic trend.
At a density of0.8g / ¢ mj , friability ranges from 3.2
pharmacopoeial limits (European Pharmacopoeia, 2024) and even stricter values reported in
the literature (Podczeck, 2007).

At densities of 0V4/11.06 g/ ¢ mj , friability falls below
requirements. For sample 2, friability drops further to less than 0.5% at akddnd g / ¢ mj
in line with recommendations from other researchers. Sample 1, however, did not reach this
value, renaining above 0.6% within the studied conditions. This indicates that further
reduction of friability for sample 2 would require adjustment of technological parameters
such as formulation, granulation method, and processing regimes.

With densities abovd.2i1. 3 g/ cmj , friability begins
parabolic trend. AL.5g/ cmj , friability of sample 1 exc:
remains below 0.5%.

b b bkrainian Journal of Food S cience. 20%5. Volume 13. Issue 2b b b 311
ISSN: 2409-4951 (Online), 2310-1008(Print)  Creative Commons license: CC-BY


https://en.wikipedia.org/wiki/Creative_Commons_license
https://en.wikipedia.org/wiki/Creative_Commons_license

Influence of punch kinematics on stress and density distribution during
compression

Case 1. Onesided compression is a method in which the lower punch remains
stationary while the upper punch compacts
and Al ower o are used conditionally for cl

The results of numerical simulatio$ granule compression in a die were analyzed
using the elastoplastic DruckBrager Cap (DPC) model. The analysis considers the main
punch positions (Figure 3):

- Position G initial punch position, no load applied, with uniform material density;
- Positionli final lower position of the punch, end of compression, with maximum load;
- Position 2 punch position at the final stage of decompression (unloading).

As punch displacement increases during compression, axial pressure rises following a
parabolic trendwith a more pronounced increase near the end of the compressing process
(Figure 4).
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Figure 3. Puncture position Figure 4. Change in compressing pressure

during punch movement
Punch position: 07 initial position; 1 i final lower position; 27 final stage of decompression

During the axial di spl acement of t he
approximately v7.6 mm, the maximum compressive pressusg iB about 67 MPa. Such
behaviour is characteristic of powder compression with dedsippgneént stiffness and

ar

P L

strengthening in the DPdncreesabdhle strergth patametersr e | a

(including Young's modulus) also increase, which enhances the nonlinearity of the axial
pressure dependence on the degreewpression (COMBL AB, 2024; Partheniadis et al.,
2022).

I't i s anal ysed t he faccertings$ovanMises fprupositianll.e n t
High stress values are observed within the volume of the compressed tablet, with localisation
in the contact zone with theurface of the die at the upper and lower edges of the tablet
(Figure 5). T hegnBaproximately 6% NPla.This istexplained by stress
localisation due to the combined effect of contact constraints and friction, which creates a
complex ¢$ressstrain state with an increased shear component (Sinka et al., 2003;
Cunningham et al., 2004).
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After decompression (Position 2), a significant reduction in stresses is observed
compared to positi on gfemanuoevent he r el ati ve de
Data on the change in stresses within the tablet during compression are important from
a quality control perspective: potential defects (capping/lamination) depend on the

compression force, as well as on the nature of residual stresses and tensile tonag tha
form during unloading or ejection (Partheniadis et al., 2022; Wu et al., 2008).
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(for position 1 and position 2).

It should be noted thdhis part of the research uses the concept of relative density,
which is optimal for powder compaction models. Relative density reflects the degree of
volume filled with solid material and directly characterizes it. This parameter is important
because, ding compression, only the spatial arrangement and porosity change, while the
true density remains constant. As a universal indicator, relative density is useful for
describing compaction, performing simulation modeling, scaling and comparing materials,
ersuring calculation stability, and supporting modifications of tablet strength models. Its use
is fully justified and consistent with modern theories (Cunningham et al., 2004).

Spati al het er ogen e icispbsaervad (Figures 6rared|if)@ariesv e d e
from 0.45 to 0.57. The maximum values are concentrated near the upper edge of the tablet in
the contact zone with the wall of the mould, while the minimum values are observed near the
lower edge. Such behaviour is typical for axisymmetric cosgioa problems with wall
friction: friction limits radial sliding, enhances shear deformation, and creates compression
gradients (Cunningham et al., 2004; Sinka et al., 2003). A comparison of the data for position
1 and position 2 shows that after deconspsei o n , the field of relat
insignificantly. This is explained by the fact that the relative density is primarily determined
by irreversible plastic deformation, and during unloading, a reduction in stresses occurs
(COMSOL AB, 2024).

At the end of the compression process, a difference of about 7% is observed between
the values of the relative density in the core (centre) of the tablet and its average relative
density of the entire tabléFigure 8).
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Case 2. Doublesided compressioris a method in which the granulate in the die is
compacted simultaneously from both sides bypilmeches. Similar to orgided compression,
the stress and density fields (Figure 9) and the final tablet densities (Figure 10) were analyzed.
The main difference is that highdensity zones appear on both sides at the points of contact
with the die surfaes, while a lowedensity zone forms in the middle near the die surface.
The position of this lowedensity zone can shift vertically depending on the relative speeds
of the punches.

At the end of the compression process, there is a difference of abdwgtd#en the
relative density valueis the core (center) of the tablet and its average relative density of the
entire tablet (Figure 10). This is less compared to the case-siaed compression.
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Therefore, punch kiematics, whether one sided or two sided compression, has a
negligible effect on the density distribution within the tablet. It should be noted that the
common assumption in textbooks that two sided compression provides a more uniform
density and strengthigdribution (Sydorov et al., 2009) is not statistically confirmed for
tablets in which the height is much smaller than the diameter.

Conclusions

Tablet strength shows a complex dependence on density. At densities B#&Egw/ Oc m|
tablets have low strength, crumble in the hands, and are unsuitable for subsequent coating,
packaging, or transportation. Three zones can be distinguished: in Zone I, strength increases
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roughly proportionally with density; in Zone I, strength sismore rapidly following a
parabolic trend, with the transition from
rate of strength increase slows and eventually decreases. The maximum strength observed
was 4.6 MPa, while the recommended working eaisgl.5 3 MPa, and at densities above

159/ cmj del amination may occur. Friability
manner, falling below 1% &.041.06g/ cmj , whi ch meets phar mac
densities abov&.21 1.3 g / ¢ mj lity bégins tarisé ada, exceeding regulated limits.

During onesided compression, zones of higher and lower stress and density appear near
the die surfaces, while the core density does not exceed the average by more than 7%, slightly
affecting strengtland friability but potentially causing chipping. Doulslieled compression
produces highedensity zones at the tablet edges, with core density differences also within
7%, lower than in onsided compressing, showing that the compressing method has minimal
effect on density and strength distribution. Strength data and compressing forces are critical
for selecting compression methods and modes, designing the press cycle, and calculating the
compressing units and drive system.
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